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Portsmouth’s Veterans 
Appreciation Ceremony
Monday, 14 November 2016

Invasion of Panama (Operation Just Cause) 
Era Veterans 
List of Names

Town Council Chambers
Portsmouth, Rhode Island



A-B

Malcolm Almgren
Robert Anson
Richard Ashmore George Baker

Michael Barry
Richard Bausch
Robert Beese
Paul Bergen
Peter Betz
James Blaess
Ronald Bogle

Donald Bonville, Jr.
Pelham Boyer
Kelley Brown
Peter Browne
Brett Bucholz



C-D

William Calhoun
David Carrillo
August Cecchi
David Chandler
Steven Charbonneau
Todd Chlaupek
Troy Christiansen
Charles Collins
James Cook
Christopher Corbett

Jeffrey Davis
Edward DeArruda Jr.
Tommy Delemos
Terry Dickinson
Stephen Doherty
Daniel Donnelly
C. Kevin Donovan
Edward Dubrosky
Douglas Duchene



E-G

Vernon Edwards, Jr.
Larry Evans
Carla Evans David Faucher

Donald Fennessey
Steven Fennewald
Terry Ferguson
Lawrence Fitzmorris
Susan Fitzmorris
James Fitzsimonds
Stephen Forand
Milton French

James Gannon
William Gerardi, Jr.
James Giblin, Jr.
Randall Goode
Michael Gower
Brent Griffin
Karen Griffin



H-J

Charles Hahn
John Hand
Edward Hayes
Alton Henault
Douglas Hime
James Hinsey
James Hogg
David Howard
E. Michael Hunter
Harriet Hunter
Eric Husher

Michael Jackson



K-L

John Kelly
Douglas Kenney
Kenneth Klag
James Korney
Richard Krystof Richard LaBrecque

Jeffrey Landsman
Thomas Lang
Sanford Lansing
Stephen Larson
Beth Leinberry
Richard Locker
James Lowrimore
Vincent Lynch
William Lynch



M

Stephen MacDonald
John Mangold
James Marion
David Markert
Richard Martin, Jr.
George Matthews, Jr.
Thomas Maxfield, Jr. 
Dereke Mays
Bruce McLean
Richard Medley

John Meyer
David Miller
Keith Miller
Dennis Morral
Rene Morrel
David Mower
John Murphy



N-P

Thomas Noah
Murray Norcross, Jr.
James Nordhill
James Norrell John Obrien

Richard Oppel
David Ouellette Bernard Patterson III

Wayne Perras
James Piner
Glenn Powers
Terry Pudas



R-S

Richard Rainer, Jr.
Norbert Rattey
Jeffrey Reise
Lynette Ricci
Jeffrey Richard
Jess Roderiques
Edward Rogers
Karen Rolson
Kevin Rooney
Mary Ross

William Scardina
Michael Schmitt
Thomas Scullen
James Seveney
Cynthia Sexton
Douglas Smith
Esmond Smith
Philip Smith
William Spain
John St. Laurent
Paul St. Laurent
Glen Steeley



T-Z

Nancy Tanner
Stephen Thompson
Jeffrey Tokarski
Roy Twaddle

Diosdado Urgasan

Frank Vansant

Robert Ward, Jr.
Floyston Weeks
Steve West
Joseph White
Kent Willever
Georgette Wilson
Paul Wilson
Elizabeth Wylie

Tsunetoshi Yoshihara

James Zagranis
Frederick Zillian, Jr.













 

LIST OF ANNUAL LICENSE RENEWALS 
 

 

Liquor Licenses: 
 

Class A 
  

   Moriarty’s Liquor Locker, Inc., 624 Park Avenue 

    

Class BV 
  

 R and M 506, LLC, d/b/a The Beachcomber, 506 Park Avenue 

 Bracky, Ltd., d/b/a Island Tap, 568 Park Avenue 

 TNBC Beach Club, LLC, d/b/a Newport Beach Club, 195 Newport Harbor Drive 

 Newport National Golf Club, Inc., 324 Mitchell’s Lane, Middletown 

 Tremblay’s Bar & Grill, Inc., 514 Park Avenue 

 Dina Occhi, d/b/a Valley Inn Restaurant, 2221 West Main Road  

 

Class BVL 

 

 Rahilly, Inc., d/b/a West Main Pizza, 1620 West Main Road 

  

Class D 

 

 Rhode Island Abbey Golf Club Inc., 125 Cory’s Lane 

 
 

Sunday Sales Licenses; 
    

Moriarty’s Liquor Locker, Inc., 624 Park Avenue 
 

    

Victualler Licenses: 
    

 R and M 506, LLC, d/b/a The Beachcomber, 506 Park Avenue 

 Food Works Inc., d/b/a Food Works Restaurant, 2461 East Main Road 

 Bracky, Ltd, d/b/a Island Tap, 568 Park Avenue 

 Kelle O’Connor, d/b/a My Kitchen Table, 1965 East Main Road 

 Newport & Narragansett Bay Railroad Co, LLC, 1 Alexander Road 

 TNBC Beach Club, LLC, d/b/a Newport Beach Club, 195 Newport Harbor Drive 

3302 Holdings LLC, d/b/a Patriot Petroleum, 3302 East Main Road                                            

 Rhode Island Abbey Golf Club Inc., 125 Corys Lane 

 Eric Hyson, d/b/a Samantha’s Seafood & More, 108 Chase Road 

 F & T Pizzeria, LLC, d/b/a Steve’s Famous Pizza, 2460 East Main Road 

 Tremblay’s Bar & Grill, Inc., 514 Park Avenue 

 Dina Occhi, d/b/a Valley Inn Restaurant, 2221 West Main Road 

 Rahilly, Inc., d/b/a West Main Pizza, 1620 West Main Road 

 



  

Amusement Games: 
 

# Games 

   5       Bracky, Ltd, d/b/a Island Tap, 568 Park Avenue 

3 R and M 506, LLC, d/b/a The Beachcomber, 506 Park Avenue 

 

Peddler Licenses: 
 

 Longade, LLC, d/b/a Del’s Lemonade, 729 West Main Road, Middletown  

– 3 vehicles, 2 push carts 

 Julia Sweet, d/b/a Gilded Tomato Co, 2 Peckham Street, Rehoboth, MA 

 – 1 Vehicle 

 Scott Naso, d/b/a Hawaiian Jim’s Shave Ice, 21 Linda Avenue –1 Vehicle 

 Heather Zoller, d/b/a Z Truck, LLC, 56 Kingswood Road, Bristol – 1 Vehicle 

 

Holiday Licenses: 

 

 Rhode Island CVS Pharmacy LLC, d/b/a CVS/Pharmacy #2358, 10 Turnpike Ave 

 Island Gun Shop, Inc., 1678 East Main Road, Unit 17 

 Mello’s Farm & Flower Center, LLC, 444 Boyd’s Lane 

3302 Holdings LLC, d/b/a Patriot Petroleum, 3302 East Main Road 

 Rhode Island Abbey Golf Club Inc., 125 Corys Lane 

 Stalise, Inc., 105 Clock Tower Square 

    

Gunsmith/Gun Dealer 
  

 Island Gun Shop, Inc., 1678 East Main Road, Unit 17 

   

 
 



 

 

PORTSMOUTH TOWN COUNCIL MEETING 

October 24, 2016  

 

7:00 PM – TOWN COUNCIL CHAMBERS, TOWN HALL, 2200 EAST MAIN ROAD 

 

MEMBERS PRESENT:    James A. Seveney, Kevin M. Aguiar, David M. Gleason, 

Elizabeth A. Pedro and Joseph W. Robicheau 

 

Members absent:    Keith E. Hamilton and Michael A. Buddemeyer 

 

PLEDGE OF ALLEGIANCE 

 

A moment of silence for our military in harms way. 

 

SITTING AS THE PORTSMOUTH TOWN COUNCIL 

 

SITTING AS THE BUILDING CODE BOARD OF APPEALS 

 

1.   Request a Variance for Relief from Sections 3103.0 and 3103.2 of the RI Building Code to  

      Construct the DPW Salt Shed. / B. Woodhead (10) 

 

Deputy Director of Public Works Brian Woodhead stated that approval is needed from the 

Council because the structure will be greater than 400 square feet and will remain in place for 

over a year, a requirement of 3103-0.  The Salt Shed plans are for a 60 by 60 square foot 

structure to remain in place for over a year.  Concrete blocks will be engineered instead of a frost 

wall which is a requirement of 3103.2. 

 

Mr. Rainer explained this ordinance is in place to protect structures from falling down on people.  

This is a concrete structure with an aluminum tent pole structure on top, housing salt.  So there’s 

really no danger.  

 

A motion by Mr. Robicheau, seconded by Mr. Gleason, to approve the request.  Mr. Gavin  

added, “The standard for a variance under the building code by the local board of appeals 

strict enforcement of the code provisions, in question, would result in a manifest injustice 

and that granting of the variance would not object to the general objectives to the 

Building Code.”  All voted in favor of the motion. 

 

A motion by Ms. Pedro, seconded by Mr. Gleason, to adjourn as the Building Code Board of  

Appeals.  All voted in favor of the motion. 

ADJOURN 
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SITTING AS THE BOARD OF LICENSE COMMISSIONERS 

HEARING - ANNUAL LICENSE RENEWALS: 

 

Town Clerk Joanne Mower read the names of applicants by license class for Council action. 

 

1.   Liquor Licenses: 

 a.   Class A 

   Allen’s Wine & Spirits, Inc., 3001 East Main Road 

    Ferreira’s Package Store, Inc., 1965 East Main Road 

  Pozdnyakova, Inc., d/b/a Portsmouth Liquors, 1557 West Main Road 

 

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 

  

 b.   Class BH 

  Roger Williams University, 144 Anthony Road 

 

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 

 

c.   Class BT 

  Roger Williams University, 144 Anthony Road 

  

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 

 

 d.   Class BV 

  Anna D Café, LLC, 954 East Main Road 

  Fieldstones, LLC, 980 East Main Road 

  Smith Harbor House, LLC, d/b/a 15 Point Road, 15 Point Road 

  Graziano’s 501 Café, LLC, 501 Park Avenue 

Green Valley Country Club, Inc., 371 Union Street 

    Those Crazy Kids, LLC, d/b/a The Gulf Stream Bar & Grille, 1 Lagoon Road 

Oceanside Enterprises, LLC, d/b/a Portsmouth Publick House, 600 Clock Tower                                                      

Rocco’s Little Italy, LLC, 880 East Main Road 

      Jonathan Martin’s, Inc., d/b/a Jonathans Scampi, 657 Park Avenue 

                                                                                                        

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 
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e.   Class D 

  Alvero E. Vieira Memorial Post Home, Inc. VFW Post #5390, 822 Anthony Road  

    Montaup Country Club, 500 Anthony Road 

    Portsmouth Portuguese American Citizens Club, 35 Power Street 

 Seaconnet Sportsman’s Club, 145 Sakonnet Drive 

 

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 

 

f.   Class J 

 Newport Polo, Inc., Glen Farm (Town of Portsmouth Property) 

 

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 

 

2.   Sunday Sales Licenses: 

    Allen’s Wine & Spirits, Inc., 3001 East Main Road 

 Ferreira’s Package Store, Inc., 1965 East Main Road 

 Pozdnyakova, Inc., d/b/a Portsmouth Liquors, 1557 West Main Road 

 

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 

 

3.   Victualler Licenses: 

  Alvero E. Vieira Memorial Post Home, Inc., VFW Post #5390, 822 Anthony Rd 

  Anna D Café, LLC, 954 East Main Road 

  Chris & Sofia Stefanopoulos d/b/a Chris’s Diner, 1824 East Main Road 

  Cindy’s Country Café, Inc., 1324 West Main Road 

Clements Marketplace, Inc., 2575 East Main Road 

  Cumberland Farms, Inc., d/b/a Cumberland Farms #1218, 1812 East Main Road 

  Cumberland Farms, Inc., d/b/a Cumberland Farms # 1237, 3166 East Main Road 

  JFBF Realty Partners, LLC, d/b/a Dunkin Donuts, 1550 West Main Road 

  Portsmouth Donuts, d/b/a Dunkin Donuts, 3001 East Main Road 

  Aquidneck Coffee Partners, LLC, d/b/a Empire Tea & Coffee, 2005 East Main Rd 

  Fieldstones, LLC, 980 East Main Road 

  Smith Harbor House, LLC, d/b/a 15 Point Road, 15 Point Road 

  Komes Rozes, d/b/a Flo’s Drive In, 324 Park Avenue 
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Victualler Licenses: - Continued 

 

  Graziano’s 501 Café, LLC, 501 Park Avenue   

  The Green Grocer, Inc., 934 East Main Road 

  Green Valley Country Club, Inc., 371 Union Street 

  Those Crazy Kids, LLC, d/b/a The Gulf Stream Bar & Grille, 1 Lagoon Road 

  Nadder Hajjar Corp., d/b/a Little Corner Store & Deli, 903 Anthony Road 

44 Enterprises, LLC, d/b/a Martino’s Pizzeria, 3001 East Main Road 

  Drake Petroleum Co., Inc. d/b/a Melville Xtra Mart, 1568 West Main Rd 

                     - with Extended Hours 

  Montaup Country Club, 500 Anthony Road 

  New China Garden, Inc., 3288 East Main Road 

  New China Gourmet, LLC, 3001 East Main Road 

  The North End Pizzeria, Inc., 3030 East Main Road 

  Portsmouth Portuguese American Citizens Club, 35 Power Street 

Oceanside Enterprises, LLC, d/b/a Portsmouth Publick House, 600 Clock Tower   

  Lori Cubellis, d/b/a Prudence Variety, 0837 Narragansett Ave., Prudence Island 

  Reidy’s Restaurant, LLC, 3351 East Main Road 

  Rocco’s Little Italy, Inc., 880 East Main Road 

  Roger Williams University, 144 Anthony Road 

  Jonathan Martin’s, Inc., d/b/a Jonathans Scampi, 657 Park Avenue 

Schultzy’s Snack Shack, Inc., 346 Park Avenue 

  Seaconnet Sportsman’s Club, 145 Sakonnet Drive 

  JDDS Enterprises, Inc. d/b/a Subway, 8 Russo Road 

  RySav, Inc. d/b/a Subway, 2005 East Main Road 

 

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 

   

4.   Amusement Games: 

 

 # Games 

      1     Portsmouth Portuguese American Citizens Club, 35 Power Street 

 

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 
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5.   Peddler Licenses: 

Boru Noodles, LLC, d/b/a Boru Noodle Bar, 36 Broadway, Newport, RI – 1 

Vehicle 

  Castaway Gourmet, LLC, 60 Selina Lane – 1 Vehicle 

  FlatWaves, LLC, 1130 Aquidneck Ave, Middletown, RI – 1 Vehicle 

Greg Doyle’s Canteen Ltd., d/b/a Greg’s Canteen Ltd, 120 Broadcommon Road,  

      Bristol, RI – 1 Vehicle 

  Rhode Island Kona, LLC, d/b/a Kona Ice, 4 Cider Lane, Greenville, RI – 1   

               Vehicle 

  Palagi’s 2000, Inc., d/b/a Palagi’s Ice Cream, 55 Bacon Street, Pawtucket, RI – 1  

      Vehicle 

  Pete’s Ice Cream, LLC, 122 Viking Drive – 2 Vehicles 

  2nd Time Around Sports Plus, 328 Atwood Avenue, Cranston, RI 

   

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion. 

 

6.   Holiday Licenses: 

 

  Byron & Gina Rymer, d/b/a All Island Landscape, 2829 East Main Road 

  Margaret H. Stevenson, d/b/a The Anchorage, 0241 Governor Paine Road,  

         Prudence Island  

  Dolgen RI, LLC, d/b/a Dollar General, 3228 East Main Road   

MAD Marc, Inc., d/b/a Domina’s Agway, 1348 East Main Road 

  Eagle’s Nest Antique Center, d/b/a Eagle’s Nest Antiques, 3101 East Main Road 

Green Valley Country Club, Inc., 371 Union Street 

  Greenleaf Compassionate Care Center, Inc., 1637 West Main Road 

Greenvale Vineyards, Ltd., 582 Wapping Road 

  Island Garden Shop, Inc., 54 Bristol Ferry Road 

  Drake Petroleum Co., Inc., d/b/a Melville Xtra Mart, 1568 West Main Road  

  The Portsmouth Shop, Inc., 2511 East Main Road 

  Lori Cubellis, d/b/a Prudence Variety, 0837 Narragansett Ave., Prudence Island 

  Maxi Drug South, Inc., d/b/a Rite Aid #10232, 3034 East Main Road 

  Maxi Drug South, Inc., d/b/a Rite Aid #10233, 2456 East Main Road 

  Stonebridge Holdings, LLC, d/b/a Stone Bridge Marina, 17 Point Road   
 

A motion by Mr. Gleason, seconded by Mr. Robicheau, to approve.  All voted in favor of the  

motion.                                                                                                                               
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7.   Gunsmith/Gun Dealers: 
 

William G. Lapointe, d/b/a Cottrell, Lapointe, William & Philip, 192 Narragansett     

      Blvd. 

  Pocasset Arms, LLC, 2968 East Main Road 
 

 

A motion by Mr. Gleason, seconded by Ms. Pedro, to approve.  All voted in favor of the  

motion. 
 

8.   Private Detectives: 
   

                      Chenega Security Services, d/b/a Charles N. Morin, 142 Viking Drive 

 

A motion by Mr. Gleason, seconded by Ms. Pedro, to approve.  All voted in favor of the motion. 

 

A motion by Ms. Pedro, seconded by Mr. Robicheau, to continue the hearing to Monday  

November 14, 2016.  All voted in favor of the motion. 

 

PRESIDENT’S EXECUTIVE SUMMARY 

 

Vice President Seveney announced that on the thirteenth of October the Town Council had an 

executive session upstairs in the conference Room to meet with our mediator related to the 

pending lawsuit with RI Nurseries.  Our mediator was Retired Rhode Island Supreme Court 

Justice Frank Williams.  After much discussion, and certainly his insights and strong advice, the 

Town Council voted unanimously to settle the case with RI Nurseries for $800,000.   

 

MINUTES 
 

TCM 10/03/16 

A motion by Mr. Robicheau, seconded by Ms. Pedro, to approve.  All voted in favor of the  

motion. 

 

TCM 10/11/16 

A motion by Mr. Robicheau, seconded by Mr. Gleason, to approve.  All voted in favor of the 

motion. 

 

TCM 10/13/16 and Exec. 

A motion by Mr. Robicheau, seconded by Mr. Gleason, to approve both the minutes and  

Executive minutes.  All voted in favor of the motion. 



 

 

TCM 10/24/16 

Page 7 

 

BILLS 

 

A motion by Mr. Robicheau, seconded by Mr. Gleason, to pay all just and due bills in the  

amount of $121,749.87.  All voted in favor of the motion. 

 

TAX VOUCHERS 

 

Request Approval for Tax Vouchers #20161024-01 to #20161024-11. / M. Helfand 

                                                                                                                                    

A motion by Ms. Pedro, seconded by Mr. Gleason to approve.  All voted in favor of the motion. 

 

TOWN ADMINISTRATOR’S REPORT 

 

1.   Follow Up on Source Water Protection Initiative for Newport’s Source Reservoirs – meeting 

held in Middletown, finding potable water is good but the quality of the water supply has not 

improved and algae growth was found.  The cost impact to towns was not part of study.  

 

2.   Report on Lt. Governor’s 39 Cups of Coffee Small Business Tour – meeting at Reidy’s with  

the owners Mr. and Mrs. Collins, the Lt. Governor, School Superintendent, Council President, and 

Town Administrator addressing a businessman’s issues such as taxes, utility costs and school 

issues.  

 

3.   Report on Heavy Rescue Project Initiative – meeting at the Middletown Public Safety 

building, with RI Emergency Management Agency (RIEMA), where an emergency rescue 

vehicle will be stored.  A squad with workers from Newport, Middletown and Portsmouth will 

be trained with $40,000 being provided by the RIEMA once the three towns sign a memorandum 

of understanding (MOU) with the State. 

 

4.   Finance Audit Update – The town’s side of the audit is near completion and the auditors are 

now at the schools.  The auditing contract expires this year and we will be issuing a new RFP 

this year. 

 

5.   Cyber Defense Staff Training Update – cyber security training will be held this Wednesday 

at town hall. 

 

6.   Report on Public Safety Open House Held 23 October – the public was very pleased with the 

open house.  Approximately 30 children were fingerprinted for their parents’ records. 
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7.   Prudence Island Paving Update – paving on Prudence Island was completed last Thursday.  

They will be doing the finish work this week.  Drainage, driveway transitions, loam on sides of 

road, etc. 

 

Ms. Pedro reported that the Puptail Party will be held on October 30th at Greenvale Vineyards as 

a fundraiser for the Dog Park and the Council has been invited to attend and judge the dogs. 

 

OLD BUSINESS 

 

OB 1 - Update – Recreation Department 11-Month Report and Summary. / T. Dunbar (10) 

 

Mr. Dunbar provided an update on the success of the Recreation Department this past year. 

 

Ms. Pedro requested that next time Mr. Dunbar also provide a spread sheet showing the 

programs costs. 

 

OB 2 -  Discussion/Action - Brown House Renovations: Door Color Selection. / J. Lathrop (5) 

 

A motion by Mr. Robicheau, seconded by Ms. Pedro, to approve Garrison Red as the color  

choice for the door.  The motion carried 4-1 with Mr. Gleason opposed. 
 

NEW BUSINESS 
 

NB 1 - Update – Melville Ponds Campground 2016 Season Report. / J. May (10) 
 

Justin May, Manager of the Campground presented his 2016 Season Report.   He noted that he 

had a 20% growth and the reservations this year doubled last year’s.  He will be adding 

additional rental units to the park.  The first phase of the remodel of the park will be 

infrastructure upgrades of the utilities.   Phase two will be to add sites by 2018. 
 

Vice President Seveney suggested finding ways to interweave the camping community and their 

needs with local businesses.  Mr. May stated that other camping areas have had very successful 

local vendor fairs. 
 

Mr. Seveney suggested that hosting a Portsmouth Business Association meeting at the 

campground might facilitate the idea. 
 

Mr. Gleason asked about their contribution to the Dog Park. 
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Mr. May stated that he plans to run a water line to the sites going toward the dog park and he will 

be coordinating to get water to the dog park.  He will also be donating signage and part of the 

lawn service, trash and mutt mitts. 
 

Mr. Seveney noted that there is a plan to put a bike path through the Melville park. 
 

Mr. May stated that this will be exciting for the campers who bring their bikes and ride to 

Newport. 
 

NB 2 -  Notice of Public Hearing – State Planning Council has Under Consideration the Repeal  

of Five State Guide Plan (SGP) Elements, November 2, 2016 at 5:30 PM, Department of  

       Administration, One Capitol Hill, Providence. / P. Agrawal, AICP Secretary (5) 
 

Mr. Rainer stated State Planning Council is going through some of the portions of the elements 

that exist, that we have to address in our Comprehensive Plan, and are cleaning up their books.  

The one that was thought to be of most interest to us was item 112: resource management and 

reuse of surplus Navy lands. This was when it was thought that the Navy would give excess land 

to the state.  This is no longer the case and no longer exists. 
 

No action. 
 

CORRESPONDENCE 
 

1.   Solarize Aquidneck Final Report. / T. Ardito, Executive Director, Aquidneck Island Planning  

      Commission  
 

A motion by Mr. Robicheau, seconded by Ms. Pedro, to receive and place on file.  All voted  

in favor of the motion. 
 

FUTURE MEETINGS 
 

November 3     7:00 PM – Matrix Tank Farm Study Presentation – Brief Council 

November 14   6:00 PM – Town Council Meeting 

November 28   7:00 PM – Town Council Meeting 
 

A motion by Ms. Pedro, seconded by Mr. Robicheau, to adjourn.  All voted in favor of the  

motion. 
 

ADJOURN 

 

Time:  8:03: PM     __________________________ 

       Joanne M. Mower, Town Clerk 





































From dream to 

reality!

The Portsmouth 

Dog Park



WELCOME TO 

THE JUNGLE!





The Herd of Hope Clears the Way!



GOATS, LEAN AND GREEN!



BRAMBLES 

AND VINES 

AND WEEDS 

OH MY! 



CLEAR THAT 

BRUSH!



FUN RUNS!



FUN RUN ROVERS!



COMMUNITY SUPPORT!



Girl Scouts are 

Super Supporters!



WE FEEL THE LOVE!  

THANK YOU PORTSMOUTH!



KIDS

ROCK!



DOG WASHES AT PET VALU!



DRINK AND DABBLE PARTIES TO SUPPORT THE PUPS!



PICASSOS FOR PUPS!



ART FOR A CANINE CAUSE!
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PupTail Hour at Greenvale Vineyards!



PUPTAIL!



POLO FOR THE PUPS!



EXTRA EXTRA READ ALL ABOUT THE DOG PARK!



PORTSMOUTH THIS WEEK!
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HAPPY!



SUKA 

INSPECTS



WE NEED YOUR HELP!  

PLEASE CONSIDER 

DONATING FOR THE PARK’S 

“WISH LIST.” THANK YOU!



























































INTERIOR ELEVATION

WALL SECTION

AREA OF DETAIL

SYMBOL

ELEVATION MARKER

DATUM POINT

BUILDING SECTION

DESCRIPTION

KEYNOTE NUMBER

WALL TYPE

REVISION NUMBER
AND CLOUD
REFERENCE

ROOM NAME
AND NUMBER

DOOR NUMBER

WINDOW TYPE

FLOOR LEVEL
0' - 0"

1
A3.0

A4.0
1

A3.0
1

108

108
KITCHEN

1

1

EL. 0' - 0"

EXTERIOR ELEVATIONA4.0

1

SYMBOLS  LEGEND

NEW CONSTRUCTION

AA

MATCH LINE

1
A3.0

ROOF PITCH4
12

CENTERLINE

DETAIL SECTION
A3.0

1

A1

1

A1

A204 A2

A3

A4

ANOD

PT

ANODIZED

PRESSURE

GD GROUND

DEEP
DOUBLE
DEPARTMENT
DRAIN INLET
DIAMETER
DIMENSION
DISPENSER
DOWN
DITTO
DAMPPROOF(ING)
DOOR
DRAIN
DOWNSPOUT
DETAIL
DISHWASHER

DR
DRN
DS
DTL
DW

DP

D
DBL
DEPT
DI
DIA
DIM
DISP
DN
DO

GL BLK

GRAN

HDW
HDWD

HC

HT
HM

GEN

GL

GR

GWB
GYP

H
HB

HOLLOW CORE
HARDWARE
HARDWOOD
HEIGHT
HOLLOW METAL

GENERAL

GLASS BLOCK

GRANITE
GYPSUM WALL BOARD
GYPSUM

HOSE BIB

GLASS

GRADE

HIGH

APPROXIMATE(LY)
ARCHITECT
ASPHALT

BOTTOM OF
BASEBOARD
BASEBOARD HEAT
BOARD
BITUMINOUS
BUILDING
BLOCK
BEAM
BY OWNER

BRICK

CABINET
CATCH BASIN
CEMENT

CAST IN PLACE
CONTROL JOINT
CENTER LINE
CEILING
CLEAR
CERAMIC MOSAIC TILE
CONCRETE
MASONRY UNIT
CLEAN OUT

COLUMN
CONCRETE
CONNECTION
CONSTRUCTION
CONSTRUCTION JOINT
CONTINUOUS
CONTRACTOR
CARPETCOLD ROLLED COOPER

COURSE
CERAMIC TILE
CENTER
CUBIC FOOT
COLD WATER

CONST JT
CONT
CONTR
CPT
CRC
CS
CT
CTR
CF
CW

CLG
CLR
CMT
CMU

CO

COL
CONC
CONN
CONST

BLDG
BLK
BM
BO

BRK

CAB
CB
CEM

CIP
CJ
CL

APPROX
ARCH
ASPH

B/
BB
BBH
BD
BIT

FEC FIRE EXTINGUISHER

FLUOR
FRTW

FRWK

FURN
FURR

GALV

FT
FTG

FUT

GA

GB

FF
FHC
FIN
FIXT
FL

FRAMEWORK

FOOTING
FURNISH (ED)
FURRING
FUTURE

GAUGE
GALVANIZED
GRAB BAR

FOOT

FINISH FLOOR
FIRE HOSE CABINET

FIXTURE

FLUORESCENT
FIRE RETARDENT
TREATED WOOD

CABINET

FINISH

FLOOR

ELEC
ELEV
EMER
EPDM

EQUIP

EXIST
EJ
EXP
EXT

F/
FCO
FCU
FD
FDN
FE

EQ

EWC

EXPANSION JOINT
EXPOSED
EXTERIOR

FACE OF
FLOOR CLEANOUT
FAN COIL UNIT
FLOOR DRAIN
FOUNDATION

ELECTRIC (AL)
ELEVATOR
EMERGENCY
ELASTOMERIC
ROOFING

EQUIPMENT
ELECTRIC WATER
COOLER
EXISTING

EQUAL

VINYL COMPOSITION

WATER RESISTANT

WELDED WIRE MESH

OPNG OPENING

PERPENDICULAR
PREMOLDED
JOINT FILLER

PANEL (ING)

PLAM PLASTIC

PLBG
PLYWD
POL
PNL

LAMINATE
PLUMBING
PLYWOOD
POLISHED

OPP

PARL
PART
PERP
PJF

PL
PLAS

OPPOSITE

PARALLEL
PARTITION

PLASTIC
PLASTER

THRES

TOIL
TZ
TTD

SQ

SUSP
SY

T
T/
TB
TEL
TEMP
THK THICK (NESS)

TOILET TISSUE

THRESHOLD

TOILET
TERRAZZO

DISPENSER

SQUARE YARD

SQUARE

SUSPENDED

TREAD
TOP OF
TACK BOARD
TELEPHONE
TEMPORARY

SH
ST
STOR
TOIL
VEST

SHOWER
STAIR
STORAGE
TOILET
VESTIBULE

KIT
LAV
LKR
LNG
LVR
MACH RM
MBATH
MBDR

OFF

KITCHEN
LAVATORY
LOCKER ROOM
LOUNGE
LIVING ROOM
MACHINE ROOM
MASTER BATH
MASTER
BEDROOM

OFFICE

MDF MEDIUM DENSITY
FIBERBOARD
MEDIUM DENSITY
OVERLAY PLYWOOD
MEMBRANE
MANUFACTURER

MASONRY OPENING

THRESHOLD

NOT IN CONTRACT

NOT TO SCALE

ON CENTER
OUTSIDE DIMENSION

N
NIC
NO
NS
NTS

OA

OC
OD

NORTH

NUMBER
NON-SLIP

OVERALL

MDO

MEM
MFR
MIN
MO
MT

MTL

MINIMUM

METAL

METAL

SIM
SHT
SJ
SOF
SPEC

SS
SSD

STD
STL
STRCT

S
SC
SCHD
SD
SEAL
SECT
SEL
SF
SHEATH

INSIDE DIMENSION

INSULATION

JOIST HANGER

LEAD COATED COPPER

LEFT HAND

LAM LAMINATE
LCC
LG
LH

MACH
MAR
MAS
MATL
MAX

LONG

MACHINE
MARBLE
MASONRY
MATERIAL
MAXIMUM

ID
IN
INSUL
INT
INV

JST
JSTH
JT

INCH

INTERIOR
INVERT

JOIST

JOINT

REF
REFRIG
REIN
REQD
RES
RH
RL
RM

RO

PNTD

QT
QTR

R
RAD
RD
RECP

WDW WINDOW

SIMILAR

SEALANT JOINT

SPECIFICATION

STAINLESS STEEL
SEE STRUCTURAL

SHEET

SOFFIT

DRAWINGS
STANDARD
STEEL
STRUCTURAL

SOAP DISPENSER

SQUARE FEET(FOOT)

SOUTH
SOLID CORE
SCHEDULE

SEALANT
SECTION
SELECT

SHEATHING

BDR
BSMNT
CC

CLOS
COR
CTRM
DNR
ELEV
ENT

BEDROOM
BASEMENT
CUSTODIAN'S
CLOSET
CLOSET
CORRIDOR
COAT ROOM
DINING ROOM
ELEVATOR
ENTRANCE

WAINSCOT
WATERPROOF

WEATHER STRIP

WNSCT
WP
WR
WS
WWM

REFRIGERATOR

ROUGH OPENING

REFERENCE

REINFORCED
REQUIRED
RESILIENT
RIGHT HAND
RAIN LEADER
ROOM

TREATED
PAINTED

QUARRY TILE
QUARTER

RISER
RADIUS
ROOF DRAIN
RECEPTACLE

VINYL TILE
VINYL WALL
COVERING

WIDE
WEST
WITH
WITHOUT
WATER CLOSET
WOOD

VT
VWC

W
W
W/
W/O
WC
WD

OTHERWISE
NOTED

VAPOR BARRIER

TILE
VENTILATE
VERTICAL
VERIFY IN FIELD
VENEER PLASTER

VB
VCT

VENT
VERT
VIF
VP

ABOVE
ACOUSTICAL TILE
AREA DRAIN
ADJUSTABLE
ABOVE FINISH FLOOR
ALUMINUM

ABV
AT
AD
ADJ
AFF
ALUM

DWG
DWR
DWT

E
EA
EL

DRAWING
DRAWER
DUMBWAITER

ELEVATION

EAST
EACH

TONGUE & GROVE

HORIZONTAL

HOT WATER
HEAT/VENT
AIR CONDITION

IN CONTRACT

HORZ

HR
HW
HVAC

IC

HOUR

PR
PREFIN
PSI

PSF
SQUARE FOOT

PAIR
PREFINISHED
POUNDS PER
SQUARE INCH
POUNDS PER

TELEVISION
TYPICAL

URINAL
UNFINISHED
UNLESS

TV
TYP
T&G

UR
UNFIN
UON

A

B

C

D

E

F

G

H

I

J

L

M

N

O

P

Q

R

S

T

U

V

W

ROOM NAMES

ABBREVIATIONS

OAE OR APPROVED EQUAL

PSL PARALLEL
STRAND
LUMBER

SPF SPRUCE/PINE/FIR

HOLLOW
STRUCTURAL
SECTION

HSS

BOTTOM OFB.O.

CARBON MONOXIDECO

GFCI GROUND FAULT CIRCUIT
INTERRUPTER

QTY QUANTITY

RND ROUND

T.O. TOP OF

PWDR POWDER ROOM
P.R. POWDER ROOM

MECH MECHANICAL ROOM

CAST IRONCI

TOWN OF PORTSMOUTH

PLAT 61 LOT 7

2200 EAST MAIN ROAD
PORTSMOUTH, RI 02871

GLEN FARM
PORTSMOUTH, RI 02871

PROJECT DATA
PROJECT NAME
PROJECT ADDRESS

CLIENT NAME
CLIENT ADDRESS

LEGAL DESCRIPTION

PROJECT DESCRIPTION

LEONARD BROWN HOUSE RENOVATION

RENOVATION OF AN HISTORIC BUILDING FROM A
SINGLE-FAMILY HOUSE TO OFFICES FOR THE TOWN
OF PORTSMOUTH.

3,267 SF TOTAL

IBC 1021.2.(2) 1 AT 2ND  STORY

MAXIMUM TRAVEL DISTANCE

REQUIRED/
ALLOWABLE

PROPOSED/
ACTUAL

IBC 1016 LESS THAN 250'

36" EXISTING *

REFERENCE
SECTION 304

FIRE BLOCKING / DRAFTSTOPS

BUILDING HEIGHT
STORIES

FEET

BUILDING AREA

OCCUPANT LOAD
AREA PER OCCUPANT

TOTAL NUMBER OF OCCUPANTS

NUMBER OF EXITS

FIRE SPRINKLERS

EGRESS WIDTH

DEAD ENDS
COMMON PATH OF TRAVEL

(PER FLOOR)

BUILDING CODE DATA
BUILDING CODE

DATA

2

USE / OCCUPANCY

CONSTRUCTION TYPE

2

9,000 SF/FLOOR

IBC 503

4060

BUSINESS GROUP B

IBC SEC 503

IBC 503

NOT REQUIRED

250'

IBC 1004

IBC 1004.1.2

IBC 1004.1.2 50 OCCUPANTS TOTAL

IBC 1005.1 36"

INTERNATIONAL BUILIDNG CODE 2009 EDITION - IBC
NFPA 101 LIFE SAFETY CODE - 2009 EDITION

SECTION 508.3MIXED USE & OCCUPANCY NONSEPARATED OCCUPANCIES

TYPE VB - UNPROTECTED
WOOD FRAME

SECTION 602.5

© 2015   UNION STUDIO
ARCHITECTURE & COMMUNITY DESIGN

OWNER:

ARCHITECT:
UNION STUDIO
ARCHITECTURE &
COMMUNITY DESIGN
140 UNION STREET
PROVIDENCE, RI 02903
TEL:  401.272.4724
FAX: 401.272.4825
CONTACT:

CONTRACTOR:

STRUCTURAL:

CIVIL:

LANDSCAPE:

FIRE PROTECTION:

MECHANICAL,
ELECTRICAL &
PLUMBING

TOWN OF PORTSMOUTH
2200 EAST MAIN ROAD
PORTSMOUTH, RI 02871
TEL: 401.683.0362
FAX: 401.682.1390
CONTACT: DAVID KEHEW
(DIRECTOR)

ENGINEERING DESIGN
SERVICES, INC.
141 INDUSTRIAL DRIVE
P.O. BOX 986
SLATERSVILLE, RI 02876
TEL: 401.765.7659

MOUNT HOPE ENGINEERING
PO BOX 943
PORTSMOUTH, RI 02871
TEL: 401.683.1934
CONTACT: TODD CHAPLIN, PE

CAMERA - O'NEILL
CONSULTING ENGINEERS
117 BLACK POINT LANE
PORTSMOUTH, RI 02871
TEL: 401.578.2983

LINDEN LANE PORTSMOUTH, RI 2/19/2016
90% CONSTRUCTION DOCUMENTSLEONARD BROWN HOUSE

G101
LEONARD BROWN HOUSE

DRAWING LIST
NUMBER NAME Order In Set

0 - COVER
G101 TITLE SHEET 0 - COVER

1 - CIVIL
C101 ONSITE WASTEWATER TREATMENT SYSTEM 1 - CIVIL

2 - STRUCTURAL
S0.0 FOUNDATION PLAN & DETAILS 2 - STRUCTURAL
S1.0 FIRST FLOOR FRAMING 2 - STRUCTURAL
S2.0 SECOND FLOOR FRAMING 2 - STRUCTURAL
S3.0 ATTIC/LOW ROOF FRAMING 2 - STRUCTURAL
S4.0 ROOF FRAMING 2 - STRUCTURAL

3 - ARCHITECTURAL
A001 ARCHITECTURAL SITE PLAN 3 - ARCHITECTURAL
A100 BASEMENT PLANS 3 - ARCHITECTURAL
A101 FIRST FLOOR PLANS 3 - ARCHITECTURAL
A102 SECOND FLOOR PLANS 3 - ARCHITECTURAL
A103 ROOF PLANS 3 - ARCHITECTURAL
A104 REFLECTED CEILING PLANS 3 - ARCHITECTURAL
A201 EXTERIOR ELEVATIONS 3 - ARCHITECTURAL
A202 EXTERIOR ELEVATIONS 3 - ARCHITECTURAL
A203 INTERIOR ELEVATIONS & DETAILS 3 - ARCHITECTURAL
A301 BUILDING SECTIONS 3 - ARCHITECTURAL
A303 TYPICAL WALL SECTIONS 3 - ARCHITECTURAL
A501 TYPICAL EXTERIOR DETAILS 3 - ARCHITECTURAL
A600 SCHEDULES 3 - ARCHITECTURAL

4 - MECHANICAL
M100 BASEMENT AND FIRST FLOORS 4 - MECHANICAL
M101 SECOND FLOOR PLAN 4 - MECHANICAL
M102 SCHEDULES & DETAILS 4 - MECHANICAL

5 - ELECTRICAL
E100 BASEMENT PLAN 5 - ELECTRICAL
E200 BASEMENT & FIRST FLOOR POWER PLAN 5 - ELECTRICAL
E201 SECOND FLOOR PLAN 5 - ELECTRICAL
E300 BASEMENT & FIRST FLOOR LIGHTING PLAN 5 - ELECTRICAL
E301 SECOND FLOOR LIGHTING PLAN 5 - ELECTRICAL
E400 POWER RISER, DETAILS AND NOTES 5 - ELECTRICAL
E500 SITE LIGHTING, SCHEDULES AND DETAILS 5 - ELECTRICAL

6 - LIFE SAFETY
LS100 NOTES, DETAILS AND SCHEDULES 6 - LIFE SAFETY
LS101 BASEMENT & FIRST FLOOR LIFE SAFETY PLAN 6 - LIFE SAFETY
LS102 SECOND FLOOR LIFE SAFETY PLAN 6 - LIFE SAFETY

7 - PLUMBING
P100 PLUMBING BASEMENT PLAN 7 - PLUMBING
P101 PLUMBING FIRST FLOOR PLAN 7 - PLUMBING

GENERAL PROJECT NOTES
1 ALL WORK SHALL CONFORM TO ALL APPLICABLE LOCAL, STATE AND FEDERAL CODES.
2 CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO AND DURING CONSTRUCTION. IF

ANY DISCREPANCIES, INCONSISTENCIES OR OMISSIONS ARE FOUND, THE ARCHITECT SHALL BE
NOTIFIED IN WRITING FOR CLARIFICATION PRIOR TO PROCEEDING WITH WORK.

3 DO NOT SCALE DRAWINGS. CONTRACTOR SHALL RELY ON WRITTEN DIMENSIONS AS GIVEN. THE
CONTRACTOR SHALL NOTIFY THE ARCHITECT FOR CLARIFICATIONS.

4 ABBREVIATIONS THROUGHOUT THE PLANS ARE THOSE IN COMMON USE AND INDICATED ON THE
COVER SHEET. NOTIFY THE ARCHITECT OF ANY ABBREVIATIONS IN QUESTION.

5 CONTRACTOR SHALL COORDINATE THE INSTALLATION OF THE VARIOUS TRADE ITEMS WITHIN THE
SPACE ABOVE ALL CEILINGS (INCLUDING BUT NOT LIMITED TO; STRUCTURAL MEMBERS, MECHANICAL
DUCTS AND INSULATION, CONDUITS, RACEWAYS, SPRINKLER SYSTEM, LIGHT FIXTURES, CEILING
SYSTEMS, AND ANY SPECIAL STRUCTURAL SUPPORTS REQUIRED) AND SHALL BE RESPONSIBLE FOR
MAINTAINING THE FINISH CEILING HEIGHT ABOVE THE FINISH FLOOR INDICATED IN THE DRAWINGS
(CEILING HEIGHT DIMENSIONS ARE THE  FINISH SURFACE OF THE CEILING).

6 DIMENSIONS SHOWN ON THE FLOOR PLANS, SECTIONS, ELEVATION AND DETAILS ARE TO FACE OF
STUD, MASONRY, OR CONCRETE UNLESS OTHERWISE NOTED.

7 IN THE CASE OF A CONFLICT BETWEEN THE DRAWINGS AND THE SPECIFICATIONS, SPECIFICATIONS
SHALL TAKE PRECEDENCE. CONTRACTOR SHALL NOTIFY THE ARCHITECT OF ANY CONFLICT BEFORE
PROCEEDING WITH THE WORK.

8 FINISH FLOOR ELEVATIONS ARE AT ESTABLISHED DATUM LINE, UNLESS OTHERWISE NOTED.
9 CONTRACTOR SHALL PROVIDE AND INSTALL ALL STIFFENERS, BRACINGS, BACK-UP PLATES AND

SUPPORTING BRACKETS REQUIRED FOR THE INSTALLATION OF ALL CASEWORK, TOILET
ACCESSORIES AND ALL FLOOR-MOUNTED OR SUSPENDED MECHANICAL AND ELECTRICAL
EQUIPMENT.

10 THE CONTRACTOR SHALL COORDINATE THE REMOVAL, ABANDONMENT, AND/OR RELOCATION OF
EXISTING UTILITIES ABOVE OR BELOW GRADE WITH THE RESPECTIVE UTILITY COMPANIES.

11 DOOR OPENINGS NOT LOCATED BY DIMENSION SHALL BE CENTERED IN WALLS AS SHOWN OR
LOCATED 4" FROM FINISH WALL TO FINISH JAMB UNLESS OTHERWISE NOTED.

12 THE DIMENSIONS AND LOCATIONS OF ALL DOOR AND WINDOW OPENINGS SHALL BE DETERMINED
FROM ARCHITECTURAL PLANS AND DETAILS.  OTHER WALL AND FLOOR OPENINGS AS REQUIRED BY
MECHANICAL, ELECTRICAL OR SIMILAR REQUIREMENTS SHALL BE VERIFIED FROM SHOP DRAWINGS,
EQUIPMENT DATA, DIMENSIONS, ETC. AS REQUIRED.

13 CABINETS AND CASEWORK ARE LOCATED ON FLOOR PLANS AND IDENTIFIED ON INTERIOR
ELEVATIONS.

14 IN NO EVENT SHALL STRUCTURAL MEMBERS BE CUT OR DRILLED WITHOUT THE WRITTEN APPROVAL
OF THE ARCHITECT OR STRUCTURAL ENGINEER.

15 INFORMATION APPEARING ON ONE DRAWING IS CONSIDERED TO APPEAR ON ALL DRAWINGS.
16 DETAILS NOTED AS TYPICAL SHALL APPLY IN ALL CASES UNLESS SPECIFICALLY SHOWN OR NOTED

OTHERWISE.
17 WHERE NO SPECIFIC DETAIL IS SHOWN, THE FRAMING OR CONSTRUCTION SHALL BE IDENTICALLY

SIMILAR TO THAT INDICATED FOR LIKE CASES OF CONSTRUCTION ON THIS PROJECT.
18 ALL BUILDING PERMITS AND INSPECTIONS, INCLUDING BUT NOT LIMITED TO, BUILDING AND

OCCUPANCY PERMITS SHALL BE OBTAINED AND PAID FOR BY THE CONTRACTOR. THIS ALSO
INCLUDES ELECTRICAL INSPECTION FEES, PLUMBING INSPECTIONS, MISC. BUILDING INSPECTOR
FEES, FILING FEES, ETC.

19 ALL TRIM TO BE STOCK MATERIAL, BUILT TO MATCH ORIGINAL EXISTING CONDITIONS.

AREA SCHEDULE - GROSS BUILDING
AREA NAME AREA (SF)

BASEMENT 911 SF
FIRST FLOOR OFFICES 1004 SF
FIRST FLOOR LUNCH ROOM 412 SF
SECOND FLOOR OFFICES 975 SF
SECOND FLOOR STORAGE 433 SF

3734 SF

LOCUS MAP - NTS
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ATTIC /LOW

ROOF FRAMING
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 ROOF FRAMING



EXISTING STONE WALL TO
REMAIN

NEW COMPACTED STONE DUST
WALKWAYS 48" WIDE

18' - 0" 4' - 0"

1

2

3

9' 
- 0

"

22' - 0"

4

5

6
ADA

EXISTING WELL STRUCTURE,
REPAIR & PAINT

NEW COMPACTED STONE DUST
SLOPING SIDWALK MAX 1:20
SLOPE, 48" WIDE

5' WIDE ADA LOADING-
COMPACTED STONE
DUST

PROTECT EXISTING
TREES TO REMAIN

OPT. FLAGSTONE PATIO -
SEE ADD ALTERNATES

LINDEN LANE

NEW CONDENSORS ON CONCRETE PADS -
SEE MECH DWGS FOR SIZING

EQ EQ

(2) NEW LAMP POLE - SEE
ELECTRICAL PLANS &
LOCATE IN FIELD WITH
ARCHITECT

(6) NEW PATHWAY LIGHTING BOLLARDS -
SEE ELECTRICAL PLANS & LOCATE IN
FIELD WITH ARCHITECT

NEW LOAM & SEED

NEW LOAM & SEED

NEW PLANTINGS - SEE
ALLOWANCES

NEW LOAM & SEED
ALL DISTURBED
AREAS - SEE CIVIL
TO COORD OWTS -
TYP.

NEW GRAVEL
DRIVEWAY &
PARKING AREA ON
PREPARED BASE 9' 

- 0
"

NEW FOUNDATION PLANTING
BEDS - SEE ALLOWANCES

NEW OPENING IN
EXISTING STONE WALL
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2
A301

2
A301

3
A301

3
A301

6" 6' - 9" 6' - 9" 6' - 9" 6' - 9" 6' - 9" 10' - 3" 8' - 8"

7"
6' 

- 8
"

CRAWLSPACE
002

001A

BASEMENT
001

8.01

8.01

8.02

3.01

5.01

9.02

3.02

3.02

7.01

26.01

22.01

G.001

G.002

G.003

G.009

G.010

G.012UP

-
---

-
---

CRAWL SPACE

63' - 2"

ELEC.

FURN

TANK 2

TANK 1

28
' - 

1"

D.002

D.005

D.009

D.001

D.007

D.016

D.019

1' - 6" 1' - 6"

D.027

EQ EQ EQ EQD.027

EXISTING DOOR TO REMAIN EXISTING DOOR TO BE DEMOLISHED

DEMOLISH EXISTING WALL EXISTING WALL TO REMAIN NEW SCHEDULED WALL

EXISTING FLOOR TO BE DEMOLISHED

SCALE:

DATE:

JOB #:

© 2016 UNION STUDIO
ARCHITECTURE & COMMUNITY DESIGN
THESE DOCUMENTS HAVE BEEN PREPARED SPECIFICALLY
FOR
THEY ARE NOT SUITABLE FOR USE ON OTHER PROJECTS
OR IN OTHER LOCATIONS WITHOUT THE APPROVAL AND
PARTICIPATION OF UNION STUDIO.
REPRODUCTION IS PROHIBITED.

OWNER:

D

1

C

B

A

2 3 4 5

D

C

B

A

1 2 3 4 5

As indicated

2/
19
/2
01
6 
5:
24
:3
3 
PM

LI
N
D
EN
 L
A
N
E 
PO

R
TS

M
O
U
TH

, R
I

M
:\
20
15
‐jo

bs
\1

53
3 
BR

H
 B
ro
w
n 
H
ou

se
 P
or
ts
m
ou

th
\B

. D
ra
w
in
gs
\B

.2
0 
Ba

se
 D
ra
w
in
gs
\1

6_
01
21
 B
R
H
 ‐ 
C
D
.rv

t

A100

BASEMENT PLANS

2/19/2016

15 ‐3300

TOWN OF PORTSMOUTH

LE
O
N
A
RD
 B
RO

W
N
 H

O
U
SE

90%
CONSTRUCTION
DOCUMENTS

SCALE:  1/4" = 1'-0"A100
1 BASEMENT

TRUE
NORTH

PROJECT
NORTH

SCALE:  1/8" = 1'-0"A100
2 EXISTING BASEMENT DEMOLITION PLAN

EXISTING BULKHEAD WALL BASEMENT 002 - TANK 1

BASEMENT 003 - TANK 2

DEMOLITION KEYNOTES
Key DESCRIPTION

D.001 DEMO ALL EXISTING WALLS AS SHOWN IN PLANS, INCLUDING ELECTRICAL WORK, PLUMBING OR
DUCTING. CAP AND/OR TIE OFF ANY DEVICES TO MAKE SECTURE & CODE-COMPLIANT

D.002 REMOVE BASEMENT TANK 1 & TANK 2 FROM PROJECT AND DISPOSE OF PROPERLY
D.003 REMOVE ALL EXISTING PLYWOOD AT EXTERIOR WINDOW & EXTERIOR WALL OPENINGS
D.005 REMOVE ALL EXISTING BASEMENT WINDOWS
D.006 REMOVE ALL EXISTING INTERIOR DOORS AND PREPARE FOR NEW
D.007 REMOVE ALL EXISTING DOOR CASING AND RETAIN FOR REINSTALLATION, REMOVE EXISTING DOOR

JAMB AND PREPARE FOR INSTALLATION OF NEW RATED DOOR FRAME AND DOOR.
D.008 REMOVE ALL EXISTING DOWNSPOUTS, GUTTERS, AND ASSOCIATED ANCHORING SYSTEMS
D.009 REMOVE ALL GARBAGE AND DEBRIS FROM PROJECT AND DISPOSE OF PROPERLY
D.010 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
D.011 REMOVE ALL EXISTING PLUMBING FIXTURES, TUBS, SINKS & ALL FIXTURES AND TIE OFF ALL PLUMBING

PER CODE
D.012 REMOVE EXISTING ROOFING DOWN TO ROOF SHEATHING
D.013 REMOVE ALL EXISTING EXTERIOR CONC. TREADS AT ALL EXTERIOR DOORS
D.014 REMOVE ALL EXISTING RADIATORS AND ALL ANCHORING SYSTEMS
D.015 REMOVE ALL EXISTING CEILING FINISH INC. ANY ASSOCIATED HARDWARE OR HANGING DEVICES
D.016 REMOVE ALL EXISTING LIGHT FIXTURES, WIRING, SWITCHING & ASSOCIATED COMPONENTS. SEE

ELECTRICAL FOR MORE INFORMATION
D.017 REMOVE & SAVE EXISTING FIREPLACE SURROUND FOR REUSE - REFURBISH, REPAIR & PREPARE FOR

NEW PAINT
D.018 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
D.019 CUT OPENING IN WALLS AS REQUIRED FOR HVAC LINES, SEE MECHANICAL PLANS FOR MORE INFO.
D.020 REFURBISH ALL INTERIOR TRIM & BASEBOARDS
D.021 REFURBISH ALL WINDOWS & ADD STORMS - SEE SPECS
D.022 REMOVE EXISTING MASONRY CHIMNEY FROM FIRST FLOOR UP THROUGH ROOF
D.023 REMOVE ALL PLASTER, LATHE & WALL FINISHES DOWN TO EXISTING STUD.
D.024 DEMO BUILT-IN CABINET, SHELVING & DRAWERS
D.025 REMOVE STAIRS & PLATFORMS
D.026 REFURBISH EXTERIOR DOOR, REFINISH TO MATCH ORIGINAL
D.027 EXCAVATE 2'x2'AREA IN EXISTING CONRETE FLOOR FOR NEW COLUMN FOOTING.
D.028 REMOVE CONC. SLAB & DEBRIS
D.029 REMOVE PORTION OF EXISTING WALL FOR NEW OPENING - COOR WITH FLOOR PLANS & DOOR

SCHEDULE.
D.030 REFURBISH EXTERIOR DOOR, REFINISH TO MATCH ORIGINAL
D.031 REMOVE EXISTING FLOOR (FINISH, SUBFLOOR & STRUCTURE), SEE STRUCTURAL PLANS FOR FURTHER

SCOPE

REVISION SCHEDULE
NO. ISSUE DATE

CONSTRUCTION KEYNOTES
Key DESCRIPTION

6.09 NEW REAR PORCH, COLUMNS, POSTS, RAILING, BRACKETS, ETC. TO MATCH EXISTING FRONT PORCH
6.14 IN EXISTING FIREPLACE MASONRY OPENING, PROVIDE 3/4" FINISH PLYWD PANEL W/ 2" XPS RIGID FOAM

INSULATION GLUED TO BACK SIDE. PROVIDE VERTICAL WD CLEAT AT REAR W/ REQUIRED HARDWARE
TO ALLOW PANEL TO BE REMOVED FOR FUTURE CHIMINEY INSPECTIONS). PRIME AND PAINT PANEL

6.15 PROVIDE NEW ADJUSTABLE SHELVING
6.17 PROVIDE NEW THRESHOLDS AT MATERIAL TRANSITION & FIRE RATED DOORS
6.18 REPAIR EXISTING WD TRIM AT EXT. DOORS, INC. WD PANELS UNDER SIDELITES, BASEBOARDS AND

MISC. TRIM AT FRONT DOOR
6.19 REPLACE CROWN AND FASCIA AT ENTIRE PERIMETER OF PORCH, REPLACE CROWN & FASCIA AT

PERIMETER OF NORTH WING (1 1/2 STORY SECTION). SEE DETAIL
6.20 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
6.21 ADD NEW CROWN MOULDING AT PERIMETER OF CEILING
DIVISION 7 - THERMAL AND MOISTURE PROTECTION
7.01 NEW 6 MIL POLYETHALENE VAPOR BARRIER, TURNED 12" UP INT. FACE OF FOUNDATIONW ALL & NEW

COLUMNS. SEAL/TAPE @ COLUMNS, MECHANICALLY FASTENED, P.T. FURRING AT WALLS. VAPOR
BARRIER SHEETS OVERLAPPED 8"-12" MIN & TAPED.

7.02 NEW 3-PLY EPDM MEMBRANE ROOFING ON NEW 1/2" CDX ROOF SHEATHING ON EXISTING ROOF
SHEATHING

7.03 NEW PRE-FABRICATED OGEE PROFILE ALUMINUM GUTTERS - TYP.
7.04 NEW ARCHITECTURAL ASPHALT SHINGLES (1) LAYER #30 STD. SATURATED ROOF FELT ON EXISTING

SHEATHING FOR ROOF SLOPES GREATER THAN 3:12  - TYP.
7.05 NEW FLASHING, MIN 8" UP WALL
DIVISION 8 - OPENINGS
8.01 INFILL EXISTING WINDOW OPENING W/ BRICK
8.02 MAINTAIN ACCESS TO EXISTING CRAWL SPACE. ADJUST OPENING SIZE ACCORDINGLY
8.04 INSTALL TEMPERED GLASS LIGHTS IN EXISTING SIDELIGHT LOCATIONS
8.05 REFURBISH EXISTING DOOR - REPAINT & INSTALL NEW LOCK.
8.07
8.08 NEW WD WINDOW - SEE WINDOW SCHEDULE
8.09 NEW FRENCH DOORS, SINGLE UNIT - SEE DOOR SCHEDULE
8.10 INFILL EXISTING WINDOW OPENING - SEE DETAIL
8.13 INSTALL ALUMINUM TRIPLE TRACK, STORM & SCREEN WINDOW AT ALL WINDOWS - SEE WINDOW

SCHEDULE.
8.14 PROVIDE NEW INSULATED EXTERIOR DOOR W/ ASSOCIATED HARDWARE IN EXISTING FRAME, SEE

DOOR SCHEDULE FOR MORE INFORMATION
DIVISION 9 - FINISHES
9.01 REFURBISH & REPLACE EXISTING FIREPLACE INSERT
9.02 INFILL CONC. FLOOR
9.03 PREPARE & PAINT EXISTING WELL STRUCTURE
9.04 9.05 - REMOVE EXISTING LOOSE AND/OR CRACKED PLASTER TO FULLY EXPLOSE LATHE OR SOLID

SUBSTRATE. PATCH WITH SIMILAR THICKNESS GWB AND REPLASTER TO CREATE NEW CO-PLANAR
UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING. SEE INDIVIDUAL
KEYNOTE FOR QUANTITY.

9.05 REMOVE EXISTINSCRAPE, PRIME AND PAINT ALL EXISTING WD TRIM AT EXTERIOR. FILL MINOR CRACKS
AND SAND SMOOTH WHERE OCCURS. AT STEEL LINTELS, PAINT W/ HIGH PERFORMANCE COATING. SEE
PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND ANY ENVIRONMENTAL REQUIREMENTS,
INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.06 WHERE EXISTING GRILLES REMOVED, PROVIDE REQUIRED 2X FRAMING AND PATCH WITH SIMILAR
THICKNESS GWB AS ADJACENT ORIGINAL PLASTER AND REPLASTER AS REQUIRED TO CREATE NEW
CO-PLANAR UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING.

9.07 PROVIDE NEW WD. BASEBOARD TO MATCH EXISTING WHERE NECESSARY, TOOTH INTO EXISTING AT
LOCATIONS OF REMOVED RADIATORS OR OTHER WALL REPAIR, PAINT

9.08 PROVIDE NEW GWB. PRIME AND PAINT THROUGHOUT
9.09 PROVIDE NEW LEVEL 1/4" PLYWOOD SUBSTRATE AND RESILIENT FLOORING TILE AT BATHROOMS. SEE

SPECIFICATIONS FOR MORE INFORMATION
9.10 SCRAPE, PRIME AND PAINT ALL EXISTING WD INTERIOR TRIM TO REMAIN. FILL MINOR CRACKS AND

SAND SMOOTH WHERE OCCUR. SEE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
ENVIRONMENTAL REQUIREMENTS, INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.11 NEW FLOOR FINISH ON NEW FLOOR DECKING ON NEW FLOOR JOISTS - SEE STRUCTURAL PLANS
DIVISION 10 - SPECIALTIES
10.01 5' WIDE PT WOOD RAMP @ 1:20 SLOPE FROM WALKWAY UP TO PORCH DECK
10.02 5' WIDE PT WOOD RAMP AT 1:20 SLOPE FROM PORCH DECK UP TO INT. FIRST FLOOR
DIVISION 11 - EQUIPMENT
11.01 INSTALL NEW LOCKABLE ATTIC ACCESS HATCH PER MANUFACTURER'S INSTRUCTIONS, PAINT WITH

INTUMESCENT PAINT
11.03 PROVIDE NEW BATH EXHAUST VENTS, SEE DETAIL AND MECHANICAL SPECIFICATIONS FOR MORE

INFORMATION
DIVISION 22 - PLUMBING
22.01 NEW WATER SERVICE & METER - SEE MECHANICAL & PLUMBING PLANS & SPECS.
DIVISION 26
26.02 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 26 - ELECTRICAL
26.01 NEW ELECTRICAL SERVICE & MAIN - SEE ELECTRICAL PLANS & SPECS.
26.03 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 31 - EARTHWORK
31.01 GRADING TO BE DETERMINED BY CIVIL, TYP - SEE DRAWINGS

CONSTRUCTION KEYNOTES
Key DESCRIPTION

DIVISION 1 - GENERAL
G.001 ALL FLOOR LEVELS ON THIS SHEET ARE ASSUMED TO BE AT ESTABLISHED DATUM UNLESS NOTED

OTHERWISE
G.002 ALL EXISTING FRAME SIZES TO BE VERIFIED IN FIELD FOR NEW DOORS
G.003 ALL PIPES, DUCTS AND BUSS DUCTS WHICH PENATRATE THE FLOOR CONSTRUCTION SHALL BE

INSTALLED SO AS TO MAINTAIN THE RESISTIVE RATING AND STRUCTURAL INTEGRITY OF THE WALL AND
CEILING ASSEMBLIES

G.004 PROTECT & REUSE ALL EXISTING FIREPLACE SURROUNDS
G.005 PROTECT & REUSE ALL EXISTING DOOR & WINDOW CASINGS
G.006 PROTECT & REUSE ALL EXISTING BASEBOARD TRIM
G.007 PROTECT & REUSE ALL EXISTING DECORATIVE PLASTER CROWN MOLDINGS AND MEDALLIONS, REPAIR

AND RESTORE AS REQUIRED.
G.008 PROTECT ALL EXISTING HARDWOOD FLOORS TO BE REPAIRED, REFURBISHED & REFINISHED
G.009 ALIGN ALL NEW WALL FINISHES WITH EXISTING WALL SURFACES
G.010 CLEAN ALL DOOR HINGES FOR DOORS TO BE REUSED
G.011 REFURBISH WINDOWS THROUGHOUT AND ADD STORMS
DIVISION 3 - CONCRETE
3.01 12” DIA CONC TUBE FOOTING TO FROST DEPTH MINIMUM - SEE STRUCTURAL DWGS.
3.02 NEW LALLY COLUMN POSTS - TYP. SEE STRUCTURAL DWGS.
G.012 WALL TAG NUMBERS REFER TO WALL TYPES SCHEDULE
DIVISION 4 - MASONRY
4.02 NEW COMPACTED STONE DUST WALKWAY - SEE SITE PLAN FOR GREATER EXTENT
4.03 5' x 5' POURED CONCRETE PATIO STEP LEVEL W/ INT. FF - SEE XX/XXX FOR DIMENSIONS
DIVISION 5
5.05 PROVIDE NEW PRE-FINISHED ALUMINUM DOWNSPOUTS AT EXISTING GUTTER OPENINGS AS SHOWN

WITH PATHS AS SHOWN. ANCHOR DOWNSPOUT WITH PRE-FINISHED LOW-GLOSS PROJECTING MOUNT
STAMPED DOWNSPOUT BRACKET. PROVIDE CONCRETE (OR APPROVED) SPLASHBLOCK.

DIVISION 5 - METALS
5.01 NEW METAL DOOR
5.02 PROVIDE/INSTALL 8" MIN CONT. VERT. METAL FLASHING AT ALL ROOF & WALL INTERSECTIONS
DIVISION 6 - WOOD, PLASTICS, COMPOSITES
6.01 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
6.02 NEW PT WD FRAMED DECK AND STAIR CONSTRUCTION. COMPOSITE DECKING, GAP TO DRAIN, RUN

PARALLEL TO HOUSE, PICTURE FRAME EDGES. COORDINATE FOOTINGS W/ STRUCTURAL PLANS
6.03 AT LOCATION OF EXISTING FLOOR OPENING, PROVIDE NEW WOOD FLOOR STRUCTURE, BLOCKING,

INSTALL NEW FIRE REETARDENT ¾” T&G TREATED PLYWOOD SHEATHING AND NEW SPECIFIED FINISIH
FLOOR TO ACHIEVE FLOOR LEVEL EQUAL TO ADJOINING FLORO CONDITIONS.

6.04 PROVIDE NEW HANDRAIL AT EXISTING STAIR - 1 1/2" DIA CONTINUOUS INT- TO MEET ALL CODE
REQUIREMENTS. SEE DETAIL XX/XXX

6.05 REPAIR EXISTING HANDRAIL AS REQUIRED, RE-ANCHOR ALL BALUSTERS, NEWEL POSTS AND EITHER
RE-APPLY EXISTING TRIMWORK OR PROVIDE NEW TO MATCH EXISTING.

6.06 ADD WOOD COLUMN BASE AT EACH COLUMN. SEE DETAIL XX/XXX
6.07 NEW WD FRAMED PLATFORM
6.08 INFILL AT EXISTING CHIMNEY WITH FRAMING & SHEATHING
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SCALE:  1/4" = 1'-0"A101
1 FIRST FLOOR

SCALE:  1/8" = 1'-0"A101
2 EXISTING FIRST FLOOR DEMOLITION PLAN TRUE

NORTH
PROJECT
NORTH

DEMOLITION KEYNOTES
Key DESCRIPTION

D.001 DEMO ALL EXISTING WALLS AS SHOWN IN PLANS, INCLUDING ELECTRICAL WORK, PLUMBING OR
DUCTING. CAP AND/OR TIE OFF ANY DEVICES TO MAKE SECTURE & CODE-COMPLIANT

D.002 REMOVE BASEMENT TANK 1 & TANK 2 FROM PROJECT AND DISPOSE OF PROPERLY
D.003 REMOVE ALL EXISTING PLYWOOD AT EXTERIOR WINDOW & EXTERIOR WALL OPENINGS
D.005 REMOVE ALL EXISTING BASEMENT WINDOWS
D.006 REMOVE ALL EXISTING INTERIOR DOORS AND PREPARE FOR NEW
D.007 REMOVE ALL EXISTING DOOR CASING AND RETAIN FOR REINSTALLATION, REMOVE EXISTING DOOR

JAMB AND PREPARE FOR INSTALLATION OF NEW RATED DOOR FRAME AND DOOR.
D.008 REMOVE ALL EXISTING DOWNSPOUTS, GUTTERS, AND ASSOCIATED ANCHORING SYSTEMS
D.009 REMOVE ALL GARBAGE AND DEBRIS FROM PROJECT AND DISPOSE OF PROPERLY
D.010 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
D.011 REMOVE ALL EXISTING PLUMBING FIXTURES, TUBS, SINKS & ALL FIXTURES AND TIE OFF ALL PLUMBING

PER CODE
D.012 REMOVE EXISTING ROOFING DOWN TO ROOF SHEATHING
D.013 REMOVE ALL EXISTING EXTERIOR CONC. TREADS AT ALL EXTERIOR DOORS
D.014 REMOVE ALL EXISTING RADIATORS AND ALL ANCHORING SYSTEMS
D.015 REMOVE ALL EXISTING CEILING FINISH INC. ANY ASSOCIATED HARDWARE OR HANGING DEVICES
D.016 REMOVE ALL EXISTING LIGHT FIXTURES, WIRING, SWITCHING & ASSOCIATED COMPONENTS. SEE

ELECTRICAL FOR MORE INFORMATION
D.017 REMOVE & SAVE EXISTING FIREPLACE SURROUND FOR REUSE - REFURBISH, REPAIR & PREPARE FOR

NEW PAINT
D.018 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
D.019 CUT OPENING IN WALLS AS REQUIRED FOR HVAC LINES, SEE MECHANICAL PLANS FOR MORE INFO.
D.020 REFURBISH ALL INTERIOR TRIM & BASEBOARDS
D.021 REFURBISH ALL WINDOWS & ADD STORMS - SEE SPECS
D.022 REMOVE EXISTING MASONRY CHIMNEY FROM FIRST FLOOR UP THROUGH ROOF
D.023 REMOVE ALL PLASTER, LATHE & WALL FINISHES DOWN TO EXISTING STUD.
D.024 DEMO BUILT-IN CABINET, SHELVING & DRAWERS
D.025 REMOVE STAIRS & PLATFORMS
D.026 REFURBISH EXTERIOR DOOR, REFINISH TO MATCH ORIGINAL
D.027 EXCAVATE 2'x2'AREA IN EXISTING CONRETE FLOOR FOR NEW COLUMN FOOTING.
D.028 REMOVE CONC. SLAB & DEBRIS
D.029 REMOVE PORTION OF EXISTING WALL FOR NEW OPENING - COOR WITH FLOOR PLANS & DOOR

SCHEDULE.
D.030 REFURBISH EXTERIOR DOOR, REFINISH TO MATCH ORIGINAL
D.031 REMOVE EXISTING FLOOR (FINISH, SUBFLOOR & STRUCTURE), SEE STRUCTURAL PLANS FOR FURTHER

SCOPE

REVISION SCHEDULE
NO. ISSUE DATE

CONSTRUCTION KEYNOTES
Key DESCRIPTION

6.09 NEW REAR PORCH, COLUMNS, POSTS, RAILING, BRACKETS, ETC. TO MATCH EXISTING FRONT PORCH
6.14 IN EXISTING FIREPLACE MASONRY OPENING, PROVIDE 3/4" FINISH PLYWD PANEL W/ 2" XPS RIGID FOAM

INSULATION GLUED TO BACK SIDE. PROVIDE VERTICAL WD CLEAT AT REAR W/ REQUIRED HARDWARE
TO ALLOW PANEL TO BE REMOVED FOR FUTURE CHIMINEY INSPECTIONS). PRIME AND PAINT PANEL

6.15 PROVIDE NEW ADJUSTABLE SHELVING
6.17 PROVIDE NEW THRESHOLDS AT MATERIAL TRANSITION & FIRE RATED DOORS
6.18 REPAIR EXISTING WD TRIM AT EXT. DOORS, INC. WD PANELS UNDER SIDELITES, BASEBOARDS AND

MISC. TRIM AT FRONT DOOR
6.19 REPLACE CROWN AND FASCIA AT ENTIRE PERIMETER OF PORCH, REPLACE CROWN & FASCIA AT

PERIMETER OF NORTH WING (1 1/2 STORY SECTION). SEE DETAIL
6.20 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
6.21 ADD NEW CROWN MOULDING AT PERIMETER OF CEILING
DIVISION 7 - THERMAL AND MOISTURE PROTECTION
7.01 NEW 6 MIL POLYETHALENE VAPOR BARRIER, TURNED 12" UP INT. FACE OF FOUNDATIONW ALL & NEW

COLUMNS. SEAL/TAPE @ COLUMNS, MECHANICALLY FASTENED, P.T. FURRING AT WALLS. VAPOR
BARRIER SHEETS OVERLAPPED 8"-12" MIN & TAPED.

7.02 NEW 3-PLY EPDM MEMBRANE ROOFING ON NEW 1/2" CDX ROOF SHEATHING ON EXISTING ROOF
SHEATHING

7.03 NEW PRE-FABRICATED OGEE PROFILE ALUMINUM GUTTERS - TYP.
7.04 NEW ARCHITECTURAL ASPHALT SHINGLES (1) LAYER #30 STD. SATURATED ROOF FELT ON EXISTING

SHEATHING FOR ROOF SLOPES GREATER THAN 3:12  - TYP.
7.05 NEW FLASHING, MIN 8" UP WALL
DIVISION 8 - OPENINGS
8.01 INFILL EXISTING WINDOW OPENING W/ BRICK
8.02 MAINTAIN ACCESS TO EXISTING CRAWL SPACE. ADJUST OPENING SIZE ACCORDINGLY
8.04 INSTALL TEMPERED GLASS LIGHTS IN EXISTING SIDELIGHT LOCATIONS
8.05 REFURBISH EXISTING DOOR - REPAINT & INSTALL NEW LOCK.
8.07
8.08 NEW WD WINDOW - SEE WINDOW SCHEDULE
8.09 NEW FRENCH DOORS, SINGLE UNIT - SEE DOOR SCHEDULE
8.10 INFILL EXISTING WINDOW OPENING - SEE DETAIL
8.13 INSTALL ALUMINUM TRIPLE TRACK, STORM & SCREEN WINDOW AT ALL WINDOWS - SEE WINDOW

SCHEDULE.
8.14 PROVIDE NEW INSULATED EXTERIOR DOOR W/ ASSOCIATED HARDWARE IN EXISTING FRAME, SEE

DOOR SCHEDULE FOR MORE INFORMATION
DIVISION 9 - FINISHES
9.01 REFURBISH & REPLACE EXISTING FIREPLACE INSERT
9.02 INFILL CONC. FLOOR
9.03 PREPARE & PAINT EXISTING WELL STRUCTURE
9.04 9.05 - REMOVE EXISTING LOOSE AND/OR CRACKED PLASTER TO FULLY EXPLOSE LATHE OR SOLID

SUBSTRATE. PATCH WITH SIMILAR THICKNESS GWB AND REPLASTER TO CREATE NEW CO-PLANAR
UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING. SEE INDIVIDUAL
KEYNOTE FOR QUANTITY.

9.05 REMOVE EXISTINSCRAPE, PRIME AND PAINT ALL EXISTING WD TRIM AT EXTERIOR. FILL MINOR CRACKS
AND SAND SMOOTH WHERE OCCURS. AT STEEL LINTELS, PAINT W/ HIGH PERFORMANCE COATING. SEE
PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND ANY ENVIRONMENTAL REQUIREMENTS,
INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.06 WHERE EXISTING GRILLES REMOVED, PROVIDE REQUIRED 2X FRAMING AND PATCH WITH SIMILAR
THICKNESS GWB AS ADJACENT ORIGINAL PLASTER AND REPLASTER AS REQUIRED TO CREATE NEW
CO-PLANAR UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING.

9.07 PROVIDE NEW WD. BASEBOARD TO MATCH EXISTING WHERE NECESSARY, TOOTH INTO EXISTING AT
LOCATIONS OF REMOVED RADIATORS OR OTHER WALL REPAIR, PAINT

9.08 PROVIDE NEW GWB. PRIME AND PAINT THROUGHOUT
9.09 PROVIDE NEW LEVEL 1/4" PLYWOOD SUBSTRATE AND RESILIENT FLOORING TILE AT BATHROOMS. SEE

SPECIFICATIONS FOR MORE INFORMATION
9.10 SCRAPE, PRIME AND PAINT ALL EXISTING WD INTERIOR TRIM TO REMAIN. FILL MINOR CRACKS AND

SAND SMOOTH WHERE OCCUR. SEE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
ENVIRONMENTAL REQUIREMENTS, INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.11 NEW FLOOR FINISH ON NEW FLOOR DECKING ON NEW FLOOR JOISTS - SEE STRUCTURAL PLANS
DIVISION 10 - SPECIALTIES
10.01 5' WIDE PT WOOD RAMP @ 1:20 SLOPE FROM WALKWAY UP TO PORCH DECK
10.02 5' WIDE PT WOOD RAMP AT 1:20 SLOPE FROM PORCH DECK UP TO INT. FIRST FLOOR
DIVISION 11 - EQUIPMENT
11.01 INSTALL NEW LOCKABLE ATTIC ACCESS HATCH PER MANUFACTURER'S INSTRUCTIONS, PAINT WITH

INTUMESCENT PAINT
11.03 PROVIDE NEW BATH EXHAUST VENTS, SEE DETAIL AND MECHANICAL SPECIFICATIONS FOR MORE

INFORMATION
DIVISION 22 - PLUMBING
22.01 NEW WATER SERVICE & METER - SEE MECHANICAL & PLUMBING PLANS & SPECS.
DIVISION 26
26.02 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 26 - ELECTRICAL
26.01 NEW ELECTRICAL SERVICE & MAIN - SEE ELECTRICAL PLANS & SPECS.
26.03 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 31 - EARTHWORK
31.01 GRADING TO BE DETERMINED BY CIVIL, TYP - SEE DRAWINGS

CONSTRUCTION KEYNOTES
Key DESCRIPTION

DIVISION 1 - GENERAL
G.001 ALL FLOOR LEVELS ON THIS SHEET ARE ASSUMED TO BE AT ESTABLISHED DATUM UNLESS NOTED

OTHERWISE
G.002 ALL EXISTING FRAME SIZES TO BE VERIFIED IN FIELD FOR NEW DOORS
G.003 ALL PIPES, DUCTS AND BUSS DUCTS WHICH PENATRATE THE FLOOR CONSTRUCTION SHALL BE

INSTALLED SO AS TO MAINTAIN THE RESISTIVE RATING AND STRUCTURAL INTEGRITY OF THE WALL AND
CEILING ASSEMBLIES

G.004 PROTECT & REUSE ALL EXISTING FIREPLACE SURROUNDS
G.005 PROTECT & REUSE ALL EXISTING DOOR & WINDOW CASINGS
G.006 PROTECT & REUSE ALL EXISTING BASEBOARD TRIM
G.007 PROTECT & REUSE ALL EXISTING DECORATIVE PLASTER CROWN MOLDINGS AND MEDALLIONS, REPAIR

AND RESTORE AS REQUIRED.
G.008 PROTECT ALL EXISTING HARDWOOD FLOORS TO BE REPAIRED, REFURBISHED & REFINISHED
G.009 ALIGN ALL NEW WALL FINISHES WITH EXISTING WALL SURFACES
G.010 CLEAN ALL DOOR HINGES FOR DOORS TO BE REUSED
G.011 REFURBISH WINDOWS THROUGHOUT AND ADD STORMS
DIVISION 3 - CONCRETE
3.01 12” DIA CONC TUBE FOOTING TO FROST DEPTH MINIMUM - SEE STRUCTURAL DWGS.
3.02 NEW LALLY COLUMN POSTS - TYP. SEE STRUCTURAL DWGS.
G.012 WALL TAG NUMBERS REFER TO WALL TYPES SCHEDULE
DIVISION 4 - MASONRY
4.02 NEW COMPACTED STONE DUST WALKWAY - SEE SITE PLAN FOR GREATER EXTENT
4.03 5' x 5' POURED CONCRETE PATIO STEP LEVEL W/ INT. FF - SEE XX/XXX FOR DIMENSIONS
DIVISION 5
5.05 PROVIDE NEW PRE-FINISHED ALUMINUM DOWNSPOUTS AT EXISTING GUTTER OPENINGS AS SHOWN

WITH PATHS AS SHOWN. ANCHOR DOWNSPOUT WITH PRE-FINISHED LOW-GLOSS PROJECTING MOUNT
STAMPED DOWNSPOUT BRACKET. PROVIDE CONCRETE (OR APPROVED) SPLASHBLOCK.

DIVISION 5 - METALS
5.01 NEW METAL DOOR
5.02 PROVIDE/INSTALL 8" MIN CONT. VERT. METAL FLASHING AT ALL ROOF & WALL INTERSECTIONS
DIVISION 6 - WOOD, PLASTICS, COMPOSITES
6.01 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
6.02 NEW PT WD FRAMED DECK AND STAIR CONSTRUCTION. COMPOSITE DECKING, GAP TO DRAIN, RUN

PARALLEL TO HOUSE, PICTURE FRAME EDGES. COORDINATE FOOTINGS W/ STRUCTURAL PLANS
6.03 AT LOCATION OF EXISTING FLOOR OPENING, PROVIDE NEW WOOD FLOOR STRUCTURE, BLOCKING,

INSTALL NEW FIRE REETARDENT ¾” T&G TREATED PLYWOOD SHEATHING AND NEW SPECIFIED FINISIH
FLOOR TO ACHIEVE FLOOR LEVEL EQUAL TO ADJOINING FLORO CONDITIONS.

6.04 PROVIDE NEW HANDRAIL AT EXISTING STAIR - 1 1/2" DIA CONTINUOUS INT- TO MEET ALL CODE
REQUIREMENTS. SEE DETAIL XX/XXX

6.05 REPAIR EXISTING HANDRAIL AS REQUIRED, RE-ANCHOR ALL BALUSTERS, NEWEL POSTS AND EITHER
RE-APPLY EXISTING TRIMWORK OR PROVIDE NEW TO MATCH EXISTING.

6.06 ADD WOOD COLUMN BASE AT EACH COLUMN. SEE DETAIL XX/XXX
6.07 NEW WD FRAMED PLATFORM
6.08 INFILL AT EXISTING CHIMNEY WITH FRAMING & SHEATHING

SLAB & DEBRIS TO BE REMOVED @ WEST FACADE

ROOM 106 - JUNCTION OF NEW & OLD CEILING
FRAMING

ROOM 106 INTO ROOM 102 -
CHIMNEY TO BE REMOVED

ROOM 100 (FROM ENTRY) ROOM 104

ROOM 103 ROOM 103 (FROM HALL) ROOM 105 ROOM 106

ROOM 106ROOM 100VIEW AT STAIR TO SECOND FLOORFIRST FLOOR STAIR & HANDRAIL
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SCALE:  1/4" = 1'-0"A102
1 SECOND FLOOR

TRUE
NORTH

PROJECT
NORTH

SCALE:  1/8" = 1'-0"A102
2 EXISTING SECOND FLOOR DEMOLITION PLAN

DEMOLITION KEYNOTES
Key DESCRIPTION

D.001 DEMO ALL EXISTING WALLS AS SHOWN IN PLANS, INCLUDING ELECTRICAL WORK, PLUMBING OR
DUCTING. CAP AND/OR TIE OFF ANY DEVICES TO MAKE SECTURE & CODE-COMPLIANT

D.002 REMOVE BASEMENT TANK 1 & TANK 2 FROM PROJECT AND DISPOSE OF PROPERLY
D.003 REMOVE ALL EXISTING PLYWOOD AT EXTERIOR WINDOW & EXTERIOR WALL OPENINGS
D.005 REMOVE ALL EXISTING BASEMENT WINDOWS
D.006 REMOVE ALL EXISTING INTERIOR DOORS AND PREPARE FOR NEW
D.007 REMOVE ALL EXISTING DOOR CASING AND RETAIN FOR REINSTALLATION, REMOVE EXISTING DOOR

JAMB AND PREPARE FOR INSTALLATION OF NEW RATED DOOR FRAME AND DOOR.
D.008 REMOVE ALL EXISTING DOWNSPOUTS, GUTTERS, AND ASSOCIATED ANCHORING SYSTEMS
D.009 REMOVE ALL GARBAGE AND DEBRIS FROM PROJECT AND DISPOSE OF PROPERLY
D.010 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
D.011 REMOVE ALL EXISTING PLUMBING FIXTURES, TUBS, SINKS & ALL FIXTURES AND TIE OFF ALL PLUMBING

PER CODE
D.012 REMOVE EXISTING ROOFING DOWN TO ROOF SHEATHING
D.013 REMOVE ALL EXISTING EXTERIOR CONC. TREADS AT ALL EXTERIOR DOORS
D.014 REMOVE ALL EXISTING RADIATORS AND ALL ANCHORING SYSTEMS
D.015 REMOVE ALL EXISTING CEILING FINISH INC. ANY ASSOCIATED HARDWARE OR HANGING DEVICES
D.016 REMOVE ALL EXISTING LIGHT FIXTURES, WIRING, SWITCHING & ASSOCIATED COMPONENTS. SEE

ELECTRICAL FOR MORE INFORMATION
D.017 REMOVE & SAVE EXISTING FIREPLACE SURROUND FOR REUSE - REFURBISH, REPAIR & PREPARE FOR

NEW PAINT
D.018 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
D.019 CUT OPENING IN WALLS AS REQUIRED FOR HVAC LINES, SEE MECHANICAL PLANS FOR MORE INFO.
D.020 REFURBISH ALL INTERIOR TRIM & BASEBOARDS
D.021 REFURBISH ALL WINDOWS & ADD STORMS - SEE SPECS
D.022 REMOVE EXISTING MASONRY CHIMNEY FROM FIRST FLOOR UP THROUGH ROOF
D.023 REMOVE ALL PLASTER, LATHE & WALL FINISHES DOWN TO EXISTING STUD.
D.024 DEMO BUILT-IN CABINET, SHELVING & DRAWERS
D.025 REMOVE STAIRS & PLATFORMS
D.026 REFURBISH EXTERIOR DOOR, REFINISH TO MATCH ORIGINAL
D.027 EXCAVATE 2'x2'AREA IN EXISTING CONRETE FLOOR FOR NEW COLUMN FOOTING.
D.028 REMOVE CONC. SLAB & DEBRIS
D.029 REMOVE PORTION OF EXISTING WALL FOR NEW OPENING - COOR WITH FLOOR PLANS & DOOR

SCHEDULE.
D.030 REFURBISH EXTERIOR DOOR, REFINISH TO MATCH ORIGINAL
D.031 REMOVE EXISTING FLOOR (FINISH, SUBFLOOR & STRUCTURE), SEE STRUCTURAL PLANS FOR FURTHER

SCOPE

REVISION SCHEDULE
NO. ISSUE DATE

CONSTRUCTION KEYNOTES
Key DESCRIPTION

6.09 NEW REAR PORCH, COLUMNS, POSTS, RAILING, BRACKETS, ETC. TO MATCH EXISTING FRONT PORCH
6.14 IN EXISTING FIREPLACE MASONRY OPENING, PROVIDE 3/4" FINISH PLYWD PANEL W/ 2" XPS RIGID FOAM

INSULATION GLUED TO BACK SIDE. PROVIDE VERTICAL WD CLEAT AT REAR W/ REQUIRED HARDWARE
TO ALLOW PANEL TO BE REMOVED FOR FUTURE CHIMINEY INSPECTIONS). PRIME AND PAINT PANEL

6.15 PROVIDE NEW ADJUSTABLE SHELVING
6.17 PROVIDE NEW THRESHOLDS AT MATERIAL TRANSITION & FIRE RATED DOORS
6.18 REPAIR EXISTING WD TRIM AT EXT. DOORS, INC. WD PANELS UNDER SIDELITES, BASEBOARDS AND

MISC. TRIM AT FRONT DOOR
6.19 REPLACE CROWN AND FASCIA AT ENTIRE PERIMETER OF PORCH, REPLACE CROWN & FASCIA AT

PERIMETER OF NORTH WING (1 1/2 STORY SECTION). SEE DETAIL
6.20 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
6.21 ADD NEW CROWN MOULDING AT PERIMETER OF CEILING
DIVISION 7 - THERMAL AND MOISTURE PROTECTION
7.01 NEW 6 MIL POLYETHALENE VAPOR BARRIER, TURNED 12" UP INT. FACE OF FOUNDATIONW ALL & NEW

COLUMNS. SEAL/TAPE @ COLUMNS, MECHANICALLY FASTENED, P.T. FURRING AT WALLS. VAPOR
BARRIER SHEETS OVERLAPPED 8"-12" MIN & TAPED.

7.02 NEW 3-PLY EPDM MEMBRANE ROOFING ON NEW 1/2" CDX ROOF SHEATHING ON EXISTING ROOF
SHEATHING

7.03 NEW PRE-FABRICATED OGEE PROFILE ALUMINUM GUTTERS - TYP.
7.04 NEW ARCHITECTURAL ASPHALT SHINGLES (1) LAYER #30 STD. SATURATED ROOF FELT ON EXISTING

SHEATHING FOR ROOF SLOPES GREATER THAN 3:12  - TYP.
7.05 NEW FLASHING, MIN 8" UP WALL
DIVISION 8 - OPENINGS
8.01 INFILL EXISTING WINDOW OPENING W/ BRICK
8.02 MAINTAIN ACCESS TO EXISTING CRAWL SPACE. ADJUST OPENING SIZE ACCORDINGLY
8.04 INSTALL TEMPERED GLASS LIGHTS IN EXISTING SIDELIGHT LOCATIONS
8.05 REFURBISH EXISTING DOOR - REPAINT & INSTALL NEW LOCK.
8.07
8.08 NEW WD WINDOW - SEE WINDOW SCHEDULE
8.09 NEW FRENCH DOORS, SINGLE UNIT - SEE DOOR SCHEDULE
8.10 INFILL EXISTING WINDOW OPENING - SEE DETAIL
8.13 INSTALL ALUMINUM TRIPLE TRACK, STORM & SCREEN WINDOW AT ALL WINDOWS - SEE WINDOW

SCHEDULE.
8.14 PROVIDE NEW INSULATED EXTERIOR DOOR W/ ASSOCIATED HARDWARE IN EXISTING FRAME, SEE

DOOR SCHEDULE FOR MORE INFORMATION
DIVISION 9 - FINISHES
9.01 REFURBISH & REPLACE EXISTING FIREPLACE INSERT
9.02 INFILL CONC. FLOOR
9.03 PREPARE & PAINT EXISTING WELL STRUCTURE
9.04 9.05 - REMOVE EXISTING LOOSE AND/OR CRACKED PLASTER TO FULLY EXPLOSE LATHE OR SOLID

SUBSTRATE. PATCH WITH SIMILAR THICKNESS GWB AND REPLASTER TO CREATE NEW CO-PLANAR
UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING. SEE INDIVIDUAL
KEYNOTE FOR QUANTITY.

9.05 REMOVE EXISTINSCRAPE, PRIME AND PAINT ALL EXISTING WD TRIM AT EXTERIOR. FILL MINOR CRACKS
AND SAND SMOOTH WHERE OCCURS. AT STEEL LINTELS, PAINT W/ HIGH PERFORMANCE COATING. SEE
PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND ANY ENVIRONMENTAL REQUIREMENTS,
INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.06 WHERE EXISTING GRILLES REMOVED, PROVIDE REQUIRED 2X FRAMING AND PATCH WITH SIMILAR
THICKNESS GWB AS ADJACENT ORIGINAL PLASTER AND REPLASTER AS REQUIRED TO CREATE NEW
CO-PLANAR UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING.

9.07 PROVIDE NEW WD. BASEBOARD TO MATCH EXISTING WHERE NECESSARY, TOOTH INTO EXISTING AT
LOCATIONS OF REMOVED RADIATORS OR OTHER WALL REPAIR, PAINT

9.08 PROVIDE NEW GWB. PRIME AND PAINT THROUGHOUT
9.09 PROVIDE NEW LEVEL 1/4" PLYWOOD SUBSTRATE AND RESILIENT FLOORING TILE AT BATHROOMS. SEE

SPECIFICATIONS FOR MORE INFORMATION
9.10 SCRAPE, PRIME AND PAINT ALL EXISTING WD INTERIOR TRIM TO REMAIN. FILL MINOR CRACKS AND

SAND SMOOTH WHERE OCCUR. SEE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
ENVIRONMENTAL REQUIREMENTS, INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.11 NEW FLOOR FINISH ON NEW FLOOR DECKING ON NEW FLOOR JOISTS - SEE STRUCTURAL PLANS
DIVISION 10 - SPECIALTIES
10.01 5' WIDE PT WOOD RAMP @ 1:20 SLOPE FROM WALKWAY UP TO PORCH DECK
10.02 5' WIDE PT WOOD RAMP AT 1:20 SLOPE FROM PORCH DECK UP TO INT. FIRST FLOOR
DIVISION 11 - EQUIPMENT
11.01 INSTALL NEW LOCKABLE ATTIC ACCESS HATCH PER MANUFACTURER'S INSTRUCTIONS, PAINT WITH

INTUMESCENT PAINT
11.03 PROVIDE NEW BATH EXHAUST VENTS, SEE DETAIL AND MECHANICAL SPECIFICATIONS FOR MORE

INFORMATION
DIVISION 22 - PLUMBING
22.01 NEW WATER SERVICE & METER - SEE MECHANICAL & PLUMBING PLANS & SPECS.
DIVISION 26
26.02 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 26 - ELECTRICAL
26.01 NEW ELECTRICAL SERVICE & MAIN - SEE ELECTRICAL PLANS & SPECS.
26.03 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 31 - EARTHWORK
31.01 GRADING TO BE DETERMINED BY CIVIL, TYP - SEE DRAWINGS

CONSTRUCTION KEYNOTES
Key DESCRIPTION

DIVISION 1 - GENERAL
G.001 ALL FLOOR LEVELS ON THIS SHEET ARE ASSUMED TO BE AT ESTABLISHED DATUM UNLESS NOTED

OTHERWISE
G.002 ALL EXISTING FRAME SIZES TO BE VERIFIED IN FIELD FOR NEW DOORS
G.003 ALL PIPES, DUCTS AND BUSS DUCTS WHICH PENATRATE THE FLOOR CONSTRUCTION SHALL BE

INSTALLED SO AS TO MAINTAIN THE RESISTIVE RATING AND STRUCTURAL INTEGRITY OF THE WALL AND
CEILING ASSEMBLIES

G.004 PROTECT & REUSE ALL EXISTING FIREPLACE SURROUNDS
G.005 PROTECT & REUSE ALL EXISTING DOOR & WINDOW CASINGS
G.006 PROTECT & REUSE ALL EXISTING BASEBOARD TRIM
G.007 PROTECT & REUSE ALL EXISTING DECORATIVE PLASTER CROWN MOLDINGS AND MEDALLIONS, REPAIR

AND RESTORE AS REQUIRED.
G.008 PROTECT ALL EXISTING HARDWOOD FLOORS TO BE REPAIRED, REFURBISHED & REFINISHED
G.009 ALIGN ALL NEW WALL FINISHES WITH EXISTING WALL SURFACES
G.010 CLEAN ALL DOOR HINGES FOR DOORS TO BE REUSED
G.011 REFURBISH WINDOWS THROUGHOUT AND ADD STORMS
DIVISION 3 - CONCRETE
3.01 12” DIA CONC TUBE FOOTING TO FROST DEPTH MINIMUM - SEE STRUCTURAL DWGS.
3.02 NEW LALLY COLUMN POSTS - TYP. SEE STRUCTURAL DWGS.
G.012 WALL TAG NUMBERS REFER TO WALL TYPES SCHEDULE
DIVISION 4 - MASONRY
4.02 NEW COMPACTED STONE DUST WALKWAY - SEE SITE PLAN FOR GREATER EXTENT
4.03 5' x 5' POURED CONCRETE PATIO STEP LEVEL W/ INT. FF - SEE XX/XXX FOR DIMENSIONS
DIVISION 5
5.05 PROVIDE NEW PRE-FINISHED ALUMINUM DOWNSPOUTS AT EXISTING GUTTER OPENINGS AS SHOWN

WITH PATHS AS SHOWN. ANCHOR DOWNSPOUT WITH PRE-FINISHED LOW-GLOSS PROJECTING MOUNT
STAMPED DOWNSPOUT BRACKET. PROVIDE CONCRETE (OR APPROVED) SPLASHBLOCK.

DIVISION 5 - METALS
5.01 NEW METAL DOOR
5.02 PROVIDE/INSTALL 8" MIN CONT. VERT. METAL FLASHING AT ALL ROOF & WALL INTERSECTIONS
DIVISION 6 - WOOD, PLASTICS, COMPOSITES
6.01 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
6.02 NEW PT WD FRAMED DECK AND STAIR CONSTRUCTION. COMPOSITE DECKING, GAP TO DRAIN, RUN

PARALLEL TO HOUSE, PICTURE FRAME EDGES. COORDINATE FOOTINGS W/ STRUCTURAL PLANS
6.03 AT LOCATION OF EXISTING FLOOR OPENING, PROVIDE NEW WOOD FLOOR STRUCTURE, BLOCKING,

INSTALL NEW FIRE REETARDENT ¾” T&G TREATED PLYWOOD SHEATHING AND NEW SPECIFIED FINISIH
FLOOR TO ACHIEVE FLOOR LEVEL EQUAL TO ADJOINING FLORO CONDITIONS.

6.04 PROVIDE NEW HANDRAIL AT EXISTING STAIR - 1 1/2" DIA CONTINUOUS INT- TO MEET ALL CODE
REQUIREMENTS. SEE DETAIL XX/XXX

6.05 REPAIR EXISTING HANDRAIL AS REQUIRED, RE-ANCHOR ALL BALUSTERS, NEWEL POSTS AND EITHER
RE-APPLY EXISTING TRIMWORK OR PROVIDE NEW TO MATCH EXISTING.

6.06 ADD WOOD COLUMN BASE AT EACH COLUMN. SEE DETAIL XX/XXX
6.07 NEW WD FRAMED PLATFORM
6.08 INFILL AT EXISTING CHIMNEY WITH FRAMING & SHEATHING

6.04
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SCALE:  1/4" = 1'-0"A103
1 ROOF PLAN

SCALE:  1/8" = 1'-0"A103
2 EXISTING ROOF PLAN DEMOLITION PLAN

DEMOLITION KEYNOTES
Key DESCRIPTION

D.001 DEMO ALL EXISTING WALLS AS SHOWN IN PLANS, INCLUDING ELECTRICAL WORK, PLUMBING OR
DUCTING. CAP AND/OR TIE OFF ANY DEVICES TO MAKE SECTURE & CODE-COMPLIANT

D.002 REMOVE BASEMENT TANK 1 & TANK 2 FROM PROJECT AND DISPOSE OF PROPERLY
D.003 REMOVE ALL EXISTING PLYWOOD AT EXTERIOR WINDOW & EXTERIOR WALL OPENINGS
D.005 REMOVE ALL EXISTING BASEMENT WINDOWS
D.006 REMOVE ALL EXISTING INTERIOR DOORS AND PREPARE FOR NEW
D.007 REMOVE ALL EXISTING DOOR CASING AND RETAIN FOR REINSTALLATION, REMOVE EXISTING DOOR

JAMB AND PREPARE FOR INSTALLATION OF NEW RATED DOOR FRAME AND DOOR.
D.008 REMOVE ALL EXISTING DOWNSPOUTS, GUTTERS, AND ASSOCIATED ANCHORING SYSTEMS
D.009 REMOVE ALL GARBAGE AND DEBRIS FROM PROJECT AND DISPOSE OF PROPERLY
D.010 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
D.011 REMOVE ALL EXISTING PLUMBING FIXTURES, TUBS, SINKS & ALL FIXTURES AND TIE OFF ALL PLUMBING

PER CODE
D.012 REMOVE EXISTING ROOFING DOWN TO ROOF SHEATHING
D.013 REMOVE ALL EXISTING EXTERIOR CONC. TREADS AT ALL EXTERIOR DOORS
D.014 REMOVE ALL EXISTING RADIATORS AND ALL ANCHORING SYSTEMS
D.015 REMOVE ALL EXISTING CEILING FINISH INC. ANY ASSOCIATED HARDWARE OR HANGING DEVICES
D.016 REMOVE ALL EXISTING LIGHT FIXTURES, WIRING, SWITCHING & ASSOCIATED COMPONENTS. SEE

ELECTRICAL FOR MORE INFORMATION
D.017 REMOVE & SAVE EXISTING FIREPLACE SURROUND FOR REUSE - REFURBISH, REPAIR & PREPARE FOR

NEW PAINT
D.018 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
D.019 CUT OPENING IN WALLS AS REQUIRED FOR HVAC LINES, SEE MECHANICAL PLANS FOR MORE INFO.
D.020 REFURBISH ALL INTERIOR TRIM & BASEBOARDS
D.021 REFURBISH ALL WINDOWS & ADD STORMS - SEE SPECS
D.022 REMOVE EXISTING MASONRY CHIMNEY FROM FIRST FLOOR UP THROUGH ROOF
D.023 REMOVE ALL PLASTER, LATHE & WALL FINISHES DOWN TO EXISTING STUD.
D.024 DEMO BUILT-IN CABINET, SHELVING & DRAWERS
D.025 REMOVE STAIRS & PLATFORMS
D.026 REFURBISH EXTERIOR DOOR, REFINISH TO MATCH ORIGINAL
D.027 EXCAVATE 2'x2'AREA IN EXISTING CONRETE FLOOR FOR NEW COLUMN FOOTING.
D.028 REMOVE CONC. SLAB & DEBRIS
D.029 REMOVE PORTION OF EXISTING WALL FOR NEW OPENING - COOR WITH FLOOR PLANS & DOOR

SCHEDULE.
D.030 REFURBISH EXTERIOR DOOR, REFINISH TO MATCH ORIGINAL
D.031 REMOVE EXISTING FLOOR (FINISH, SUBFLOOR & STRUCTURE), SEE STRUCTURAL PLANS FOR FURTHER

SCOPE

REVISION SCHEDULE
NO. ISSUE DATE

CONSTRUCTION KEYNOTES
Key DESCRIPTION

6.09 NEW REAR PORCH, COLUMNS, POSTS, RAILING, BRACKETS, ETC. TO MATCH EXISTING FRONT PORCH
6.14 IN EXISTING FIREPLACE MASONRY OPENING, PROVIDE 3/4" FINISH PLYWD PANEL W/ 2" XPS RIGID FOAM

INSULATION GLUED TO BACK SIDE. PROVIDE VERTICAL WD CLEAT AT REAR W/ REQUIRED HARDWARE
TO ALLOW PANEL TO BE REMOVED FOR FUTURE CHIMINEY INSPECTIONS). PRIME AND PAINT PANEL

6.15 PROVIDE NEW ADJUSTABLE SHELVING
6.17 PROVIDE NEW THRESHOLDS AT MATERIAL TRANSITION & FIRE RATED DOORS
6.18 REPAIR EXISTING WD TRIM AT EXT. DOORS, INC. WD PANELS UNDER SIDELITES, BASEBOARDS AND

MISC. TRIM AT FRONT DOOR
6.19 REPLACE CROWN AND FASCIA AT ENTIRE PERIMETER OF PORCH, REPLACE CROWN & FASCIA AT

PERIMETER OF NORTH WING (1 1/2 STORY SECTION). SEE DETAIL
6.20 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
6.21 ADD NEW CROWN MOULDING AT PERIMETER OF CEILING
DIVISION 7 - THERMAL AND MOISTURE PROTECTION
7.01 NEW 6 MIL POLYETHALENE VAPOR BARRIER, TURNED 12" UP INT. FACE OF FOUNDATIONW ALL & NEW

COLUMNS. SEAL/TAPE @ COLUMNS, MECHANICALLY FASTENED, P.T. FURRING AT WALLS. VAPOR
BARRIER SHEETS OVERLAPPED 8"-12" MIN & TAPED.

7.02 NEW 3-PLY EPDM MEMBRANE ROOFING ON NEW 1/2" CDX ROOF SHEATHING ON EXISTING ROOF
SHEATHING

7.03 NEW PRE-FABRICATED OGEE PROFILE ALUMINUM GUTTERS - TYP.
7.04 NEW ARCHITECTURAL ASPHALT SHINGLES (1) LAYER #30 STD. SATURATED ROOF FELT ON EXISTING

SHEATHING FOR ROOF SLOPES GREATER THAN 3:12  - TYP.
7.05 NEW FLASHING, MIN 8" UP WALL
DIVISION 8 - OPENINGS
8.01 INFILL EXISTING WINDOW OPENING W/ BRICK
8.02 MAINTAIN ACCESS TO EXISTING CRAWL SPACE. ADJUST OPENING SIZE ACCORDINGLY
8.04 INSTALL TEMPERED GLASS LIGHTS IN EXISTING SIDELIGHT LOCATIONS
8.05 REFURBISH EXISTING DOOR - REPAINT & INSTALL NEW LOCK.
8.07
8.08 NEW WD WINDOW - SEE WINDOW SCHEDULE
8.09 NEW FRENCH DOORS, SINGLE UNIT - SEE DOOR SCHEDULE
8.10 INFILL EXISTING WINDOW OPENING - SEE DETAIL
8.13 INSTALL ALUMINUM TRIPLE TRACK, STORM & SCREEN WINDOW AT ALL WINDOWS - SEE WINDOW

SCHEDULE.
8.14 PROVIDE NEW INSULATED EXTERIOR DOOR W/ ASSOCIATED HARDWARE IN EXISTING FRAME, SEE

DOOR SCHEDULE FOR MORE INFORMATION
DIVISION 9 - FINISHES
9.01 REFURBISH & REPLACE EXISTING FIREPLACE INSERT
9.02 INFILL CONC. FLOOR
9.03 PREPARE & PAINT EXISTING WELL STRUCTURE
9.04 9.05 - REMOVE EXISTING LOOSE AND/OR CRACKED PLASTER TO FULLY EXPLOSE LATHE OR SOLID

SUBSTRATE. PATCH WITH SIMILAR THICKNESS GWB AND REPLASTER TO CREATE NEW CO-PLANAR
UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING. SEE INDIVIDUAL
KEYNOTE FOR QUANTITY.

9.05 REMOVE EXISTINSCRAPE, PRIME AND PAINT ALL EXISTING WD TRIM AT EXTERIOR. FILL MINOR CRACKS
AND SAND SMOOTH WHERE OCCURS. AT STEEL LINTELS, PAINT W/ HIGH PERFORMANCE COATING. SEE
PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND ANY ENVIRONMENTAL REQUIREMENTS,
INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.06 WHERE EXISTING GRILLES REMOVED, PROVIDE REQUIRED 2X FRAMING AND PATCH WITH SIMILAR
THICKNESS GWB AS ADJACENT ORIGINAL PLASTER AND REPLASTER AS REQUIRED TO CREATE NEW
CO-PLANAR UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING.

9.07 PROVIDE NEW WD. BASEBOARD TO MATCH EXISTING WHERE NECESSARY, TOOTH INTO EXISTING AT
LOCATIONS OF REMOVED RADIATORS OR OTHER WALL REPAIR, PAINT

9.08 PROVIDE NEW GWB. PRIME AND PAINT THROUGHOUT
9.09 PROVIDE NEW LEVEL 1/4" PLYWOOD SUBSTRATE AND RESILIENT FLOORING TILE AT BATHROOMS. SEE

SPECIFICATIONS FOR MORE INFORMATION
9.10 SCRAPE, PRIME AND PAINT ALL EXISTING WD INTERIOR TRIM TO REMAIN. FILL MINOR CRACKS AND

SAND SMOOTH WHERE OCCUR. SEE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
ENVIRONMENTAL REQUIREMENTS, INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.11 NEW FLOOR FINISH ON NEW FLOOR DECKING ON NEW FLOOR JOISTS - SEE STRUCTURAL PLANS
DIVISION 10 - SPECIALTIES
10.01 5' WIDE PT WOOD RAMP @ 1:20 SLOPE FROM WALKWAY UP TO PORCH DECK
10.02 5' WIDE PT WOOD RAMP AT 1:20 SLOPE FROM PORCH DECK UP TO INT. FIRST FLOOR
DIVISION 11 - EQUIPMENT
11.01 INSTALL NEW LOCKABLE ATTIC ACCESS HATCH PER MANUFACTURER'S INSTRUCTIONS, PAINT WITH

INTUMESCENT PAINT
11.03 PROVIDE NEW BATH EXHAUST VENTS, SEE DETAIL AND MECHANICAL SPECIFICATIONS FOR MORE

INFORMATION
DIVISION 22 - PLUMBING
22.01 NEW WATER SERVICE & METER - SEE MECHANICAL & PLUMBING PLANS & SPECS.
DIVISION 26
26.02 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 26 - ELECTRICAL
26.01 NEW ELECTRICAL SERVICE & MAIN - SEE ELECTRICAL PLANS & SPECS.
26.03 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 31 - EARTHWORK
31.01 GRADING TO BE DETERMINED BY CIVIL, TYP - SEE DRAWINGS

CONSTRUCTION KEYNOTES
Key DESCRIPTION

DIVISION 1 - GENERAL
G.001 ALL FLOOR LEVELS ON THIS SHEET ARE ASSUMED TO BE AT ESTABLISHED DATUM UNLESS NOTED

OTHERWISE
G.002 ALL EXISTING FRAME SIZES TO BE VERIFIED IN FIELD FOR NEW DOORS
G.003 ALL PIPES, DUCTS AND BUSS DUCTS WHICH PENATRATE THE FLOOR CONSTRUCTION SHALL BE

INSTALLED SO AS TO MAINTAIN THE RESISTIVE RATING AND STRUCTURAL INTEGRITY OF THE WALL AND
CEILING ASSEMBLIES

G.004 PROTECT & REUSE ALL EXISTING FIREPLACE SURROUNDS
G.005 PROTECT & REUSE ALL EXISTING DOOR & WINDOW CASINGS
G.006 PROTECT & REUSE ALL EXISTING BASEBOARD TRIM
G.007 PROTECT & REUSE ALL EXISTING DECORATIVE PLASTER CROWN MOLDINGS AND MEDALLIONS, REPAIR

AND RESTORE AS REQUIRED.
G.008 PROTECT ALL EXISTING HARDWOOD FLOORS TO BE REPAIRED, REFURBISHED & REFINISHED
G.009 ALIGN ALL NEW WALL FINISHES WITH EXISTING WALL SURFACES
G.010 CLEAN ALL DOOR HINGES FOR DOORS TO BE REUSED
G.011 REFURBISH WINDOWS THROUGHOUT AND ADD STORMS
DIVISION 3 - CONCRETE
3.01 12” DIA CONC TUBE FOOTING TO FROST DEPTH MINIMUM - SEE STRUCTURAL DWGS.
3.02 NEW LALLY COLUMN POSTS - TYP. SEE STRUCTURAL DWGS.
G.012 WALL TAG NUMBERS REFER TO WALL TYPES SCHEDULE
DIVISION 4 - MASONRY
4.02 NEW COMPACTED STONE DUST WALKWAY - SEE SITE PLAN FOR GREATER EXTENT
4.03 5' x 5' POURED CONCRETE PATIO STEP LEVEL W/ INT. FF - SEE XX/XXX FOR DIMENSIONS
DIVISION 5
5.05 PROVIDE NEW PRE-FINISHED ALUMINUM DOWNSPOUTS AT EXISTING GUTTER OPENINGS AS SHOWN

WITH PATHS AS SHOWN. ANCHOR DOWNSPOUT WITH PRE-FINISHED LOW-GLOSS PROJECTING MOUNT
STAMPED DOWNSPOUT BRACKET. PROVIDE CONCRETE (OR APPROVED) SPLASHBLOCK.

DIVISION 5 - METALS
5.01 NEW METAL DOOR
5.02 PROVIDE/INSTALL 8" MIN CONT. VERT. METAL FLASHING AT ALL ROOF & WALL INTERSECTIONS
DIVISION 6 - WOOD, PLASTICS, COMPOSITES
6.01 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
6.02 NEW PT WD FRAMED DECK AND STAIR CONSTRUCTION. COMPOSITE DECKING, GAP TO DRAIN, RUN

PARALLEL TO HOUSE, PICTURE FRAME EDGES. COORDINATE FOOTINGS W/ STRUCTURAL PLANS
6.03 AT LOCATION OF EXISTING FLOOR OPENING, PROVIDE NEW WOOD FLOOR STRUCTURE, BLOCKING,

INSTALL NEW FIRE REETARDENT ¾” T&G TREATED PLYWOOD SHEATHING AND NEW SPECIFIED FINISIH
FLOOR TO ACHIEVE FLOOR LEVEL EQUAL TO ADJOINING FLORO CONDITIONS.

6.04 PROVIDE NEW HANDRAIL AT EXISTING STAIR - 1 1/2" DIA CONTINUOUS INT- TO MEET ALL CODE
REQUIREMENTS. SEE DETAIL XX/XXX

6.05 REPAIR EXISTING HANDRAIL AS REQUIRED, RE-ANCHOR ALL BALUSTERS, NEWEL POSTS AND EITHER
RE-APPLY EXISTING TRIMWORK OR PROVIDE NEW TO MATCH EXISTING.

6.06 ADD WOOD COLUMN BASE AT EACH COLUMN. SEE DETAIL XX/XXX
6.07 NEW WD FRAMED PLATFORM
6.08 INFILL AT EXISTING CHIMNEY WITH FRAMING & SHEATHING



LIGHTING FIXTURE & CEILING LEGEND
SYMBOL

WALL SCONCE - INTERIOR

CEILING MOUNTED FIXTURE - TYPE A

2FT FLUORESCENT UTILITY

RECESSED CEILING EXHAUST FANA

C
CEILING MOUNTED PENDANT

DESCRIPTION
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SCALE:  3/16" = 1'-0"A104
A1 FIRST FLOOR - RCP

SCALE:  3/16" = 1'-0"A104
A3 SECOND FLOOR - RCP
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SCALE:  3/16" = 1'-0"A104
1 BASEMENT - RCP
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SCALE:  1/4" = 1'-0"A201
2 PROPOSED NORTH ELEVATION

SCALE:  1/4" = 1'-0"A201
1 PROPOSED WEST ELEVATION

REVISION SCHEDULE
NO. ISSUE DATE

CONSTRUCTION NOTES - SINGLE COLUMN
Key DESCRIPTION

DIVISION 1 - GENERAL
G.001 ALL FLOOR LEVELS ON THIS SHEET ARE ASSUMED TO BE AT ESTABLISHED DATUM UNLESS NOTED

OTHERWISE
G.002 ALL EXISTING FRAME SIZES TO BE VERIFIED IN FIELD FOR NEW DOORS
G.003 ALL PIPES, DUCTS AND BUSS DUCTS WHICH PENATRATE THE FLOOR CONSTRUCTION SHALL BE

INSTALLED SO AS TO MAINTAIN THE RESISTIVE RATING AND STRUCTURAL INTEGRITY OF THE WALL AND
CEILING ASSEMBLIES

G.004 PROTECT & REUSE ALL EXISTING FIREPLACE SURROUNDS
G.005 PROTECT & REUSE ALL EXISTING DOOR & WINDOW CASINGS
G.006 PROTECT & REUSE ALL EXISTING BASEBOARD TRIM
G.007 PROTECT & REUSE ALL EXISTING DECORATIVE PLASTER CROWN MOLDINGS AND MEDALLIONS, REPAIR

AND RESTORE AS REQUIRED.
G.008 PROTECT ALL EXISTING HARDWOOD FLOORS TO BE REPAIRED, REFURBISHED & REFINISHED
G.009 ALIGN ALL NEW WALL FINISHES WITH EXISTING WALL SURFACES
G.010 CLEAN ALL DOOR HINGES FOR DOORS TO BE REUSED
G.011 REFURBISH WINDOWS THROUGHOUT AND ADD STORMS
DIVISION 3 - CONCRETE
3.01 12” DIA CONC TUBE FOOTING TO FROST DEPTH MINIMUM - SEE STRUCTURAL DWGS.
3.02 NEW LALLY COLUMN POSTS - TYP. SEE STRUCTURAL DWGS.
G.012 WALL TAG NUMBERS REFER TO WALL TYPES SCHEDULE
DIVISION 4 - MASONRY
4.02 NEW COMPACTED STONE DUST WALKWAY - SEE SITE PLAN FOR GREATER EXTENT
4.03 5' x 5' POURED CONCRETE PATIO STEP LEVEL W/ INT. FF - SEE XX/XXX FOR DIMENSIONS
DIVISION 5
5.05 PROVIDE NEW PRE-FINISHED ALUMINUM DOWNSPOUTS AT EXISTING GUTTER OPENINGS AS SHOWN

WITH PATHS AS SHOWN. ANCHOR DOWNSPOUT WITH PRE-FINISHED LOW-GLOSS PROJECTING MOUNT
STAMPED DOWNSPOUT BRACKET. PROVIDE CONCRETE (OR APPROVED) SPLASHBLOCK.

DIVISION 5 - METALS
5.01 NEW METAL DOOR
5.02 PROVIDE/INSTALL 8" MIN CONT. VERT. METAL FLASHING AT ALL ROOF & WALL INTERSECTIONS
DIVISION 6 - WOOD, PLASTICS, COMPOSITES
6.01 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
6.02 NEW PT WD FRAMED DECK AND STAIR CONSTRUCTION. COMPOSITE DECKING, GAP TO DRAIN, RUN

PARALLEL TO HOUSE, PICTURE FRAME EDGES. COORDINATE FOOTINGS W/ STRUCTURAL PLANS
6.03 AT LOCATION OF EXISTING FLOOR OPENING, PROVIDE NEW WOOD FLOOR STRUCTURE, BLOCKING,

INSTALL NEW FIRE REETARDENT ¾” T&G TREATED PLYWOOD SHEATHING AND NEW SPECIFIED FINISIH
FLOOR TO ACHIEVE FLOOR LEVEL EQUAL TO ADJOINING FLORO CONDITIONS.

6.04 PROVIDE NEW HANDRAIL AT EXISTING STAIR - 1 1/2" DIA CONTINUOUS INT- TO MEET ALL CODE
REQUIREMENTS. SEE DETAIL XX/XXX

6.05 REPAIR EXISTING HANDRAIL AS REQUIRED, RE-ANCHOR ALL BALUSTERS, NEWEL POSTS AND EITHER
RE-APPLY EXISTING TRIMWORK OR PROVIDE NEW TO MATCH EXISTING.

6.06 ADD WOOD COLUMN BASE AT EACH COLUMN. SEE DETAIL XX/XXX
6.07 NEW WD FRAMED PLATFORM
6.08 INFILL AT EXISTING CHIMNEY WITH FRAMING & SHEATHING
6.09 NEW REAR PORCH, COLUMNS, POSTS, RAILING, BRACKETS, ETC. TO MATCH EXISTING FRONT PORCH
6.14 IN EXISTING FIREPLACE MASONRY OPENING, PROVIDE 3/4" FINISH PLYWD PANEL W/ 2" XPS RIGID FOAM

INSULATION GLUED TO BACK SIDE. PROVIDE VERTICAL WD CLEAT AT REAR W/ REQUIRED HARDWARE
TO ALLOW PANEL TO BE REMOVED FOR FUTURE CHIMINEY INSPECTIONS). PRIME AND PAINT PANEL

6.15 PROVIDE NEW ADJUSTABLE SHELVING
6.17 PROVIDE NEW THRESHOLDS AT MATERIAL TRANSITION & FIRE RATED DOORS
6.18 REPAIR EXISTING WD TRIM AT EXT. DOORS, INC. WD PANELS UNDER SIDELITES, BASEBOARDS AND

MISC. TRIM AT FRONT DOOR
6.19 REPLACE CROWN AND FASCIA AT ENTIRE PERIMETER OF PORCH, REPLACE CROWN & FASCIA AT

PERIMETER OF NORTH WING (1 1/2 STORY SECTION). SEE DETAIL
6.20 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
6.21 ADD NEW CROWN MOULDING AT PERIMETER OF CEILING
DIVISION 7 - THERMAL AND MOISTURE PROTECTION
7.01 NEW 6 MIL POLYETHALENE VAPOR BARRIER, TURNED 12" UP INT. FACE OF FOUNDATIONW ALL & NEW

COLUMNS. SEAL/TAPE @ COLUMNS, MECHANICALLY FASTENED, P.T. FURRING AT WALLS. VAPOR
BARRIER SHEETS OVERLAPPED 8"-12" MIN & TAPED.

7.02 NEW 3-PLY EPDM MEMBRANE ROOFING ON NEW 1/2" CDX ROOF SHEATHING ON EXISTING ROOF
SHEATHING

7.03 NEW PRE-FABRICATED OGEE PROFILE ALUMINUM GUTTERS - TYP.
7.04 NEW ARCHITECTURAL ASPHALT SHINGLES (1) LAYER #30 STD. SATURATED ROOF FELT ON EXISTING

SHEATHING FOR ROOF SLOPES GREATER THAN 3:12  - TYP.
7.05 NEW FLASHING, MIN 8" UP WALL
DIVISION 8 - OPENINGS
8.01 INFILL EXISTING WINDOW OPENING W/ BRICK
8.02 MAINTAIN ACCESS TO EXISTING CRAWL SPACE. ADJUST OPENING SIZE ACCORDINGLY
8.04 INSTALL TEMPERED GLASS LIGHTS IN EXISTING SIDELIGHT LOCATIONS
8.05 REFURBISH EXISTING DOOR - REPAINT & INSTALL NEW LOCK.
8.07
8.08 NEW WD WINDOW - SEE WINDOW SCHEDULE
8.09 NEW FRENCH DOORS, SINGLE UNIT - SEE DOOR SCHEDULE
8.10 INFILL EXISTING WINDOW OPENING - SEE DETAIL
8.13 INSTALL ALUMINUM TRIPLE TRACK, STORM & SCREEN WINDOW AT ALL WINDOWS - SEE WINDOW

SCHEDULE.
8.14 PROVIDE NEW INSULATED EXTERIOR DOOR W/ ASSOCIATED HARDWARE IN EXISTING FRAME, SEE

DOOR SCHEDULE FOR MORE INFORMATION
DIVISION 9 - FINISHES
9.01 REFURBISH & REPLACE EXISTING FIREPLACE INSERT
9.02 INFILL CONC. FLOOR
9.03 PREPARE & PAINT EXISTING WELL STRUCTURE
9.04 9.05 - REMOVE EXISTING LOOSE AND/OR CRACKED PLASTER TO FULLY EXPLOSE LATHE OR SOLID

SUBSTRATE. PATCH WITH SIMILAR THICKNESS GWB AND REPLASTER TO CREATE NEW CO-PLANAR
UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING. SEE INDIVIDUAL
KEYNOTE FOR QUANTITY.

9.05 REMOVE EXISTINSCRAPE, PRIME AND PAINT ALL EXISTING WD TRIM AT EXTERIOR. FILL MINOR CRACKS
AND SAND SMOOTH WHERE OCCURS. AT STEEL LINTELS, PAINT W/ HIGH PERFORMANCE COATING. SEE
PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND ANY ENVIRONMENTAL REQUIREMENTS,
INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.06 WHERE EXISTING GRILLES REMOVED, PROVIDE REQUIRED 2X FRAMING AND PATCH WITH SIMILAR
THICKNESS GWB AS ADJACENT ORIGINAL PLASTER AND REPLASTER AS REQUIRED TO CREATE NEW
CO-PLANAR UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING.

9.07 PROVIDE NEW WD. BASEBOARD TO MATCH EXISTING WHERE NECESSARY, TOOTH INTO EXISTING AT
LOCATIONS OF REMOVED RADIATORS OR OTHER WALL REPAIR, PAINT

9.08 PROVIDE NEW GWB. PRIME AND PAINT THROUGHOUT
9.09 PROVIDE NEW LEVEL 1/4" PLYWOOD SUBSTRATE AND RESILIENT FLOORING TILE AT BATHROOMS. SEE

SPECIFICATIONS FOR MORE INFORMATION
9.10 SCRAPE, PRIME AND PAINT ALL EXISTING WD INTERIOR TRIM TO REMAIN. FILL MINOR CRACKS AND

SAND SMOOTH WHERE OCCUR. SEE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
ENVIRONMENTAL REQUIREMENTS, INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.11 NEW FLOOR FINISH ON NEW FLOOR DECKING ON NEW FLOOR JOISTS - SEE STRUCTURAL PLANS
DIVISION 10 - SPECIALTIES
10.01 5' WIDE PT WOOD RAMP @ 1:20 SLOPE FROM WALKWAY UP TO PORCH DECK
10.02 5' WIDE PT WOOD RAMP AT 1:20 SLOPE FROM PORCH DECK UP TO INT. FIRST FLOOR
DIVISION 11 - EQUIPMENT
11.01 INSTALL NEW LOCKABLE ATTIC ACCESS HATCH PER MANUFACTURER'S INSTRUCTIONS, PAINT WITH

INTUMESCENT PAINT
11.03 PROVIDE NEW BATH EXHAUST VENTS, SEE DETAIL AND MECHANICAL SPECIFICATIONS FOR MORE

INFORMATION
DIVISION 22 - PLUMBING
22.01 NEW WATER SERVICE & METER - SEE MECHANICAL & PLUMBING PLANS & SPECS.
DIVISION 26
26.02 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 26 - ELECTRICAL
26.01 NEW ELECTRICAL SERVICE & MAIN - SEE ELECTRICAL PLANS & SPECS.
26.03 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 31 - EARTHWORK
31.01 GRADING TO BE DETERMINED BY CIVIL, TYP - SEE DRAWINGS
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SCALE:  1/4" = 1'-0"A202
2 PROPOSED SOUTH ELEVATION

SCALE:  1/4" = 1'-0"A202
1 PROPOSED EAST ELEVATION

REVISION SCHEDULE
NO. ISSUE DATE

CONSTRUCTION NOTES - SINGLE COLUMN
Key DESCRIPTION

DIVISION 1 - GENERAL
G.001 ALL FLOOR LEVELS ON THIS SHEET ARE ASSUMED TO BE AT ESTABLISHED DATUM UNLESS NOTED

OTHERWISE
G.002 ALL EXISTING FRAME SIZES TO BE VERIFIED IN FIELD FOR NEW DOORS
G.003 ALL PIPES, DUCTS AND BUSS DUCTS WHICH PENATRATE THE FLOOR CONSTRUCTION SHALL BE

INSTALLED SO AS TO MAINTAIN THE RESISTIVE RATING AND STRUCTURAL INTEGRITY OF THE WALL AND
CEILING ASSEMBLIES

G.004 PROTECT & REUSE ALL EXISTING FIREPLACE SURROUNDS
G.005 PROTECT & REUSE ALL EXISTING DOOR & WINDOW CASINGS
G.006 PROTECT & REUSE ALL EXISTING BASEBOARD TRIM
G.007 PROTECT & REUSE ALL EXISTING DECORATIVE PLASTER CROWN MOLDINGS AND MEDALLIONS, REPAIR

AND RESTORE AS REQUIRED.
G.008 PROTECT ALL EXISTING HARDWOOD FLOORS TO BE REPAIRED, REFURBISHED & REFINISHED
G.009 ALIGN ALL NEW WALL FINISHES WITH EXISTING WALL SURFACES
G.010 CLEAN ALL DOOR HINGES FOR DOORS TO BE REUSED
G.011 REFURBISH WINDOWS THROUGHOUT AND ADD STORMS
DIVISION 3 - CONCRETE
3.01 12” DIA CONC TUBE FOOTING TO FROST DEPTH MINIMUM - SEE STRUCTURAL DWGS.
3.02 NEW LALLY COLUMN POSTS - TYP. SEE STRUCTURAL DWGS.
G.012 WALL TAG NUMBERS REFER TO WALL TYPES SCHEDULE
DIVISION 4 - MASONRY
4.02 NEW COMPACTED STONE DUST WALKWAY - SEE SITE PLAN FOR GREATER EXTENT
4.03 5' x 5' POURED CONCRETE PATIO STEP LEVEL W/ INT. FF - SEE XX/XXX FOR DIMENSIONS
DIVISION 5
5.05 PROVIDE NEW PRE-FINISHED ALUMINUM DOWNSPOUTS AT EXISTING GUTTER OPENINGS AS SHOWN

WITH PATHS AS SHOWN. ANCHOR DOWNSPOUT WITH PRE-FINISHED LOW-GLOSS PROJECTING MOUNT
STAMPED DOWNSPOUT BRACKET. PROVIDE CONCRETE (OR APPROVED) SPLASHBLOCK.

DIVISION 5 - METALS
5.01 NEW METAL DOOR
5.02 PROVIDE/INSTALL 8" MIN CONT. VERT. METAL FLASHING AT ALL ROOF & WALL INTERSECTIONS
DIVISION 6 - WOOD, PLASTICS, COMPOSITES
6.01 REFURBISH ALL EXISTING FINISH FLOORING AND INSPECT EXISTING SUBSTRATE. MAKE LEVEL WHERE

NECESSARY AND PREPARE FOR NEW FLOORING
6.02 NEW PT WD FRAMED DECK AND STAIR CONSTRUCTION. COMPOSITE DECKING, GAP TO DRAIN, RUN

PARALLEL TO HOUSE, PICTURE FRAME EDGES. COORDINATE FOOTINGS W/ STRUCTURAL PLANS
6.03 AT LOCATION OF EXISTING FLOOR OPENING, PROVIDE NEW WOOD FLOOR STRUCTURE, BLOCKING,

INSTALL NEW FIRE REETARDENT ¾” T&G TREATED PLYWOOD SHEATHING AND NEW SPECIFIED FINISIH
FLOOR TO ACHIEVE FLOOR LEVEL EQUAL TO ADJOINING FLORO CONDITIONS.

6.04 PROVIDE NEW HANDRAIL AT EXISTING STAIR - 1 1/2" DIA CONTINUOUS INT- TO MEET ALL CODE
REQUIREMENTS. SEE DETAIL XX/XXX

6.05 REPAIR EXISTING HANDRAIL AS REQUIRED, RE-ANCHOR ALL BALUSTERS, NEWEL POSTS AND EITHER
RE-APPLY EXISTING TRIMWORK OR PROVIDE NEW TO MATCH EXISTING.

6.06 ADD WOOD COLUMN BASE AT EACH COLUMN. SEE DETAIL XX/XXX
6.07 NEW WD FRAMED PLATFORM
6.08 INFILL AT EXISTING CHIMNEY WITH FRAMING & SHEATHING
6.09 NEW REAR PORCH, COLUMNS, POSTS, RAILING, BRACKETS, ETC. TO MATCH EXISTING FRONT PORCH
6.14 IN EXISTING FIREPLACE MASONRY OPENING, PROVIDE 3/4" FINISH PLYWD PANEL W/ 2" XPS RIGID FOAM

INSULATION GLUED TO BACK SIDE. PROVIDE VERTICAL WD CLEAT AT REAR W/ REQUIRED HARDWARE
TO ALLOW PANEL TO BE REMOVED FOR FUTURE CHIMINEY INSPECTIONS). PRIME AND PAINT PANEL

6.15 PROVIDE NEW ADJUSTABLE SHELVING
6.17 PROVIDE NEW THRESHOLDS AT MATERIAL TRANSITION & FIRE RATED DOORS
6.18 REPAIR EXISTING WD TRIM AT EXT. DOORS, INC. WD PANELS UNDER SIDELITES, BASEBOARDS AND

MISC. TRIM AT FRONT DOOR
6.19 REPLACE CROWN AND FASCIA AT ENTIRE PERIMETER OF PORCH, REPLACE CROWN & FASCIA AT

PERIMETER OF NORTH WING (1 1/2 STORY SECTION). SEE DETAIL
6.20 REMOVE ALL PLASTER & LATH AND STRIP TO STUDS, KEEP CASINGS TO STUD
6.21 ADD NEW CROWN MOULDING AT PERIMETER OF CEILING
DIVISION 7 - THERMAL AND MOISTURE PROTECTION
7.01 NEW 6 MIL POLYETHALENE VAPOR BARRIER, TURNED 12" UP INT. FACE OF FOUNDATIONW ALL & NEW

COLUMNS. SEAL/TAPE @ COLUMNS, MECHANICALLY FASTENED, P.T. FURRING AT WALLS. VAPOR
BARRIER SHEETS OVERLAPPED 8"-12" MIN & TAPED.

7.02 NEW 3-PLY EPDM MEMBRANE ROOFING ON NEW 1/2" CDX ROOF SHEATHING ON EXISTING ROOF
SHEATHING

7.03 NEW PRE-FABRICATED OGEE PROFILE ALUMINUM GUTTERS - TYP.
7.04 NEW ARCHITECTURAL ASPHALT SHINGLES (1) LAYER #30 STD. SATURATED ROOF FELT ON EXISTING

SHEATHING FOR ROOF SLOPES GREATER THAN 3:12  - TYP.
7.05 NEW FLASHING, MIN 8" UP WALL
DIVISION 8 - OPENINGS
8.01 INFILL EXISTING WINDOW OPENING W/ BRICK
8.02 MAINTAIN ACCESS TO EXISTING CRAWL SPACE. ADJUST OPENING SIZE ACCORDINGLY
8.04 INSTALL TEMPERED GLASS LIGHTS IN EXISTING SIDELIGHT LOCATIONS
8.05 REFURBISH EXISTING DOOR - REPAINT & INSTALL NEW LOCK.
8.07
8.08 NEW WD WINDOW - SEE WINDOW SCHEDULE
8.09 NEW FRENCH DOORS, SINGLE UNIT - SEE DOOR SCHEDULE
8.10 INFILL EXISTING WINDOW OPENING - SEE DETAIL
8.13 INSTALL ALUMINUM TRIPLE TRACK, STORM & SCREEN WINDOW AT ALL WINDOWS - SEE WINDOW

SCHEDULE.
8.14 PROVIDE NEW INSULATED EXTERIOR DOOR W/ ASSOCIATED HARDWARE IN EXISTING FRAME, SEE

DOOR SCHEDULE FOR MORE INFORMATION
DIVISION 9 - FINISHES
9.01 REFURBISH & REPLACE EXISTING FIREPLACE INSERT
9.02 INFILL CONC. FLOOR
9.03 PREPARE & PAINT EXISTING WELL STRUCTURE
9.04 9.05 - REMOVE EXISTING LOOSE AND/OR CRACKED PLASTER TO FULLY EXPLOSE LATHE OR SOLID

SUBSTRATE. PATCH WITH SIMILAR THICKNESS GWB AND REPLASTER TO CREATE NEW CO-PLANAR
UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING. SEE INDIVIDUAL
KEYNOTE FOR QUANTITY.

9.05 REMOVE EXISTINSCRAPE, PRIME AND PAINT ALL EXISTING WD TRIM AT EXTERIOR. FILL MINOR CRACKS
AND SAND SMOOTH WHERE OCCURS. AT STEEL LINTELS, PAINT W/ HIGH PERFORMANCE COATING. SEE
PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND ANY ENVIRONMENTAL REQUIREMENTS,
INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.06 WHERE EXISTING GRILLES REMOVED, PROVIDE REQUIRED 2X FRAMING AND PATCH WITH SIMILAR
THICKNESS GWB AS ADJACENT ORIGINAL PLASTER AND REPLASTER AS REQUIRED TO CREATE NEW
CO-PLANAR UNIFORM SURFACE WITH ADJACENT WALL AREA. SAND AND PREPARE FOR PAINTING.

9.07 PROVIDE NEW WD. BASEBOARD TO MATCH EXISTING WHERE NECESSARY, TOOTH INTO EXISTING AT
LOCATIONS OF REMOVED RADIATORS OR OTHER WALL REPAIR, PAINT

9.08 PROVIDE NEW GWB. PRIME AND PAINT THROUGHOUT
9.09 PROVIDE NEW LEVEL 1/4" PLYWOOD SUBSTRATE AND RESILIENT FLOORING TILE AT BATHROOMS. SEE

SPECIFICATIONS FOR MORE INFORMATION
9.10 SCRAPE, PRIME AND PAINT ALL EXISTING WD INTERIOR TRIM TO REMAIN. FILL MINOR CRACKS AND

SAND SMOOTH WHERE OCCUR. SEE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION AND
ENVIRONMENTAL REQUIREMENTS, INCLUDING BUT NOT LIMITED TO, LEAD ABATEMENT, ETC.

9.11 NEW FLOOR FINISH ON NEW FLOOR DECKING ON NEW FLOOR JOISTS - SEE STRUCTURAL PLANS
DIVISION 10 - SPECIALTIES
10.01 5' WIDE PT WOOD RAMP @ 1:20 SLOPE FROM WALKWAY UP TO PORCH DECK
10.02 5' WIDE PT WOOD RAMP AT 1:20 SLOPE FROM PORCH DECK UP TO INT. FIRST FLOOR
DIVISION 11 - EQUIPMENT
11.01 INSTALL NEW LOCKABLE ATTIC ACCESS HATCH PER MANUFACTURER'S INSTRUCTIONS, PAINT WITH

INTUMESCENT PAINT
11.03 PROVIDE NEW BATH EXHAUST VENTS, SEE DETAIL AND MECHANICAL SPECIFICATIONS FOR MORE

INFORMATION
DIVISION 22 - PLUMBING
22.01 NEW WATER SERVICE & METER - SEE MECHANICAL & PLUMBING PLANS & SPECS.
DIVISION 26
26.02 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 26 - ELECTRICAL
26.01 NEW ELECTRICAL SERVICE & MAIN - SEE ELECTRICAL PLANS & SPECS.
26.03 PROVIDE ALL NEW LIGHT FIXTURES WHERE NOTED ON ELECTRICAL PLANS PROVIDED BY ARCHITECT
DIVISION 31 - EARTHWORK
31.01 GRADING TO BE DETERMINED BY CIVIL, TYP - SEE DRAWINGS
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SCALE:  3/4" = 1'-0"A203
1 PLAN DETAIL - BATH 2

SCALE:  3/4" = 1'-0"A203
2 CAFE NORTH WALL

SCALE:  3/4" = 1'-0"A203
5 BATH B - NORTH WALL

SCALE:  3/4" = 1'-0"A203
6 BATH B - SOUTH WALL

REVISION SCHEDULE
NO. ISSUE DATE

SCALE:  3/4" = 1'-0"A203
3 BATH B - WEST WALL

SCALE:  3" = 1'-0"A203
4 BEAM DETAIL

SCALE:  3/4" = 1'-0"A203
7 BATH 1 - NORTH WALL

SCALE:  3/4" = 1'-0"A203
8 BATH 1 - SOUTH WALL

SCALE:  3/4" = 1'-0"A203
9 BATH 1 - WEST WALL

SCALE:  3/4" = 1'-0"A203
10 PLAN DETAIL - BATH 1

SCALE:  3" = 1'-0"A203
11 TYPICAL CASED OPENING DETAIL
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THERMAL BARRIER

SEAL AS REQUIRED ALL OPENINGS AND GAPS W/ CLOSED CELL SPRAY FROM TO
ACHIEVE FULL AIR-BARRIER BETWEEN CONDITIONED AND UNCONDITIONED SPACES.
ABOVE THIS ASSEMBLY AND LOOSE BLOW-IN CELLULOSE TO ACHIEVE MIN R-40

MIN R-20 OPEN CELL SPRAY FOAM AT UNDERSIDE OF FIRST FLOOR/CEILING OF
BASEMENT FLOOR WITH A THERMAL BARRIER THAT IS TESTED IN ACCORDANCE WITH
AND MEETS THE ACCEPTED CRITERIA OF BOTH THE "TEMPERATURE TRANSMISSION
FIRE TEST" AND THE "INTENSITY FIRE TEST" OF NFPA 275. PRIOR TO THE INSTALLATION
OF THE SPRAY FOAM CLEAR ANY MISC. MATERIAL FROM BETWEEN JOISTS. COORDINATE
INSTALLATION WITH M.E.P./F.P.

THERMAL ENVELOPE NOTES:

SCALE:

DATE:
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SCALE:  1/4" = 1'-0"A301
1 PROPOSED LONGITUDINAL SECTION

SCALE:  1/4" = 1'-0"A301
2 PROPOSED TRANSVERSE SECTION 1

SCALE:  1/4" = 1'-0"A301
3 PROPOSED TRANSVERSE SECTION 2

REVISION SCHEDULE
NO. ISSUE DATE

THERMAL ENVELOPE
SECTION - TYP.
SEE LEGEND
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PNTD MDO BEADBOARD
SHEET

2X12 LEDGER

BROSCO CEDAR CAP
#CE9909100W, STAINED

4X4 STAIND CEDAR NEWEL
POST

PNTD WD 1 3/8" X 1 3/8"
BALUSTERS @ 4" O.C.

1/2" RADIUS AT NOSING, TYP.

1X PT WD RISER

PT WD SCOTIA

2X PT THRUST BLOCOK
BOLTED TO CONC. FOOTING

3"

10"X18" CONC FOOTING W/ (3)
#4 REBARS

EXPANSION JOINT

WALKWAY AS SPECIFIED

NOTE:
COORDINATE NUMBER OF RISERS WITH
PLANS AND FIELD CONDITIONS

2X6 PT BLOCKING

PNTD METAL HANDRAIL

6X6 POST & CONC FTG -
SEE DETAIL

1X6 COMPOSITE - SLOPE
AWAY FROM HOUSE

2X6 PT FRAMING SEE
STRUCTURAL PLANS

2X6 PT LEDGER &
STRINGER HANGER

2X PT WD STRINGER

2' 
- 1

0"
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SCALE:  1 1/2" = 1'-0"A303
1 WALL SECTION - REAR PORCH

REVISION SCHEDULE
NO. ISSUE DATE



2 6

2
6

2
6

2 6

2 6

2 6

2 6

2 6

2 6

2 6

2 6

2
6

2
6

2 6 2 4

2 6

2 4

EXISTING WD CROWN
MOULDING - REPAIR
AND OR REPLACE IN
KIND - SEE ELEVATIONS
& SPECS FOR
ADDITIONAL SCOPE

FASCIA

SOFFIT BOARD

COVE MOULDING

BAND MOULDING

DECORATIVE
BRACKET
COLUMN WRAP PROFILE

NEW 1X WD BASE
PROFILE TO MATCH
EXIST

COVE MOULDING

BROSCO CEDAR CAP
#CE9909100W, STAINED

4X4 PT WD POST

2 1/4"

3'3'-
0"

1 1
/2"

1 1/2" DIA PNTD PIPE RAIL ON
METAL HANDRAIL BRACKET
W/ MEATL PLATE

1X6 PNTD CEDAR
BASE W/ PROFILE

1" STANDOFF AT
BOTTOM OF STAIRS

INFILL:
NEW 2x WD FRAMING
W/ BLOWN IN CELLULOSE
INSULATION
W/ BUILDING PAPER

EXIST. WD
DOOR, FIXED,
SEALED,
PNTD

NEW PNTD
5/8" TYPE
"X" GWB

EXISTING WALL
FRAMING, EXT
SHEATHING, TRIM &
SIDING

EXISTING CASING
TO REMAIN

8x8 POST & CONC. FTG
CONT. 6x6 WD POST NOTCH
TO SUPPORT 2x FRAMING

SIMPSON STRONG-TIE CO.,
INC. #ABU66 (OR EQUAL) GALV.
ADJUSTABLE POST BASE
CONNECTOR W/ 5/8" DIA. GALV.
ANCHOR (5" MIN. EMBEDMENT)

10" CONC. FILLED SONOTUBE
FTG

B.O. FOOTING

40" MIN. BELOW FINISHED
GRADE

12" COMPACTED STONE
FOOTING BASE

FIN. GRADE - VARIES

40°

2 x 6

METAL FLASHING
AT JOINT

HORIZONTAL
SIDING

ASPHALT SHINGLES ON
15 LB. FELT
PNTD 1x6 T&G
DECKING

12

12

PNTD WD
LEDGER

LET BRACE
INTO PILASTER

2" DIA. HOLES
TYP.

PNTD WD
BRACKET WITH
CHAMFER AT
ARC

2 x
 6

3"

4"

LINES OF
DOUBLE 2 x 6
RAFTERS
WITH SHAPED
RAFTER TAILS
BEYOND

METAL
FLASHING
BENEATH
SIDING

DOOR
BEYOND

2 x 6 RAFTERS
WITH SHAPED
RAFTER TAILS

PNTD WD
BRACKET

1 x 5 PNTD
WD PILASTER

SECTION ELEVATION

R: 5'-0"

R: 1-3/8"

2 1/2"

3"

3" MIN

R: 2"

7 1
/2"

3 1
/2"

3"

9"

EXIST WD BACK BAND

EXIST WD HEAD CASING

EXIST WD WINDOW CASING

NEW SIDING TO
MATCH EXIST SIDING

EXISTING WD SILL

FOLD LINE

ST
EP

 1

STEP 2

STEP 1: CUT HOUSE WRAP IN
INVERTED "Y" FORM AND ALONG
HEAD AS SHOWN

STEP 2: INSTALL FORMABLE SILL
FLASHING

STEP 3: INSTALL JAMB FLASHING
OVER NAILING FIN

STEP 4: INSTALL HEAD FLASHING

STEP 5: FOLD HOUSE WRAP OVER
HEAD FLASHING AND TAPE DOWN
AT CORNERS

STEP 4

ST
EP

 3

STEP 5

NOTE:
1. ALL WINDOWS TO BE INSTALLED WITH
THIS METHOD OF FLASHING INCLUDING
PACKED OUT BAYS.

2. SEALANTS, HOUSEWRAPS AND
FLASHINGS MUST BE CHEMICALLY
COMPATIBLE

PNTD WD PREHUNG DOOR JAMB
AND JAMB EXTENSION - TYP

SCHEDULED DOOR

3 1/2" PNTD WD CASING - TYP

WD SHIM - AS REQ'D - TYP

HEAD DETAIL

SCHD FINISH FLOOR ON 3/4"
T&G SUBFLOOR

ALUM THRESHOLD -
1/2" MAX. HEIGHT

PNTD EXTERIOR  DOOR
W/ WEATHERSTIPPING, - TYP
SEE DOOR SCHEDULE

PORCH DECK - SEE DETAILS

5/4" PNTD WD TRIM

EXTERIORINTERIOR

SEALANT BETWEEN
DOOR FRAME &
ROUGH OPENING - TYP

CONT SILL FLASHING - TYP

LINE OF JAMB BEYOND

1/2"

1/2" PT PLYWD
SHEATHING

SILL
DETAIL

JAMB DETAIL

PREHUNG PNTD WD DOOR JAMB

BACKER ROD AND SEALANT
BETWEEN DOOR AND ROUGH
OPENING - TYP

5/4 x 6 PNTD WD TRIM

LINE OF THRESHOLD BELOW

3 1/2" PNTD WD CASING - TYP

5/8" PNTD GWB - TYP

1/2" PT PLYWD SHEATHING

SIDING - TYP

5/4 x 6 PRE-PRIMED WD HEAD CASING

CONT METAL
FLASHING - EXTEND
8" MIN BELOW SIDING

15#  FELT AIR INFILTRATION
BARRIER TO WRAP OPNG - TYP

CONT METAL FLASHING -
EXTEND 8" MIN BELOW SIDING

BACKER ROD AND SEALANT BETWEEN
WINDOW AND ROUGH OPENING - TYP

PNTD WD EXTENSION JAMB - TYP

15#  FELT AIR INFILTRATION
BARRIER TO WRAP OVER FLANGE - TYP

SCHEDULED WINDOW - TYP

SEALANT - TYP

1x6 WD HEAD CASING

INTERIOR EXTERIOR

INSTALLATION FLANGE - TYP

HEAD

JAMB

BACKER ROD AND SEALANT
BETWEEN WINDOW AND
ROUGH OPENING - TYP

PNTD WD EXTENSION JAMB - TYP

3 1/2" PNTD WD CASING - TYP

HORIZONTAL SIDING - TYP

15#  FELT AIR INFILTRATION BARRIER
TO WRAP OPNG - TYP

SCHEDULED WINDOW - TYP

5/8" PNTD GWB - TYP

SHIM SPACE

5/4x6 PRE-PRIMED &  PNTD WD CASING

STOOL
BELOW

SEALANT - TYP

MEMBRANE PAN FLASHING

2 6

BACKER ROD AND SEALANT BETWEEN
WINDOW AND ROUGH OPENING - TYP

5/4x PNTD CEDAR SILL WITH DRIP CUT - TYP

PNTD WD STOOL CAP

PNTD WD WINDOW
STOOL EXTENSION

1x WD BLOCKING

SILL 1x4 PNTD WD APRON - TYP.

5°

MEMBRANE PAN FLASHING

3 1/2" WD HEAD CASING

FLOOR FRAMING - JOISTS
PARALLEL

FLOOR FRAMING - JOISTS
PERPENDICULAR

PT PT

WEB STIFFENERS PER
MANUFACTURER'S
INSTRUCTIONS

FLOOR JOIST

3/4" T&G FIR
PLYWOOD, GLUED
AND SCREWED

WEB STIFFENERS PER
MANUFACTURERS
SPECIFICATIONS

DROPPED GIRDER

DROPPED GIRDER
DETAIL

EXTERIOR CORNER
FRAMING DETAIL

EXTERIOR "T" INTERSECTION
FRAMING DETAIL

EXTERIOR "T"
INTERSECTION FRAMING
DETAIL 2

SCALE:
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SCALE:  1 1/2" = 1'-0"A501
1 DETAIL SECTION - EXISTING PORCH

REVISION SCHEDULE
NO. ISSUE DATE

SCALE:  3" = 1'-0"A501
2 NEWEL POST DETAIL

SCALE:  1 1/2" = 1'-0"A501
4 DETAIL - BARN DOOR INFILL

SCALE:  1" = 1'-0"A501
5 TYPICAL PORCH FOOTING

SCALE:  1" = 1'-0"A501
6 DETAIL @ DOOR CANOPY

SCALE:  3/4" = 1'-0"A501
7 DETAIL @ INFILLED WINDOW

EXTERIOR

SCALE:  3/4" = 1'-0"A501
3 TYPICAL WINDOW FLASHING

SCALE:  3" = 1'-0"A501
8 TYPICAL EXTERIOR DOOR DETAIL

SCALE:  3" = 1'-0"A501
9 TYPICAL WINDOW DETAILS

SCALE:  1 1/2" = 1'-0"A501
10 TYPICAL FRAMING DETAILS



BLOCKING FOR
GRAB BAR

MIRROR  &
WALL SCONCE

(ADA)

3' 
- 4

" M
AX

2' 
- 1

0"

MA
X

WALL HUNG
LAVATORY SINK (ADA)

GRAB BAR

NOTE:
FOLLOW MFGS
INSTRUCTIONS FOR
ADA INSTALLATION

FLOOR LINE

WALL SWITCH &
WALL MOUNTED

TELEPHONE (ADA)

T

THERMOSTAT
(ADA)

3' 
- 8

"

3' 
- 8

"

MOUNTING HEIGHT SCHEDULE  NOTES:
1. SEE INTERIOR ELEVATIONS FOR ALL CABINET & BATHROOM CONFIGURATIONS.
2. CABINET STYLES ARE ONLY DIAGRAMMATIC - SEE SPECIFICATIONS FOR TYPE.

ADA ACCESSIBLE MOUNTING HEIGHT SCHEDULE

FIRE
EXTINGUISHER

CABINET

4' 
- 0

" M
AX

3' 
- 0

"

T.
O.

  G
RA

B 
 B

AR

3' 
- 6

"

SOAP
DISPENSER

(ADA)

10
"

3' 
- 6

"

TOWEL
DISPENSER /
WASTE (ADA)

TOILET PAPER
HOLDER (ADA)

2' 
- 0

"

2' 
- 1

1 1
/4"

PNTD 5/8"
"BLUEBOARD" TYPE
"X" W/ VENEER
PLASTER

EXISTING STUDS - OR NEW
2X WD STD FRIPPED TO
MATCH CAVITY DEPTH @
16" O.C. IF NEW

2X FRAMED WALL

PTD 5/8" "GREENBOARD"
TYPE "X" ON WET SIDE

2X4 FRAMED WET WALL1 2

ADD ACOUSTICAL INSULATION1B
ADD CELLULOSE INSULATION1C

PNTD 5/8"
"BLUEBOARD" TYPE "X"
W/ VENEER PLASTER

EXISTING STUDS - OR 2X4
WD STD @ 16" O.C. IF NEW

2X FIRE-RATED WET WALL - 1 HR2A

2X EXTERIOR WALL INFILL

2X WD STUD - MATCH EXISTING

PNTD 5/8" BLUEBOARD TYPE "X"
W/ VENEER PLASTER,
SUBSTITUTE 5/8" TYPE "X"
GREENBOARD IN WET LOCATIONS

3

EXTERIOR SHEATHING & VAPOR
BARRIER

BLOWN-IN DAMP INSULATION - FILL
CAVITY - R13 MIN

EXTERIOR FINISH AS SPECIFIED

TYPICAL FIRST FLOOR CEILING
2

NEW SCHEDULED
FINISH FLOOR ON
EXISTING SUBFLOOR
EXISTING FRAMING

NEW 1X3 WD
FURRING STRIPS

NEW 5/8"
TYPE "X" GWB TYPICAL BASEMENT CEILING

3

NEW SCHEDULED
FINISH FLOOR ON
EXISTING SUBFLOOR

EXISTING FRAMING

NEW 1X3 WD
FURRING STRIPS

NEW 5/8"
TYPE "X" GWBTYPICAL SECOND FLOOR CEILING

1

NEW SCHEDULED
FINISH FLOOR ON
EXISTING SUBFLOOR
EXISTING FRAMING

NEW 1X3 WD
FURRING STRIPS
NEW 5/8"
TYPE "X" GWB

BLOWN-IN CELLULOSE
INSULATION

2X  FIRE-RATED WALL - 1 HR1A
ADD ACOUSTICAL INSULATION2B

GENERAL DOOR SCHEDULE NOTES:

1. ALL RATED DOORS TO RECEIVE SPRING HINGES; SEE SPECIFICATIONS FOR MORE
INFORMATION

3. FIELD VERIFY ALL DOOR DIMENSIONS FOR EXITING OPENINGS

2. ALL DOORS TO RECEIVE ADA-COMPLIANT LEVERS: SEE SPECIFICATIONS FOR MORE
INFORMATION

5. SUPPLY & INSTALL EITHER FLOOR MNTD DOOR STOPS OR HINGED DOOR STOPS AT
ALL DOORS

4. SEE SPECIFICATIOSN FOR DOOR HARDWARE SCHEDULE

TYPE A
COTTAGE

TYPE F
DOUBLE HUNG

80
"

34"

34"

64
 1/

4"

32 1/2"

53
 1/

2"

28"

28
"

36"

5' 
- 5

"

A B C D F GTYPE B
DH

TYPE C
DH

TYPE D
NEW BOSTON
SASH - TO MATCH
TYPE C

TYPE G
OPERABLE LOUVRES

34"

60
 1/

4"

E TYPE E
DH

32 1/2"

53
 1/

2"

H TYPE J
FRONT ENTRY
SIDELIGHT

6' 
- 8

"

1' - 0"

TYPE - E
EXISTING ENTRY DOOR

TYPES - A & C
INT. MOULDED, SOLID CORE
20-MIN. FIRE RATED, 1-3/4" THICK
JELDWEN - CAMBRIDGE,
SMOOTH OR EQ.

TYPE - G
INSULATED FIBERGLASS
FRENCH / HINGED PATIO DOOR -
THERMA-TRU SMOOTH-STAR  OR EQ.

TYPE INT- B
INT.MOULDED, HOLLOW CORE
1-3/8" THICK
JELDWEN - CAMBRIDGE, SMOOTH
OR EQ.

TYPE - D
INSULATED FIBERGLASS
JELDWEN SMOOTH 1-PANEL 6-
LIGHT EXT. DOOR - OR EQ.

TYPE - F
METAL DOOR
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SCALE:  1/2" = 1'-0"
MOUNTING HEIGHT SCHEDULE

ROOM FINISH SCHEDULE

ROOM NO. ROOM NAME
NET AREA

(SF)
ROOM FINISHES CEILING

HEIGHT

ROOM
FINISHES

COMMENTSFLOOR BASE WALL CEILING

001 BASEMENT 870 SF EXIST CONC
002 CRAWLSPACE 379 SF EARTH
100 HALL 1 78 SF EXISTING HDWD GWB EXISTING HDWD FLOORS TO BE SANDED, PATCHED & FINISHED WITH 3 COATS OF STAIN
101 HALL 2 63 SF EXISTING HDWD GWB
102 HALL 3 66 SF EXISTING HDWD GWB
103 OFFICE 1 195 SF EXISTING HDWD GWB
104 OFFICE 2 152 SF EXISTING HDWD GWB
105 MEETING ROOM 1 218 SF EXISTING HDWD GWB
106 MEETING ROOM 2 408 SF LVT GWB LAMINATED VENEER TILE
107 BATH 1 48 SF LVT GWB
108 BATH 2 48 SF LVT GWB
109 IT CLOSET 32 SF LVT GWB
110 CL. 6 SF HDWD GWB
111 CL. 0 SF HDWD GWB
112 EXIST. PORCH 0 SF HDWD GWB
113 NEW PORCH 311 SF WOOD DECK GWB
200 HALL 4 192 SF EXISTING HDWD GWB
201 OFFICE 3 191 SF EXISTING HDWD GWB
202 OFFICE 4 157 SF EXISTING HDWD GWB
203 OFFICE 5 195 SF EXISTING HDWD GWB
204 OFFICE 6 181 SF EXISTING HDWD GWB
205 STORAGE 404 SF EXISTING HDWD GWB

SCALE:  1" = 1'-0"
WALL& CEILING TYPES

REVISION SCHEDULE
NO. ISSUE DATE

DOOR SCHEDULE

DOOR NO.

DOOR
FROM ROOM

NO.
TO ROOM

NO.

DOOR FRAME
DOOR

HARDWARE COMMENTS Level
OPENING SIZE

THICKNESS TYPE MATERIAL FINISHWIDTH HEIGHT

BASEMENT
001A 4' - 0" 6' - 0" 001 F METAL (none) BASEMENT

FIRST FLOOR
100A 2' - 10" 6' - 8" 100 0' - 1 3/4" E (EXISTING - VIF.) PNTD 10 FIRST FLOOR
101A 3' - 0" 6' - 8" 101 0' - 2" D INSULATED

FIBERGLASS
PNTD (none) FIRST FLOOR

102A 3' - 0" 6' - 8" 102 113 0' - 2" D INSULATED
FIBERGLASS

PNTD (none) FIRST FLOOR

102B 3' - 0" 6' - 8" 101 102 0' - 1 3/4" C SOLID CORE
WOOD

PNTD (none) 20 MIN FIRE RATED FIRST FLOOR

102C 3' - 0" 6' - 8" 113 106 0' - 2" P INSULATED
FIBERGLASS

PNTD (none) FIRST FLOOR

103A 2' - 8" 6' - 8" 100 103 0' - 1 3/4" A SOLID CORE
WOOD

PNTD (none) 20 MIN FIRE RATED FIRST FLOOR

103B 2' - 8" 6' - 8" 103 0' - 1 3/8" B WOOD
FIBERBOARD

PNTD (none) FIRST FLOOR

104A 3' - 0" 6' - 8" 101 104 0' - 1 3/4" C SOLID CORE
WOOD

PNTD (none) 20 MIN FIRE RATED FIRST FLOOR

104B 2' - 8" 6' - 8" 104 0' - 1 3/8" B (none) FIRST FLOOR
105A 2' - 8" 6' - 8" 100 105 0' - 1 3/4" A SOLID CORE

WOOD
PNTD (none) 20 MIN FIRE RATED FIRST FLOOR

105B 3' - 0" 6' - 8" 106 105 0' - 1 3/4" C WOOD
FIBERBOARD

PNTD (none) FIRST FLOOR

105C 2' - 8" 6' - 8" 109 105 0' - 1 3/8" B WOOD
FIBERBOARD

PNTD (none) FIRST FLOOR

106A 3' - 0" 6' - 8" 113 106 0' - 2" Y INSULATED
FIBERGLASS

PNTD (none) FIRST FLOOR

106B 3' - 0" 6' - 8" 106 0' - 2" D INSULATED
FIBERGLASS

PNTD (none) FIRST FLOOR

107A 3' - 0" 6' - 8" 102 107 0' - 1 3/4" C WOOD
FIBERBOARD

PNTD (none) NEW MARBLE THRESHOLD FIRST FLOOR

108A 3' - 0" 6' - 8" 102 108 0' - 1 3/4" C WOOD
FIBERBOARD

PNTD (none) NEW MARBLE THRESHOLD FIRST FLOOR

SECOND FLOOR UPPER
201A 2' - 8" 6' - 8" 200 201 0' - 1 3/4" A SOLID CORE

WOOD
PNTD (none) 20 MIN FIRE RATED SECOND FLOOR

UPPER
201B 2' - 8" 6' - 8" 200 201 0' - 1 3/4" A SOLID CORE

WOOD
PNTD (none) 20 MIN FIRE RATED SECOND FLOOR

UPPER
202A 2' - 8" 6' - 8" 200 202 0' - 1 3/4" A SOLID CORE

WOOD
PNTD (none) 20 MIN FIRE RATED SECOND FLOOR

UPPER
202B 2' - 8" 6' - 8" 202 0' - 1 3/8" B WOOD

FIBERBOARD
PNTD (none) SECOND FLOOR

UPPER
203A 2' - 8" 6' - 8" 200 203 0' - 1 3/4" A SOLID CORE

WOOD
PNTD (none) 20 MIN FIRE RATED SECOND FLOOR

UPPER
204A 2' - 8" 6' - 8" 200 204 0' - 1 3/4" A SOLID CORE

WOOD
PNTD (none) 20 MIN FIRE RATED SECOND FLOOR

UPPER
204B 2' - 8" 6' - 8" 200 204 0' - 1 3/4" A SOLID CORE

WOOD
PNTD (none) 20 MIN FIRE RATED SECOND FLOOR

UPPER
205A 2' - 8" 6' - 8" 205 200 0' - 1 3/4" A SOLID CORE

WOOD
PNTD (none) 20 MIN FIRE RATED SECOND FLOOR

UPPER

WINDOW SCHEDULE

TYPE MARK
UNIT SIZE

Operation MATERIAL FINISH COMMENTSWIDTH HEIGHT

A 2' - 10" 6' - 8" NEW TRIPLE TRACK ALUM STORM WINDOW W/ 1/2 SCREEN
B 2' - 10 1/2" 5' - 4 1/2" NEW TRIPLE TRACK ALUM STORM WINDOW W/ 1/2 SCREEN
C 2' - 8 1/2" 4' - 5 1/4" NEW TRIPLE TRACK ALUM STORM WINDOW W/ 1/2 SCREEN
D 2' - 6 5/8" 4' - 1" NEW BOSTON SASH, DH, WD, DIVIDED LIGHT 6/6 LIGHT
E 2' - 10 1/2" 5' - 0 1/2" NEW TRIPLE TRACK ALUM STORM WINDOW W/ 1/2 SCREEN
F 2' - 4" 2' - 4" NEW TRIPLE TRACK ALUM STORM WINDOW W/ 1/2 SCREEN
G 3' - 0" 3' - 4" LOUVRES W/ SCREEN
H 0' - 10" 6' - 4" NEW SIDELIGHTS AT FRONT ENTRY

SCALE:  3/8" = 1'-0"A600
1 WINDOW TYPES

SCALE:  3/8" = 1'-0"A600
2 DOOR TYPES



CRAWLSPACE
002

BASEMENT
001

T

T

EHUH

1

EHUH

2

OFFICE 1
103

MEETING ROOM 1
105

OFFICE 2
104

BATH
108

BATH
107

HALL
101

HALL
102

MEETING ROOM 2
106

IT
 C

LO
SE

T
10

9

HALL
100

EXIST. PORCH

NEW PORCH
113

SSACC

2

SSACC

1A

SSACC

1B

SSAC

1B2

SSAC

1B1

CEF

1

SSAC

1A1

SSAC

1A4
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CONDENSATE

PUMP (TYP)

DRAIN

HOSE (TYP)

CAP UNUSED BC

CONNECTIONS

TO ADDITIONAL

TERMINAL UNITS

PIPING

CONNECTION

(TYP)

BALL VALVE

(TYP)

TEST PORT

(TYP)

NOTE:

REFER TO PLANS FOR ACTUAL

NUMBER OF TERMINAL UNITS &

REFRIGERANT LINE SIZES.

NTS

HEAT PUMP SYSTEM PIPING SCHEMATIC

SSAC-1A1

SYMBOL

SEE SCHEM. MSZ-GEO6NA

MODEL

(BASED ON MITSUBISHI) HEAT PUMP SCHEDULE

OAT °F

COOLING DATA

TOTAL MBH VOLTAGE

ELECTRICAL DATA

MCA

NOTES

CONDENSER

SYMBOL

COOLING HEATING

6 MBH 7.2 MBH 90 6 1 208V-1Ø

NOMINAL CAPACITY

OAT °F

HEATING DATA

TOTAL MBH

0 5.9

MOCP

SEE SCHEM.

NOTES:

1. PROVIDE WITH DISCONNECTS.  REFER TO ELECTRICAL PLANS FOR RATINGS & COORDINATE WITH E.C.

6. REFER TO PIPING DIAGRAM FOR ADDITIONAL INFORMATION.

2. REFER TO MANUFACTURERS' GUIDELINES FOR LINE SIZING, AND ALL INSTALLATION INSTRUCTIONS.

5. FURNISH AND INSTALL ALL REQUIRED INTERLOCKING CONTROLS & PIPING FOR REQUIRED SEQUENCE OF OPERATIONS.

3. PROVIDE EACH SYSTEM WITH MULTI CONNECTION PIPING MANIFOLDED BC CONTROLLERS & BALL VALVE FOR ISOLATION AT EACH REFRIGERATION PIPE RUNOUT.

4. PROVIDE AG-150 PACKAGE, WEB BASED, FACTORY START-UP AND ALL ADDITIONAL ACCESSORIES REQUIRED FOR COMPLETE SYSTEM OPERATION.

SSAC-1A2

SSAC-1A4

208V-1ØSEE SCHEM.1MSZ-GEO9NA 9 MBH 13.5 MBH 90 9 0 8.8

7. RUN 3/4" CONDENSATE PIPING TO NEAREST DRAIN

SEE SCHEM.

NOTES:

SSACC-1A

SYMBOL

CONDENSING UNIT SCHEDULE

CONDENSER FAN

KW

COMPRESSOR DATA

No. FLA VOLTAGE No. KW MOP

ELECTRICAL DATA

(BASED ON MITSUBISHI)

VOLTAGEFLA MCA VOLTAGE

NOTES

NOMINAL

CAPACITY

4 TONS 1 --- --- 208V-1Ø 2 --- .4 EACH 208V-1Ø 42 50 208V-1Ø 1

MODEL #

--- 208V-1Ø 1 --- 1.9 208V-1Ø 29 40 208V-1Ø 11 1/2 TONS 1 ---MXZ-2C20NA

MXZ-8C48NA

SSACC-1B

SSACC-2 4 TONS 1 --- --- 208V-1Ø 2 --- .4 EACH 208V-1Ø 42 50 208V-1Ø 1MXZ-8C48NA

208V-1ØSEE SCHEM.1MSZ-GEO9NA 9 MBH 13.5 MBH 90 9 0 8.8 1,2,3,4,5,6,7SEE SCHEM.

6 MBH 7.2 MBH 90 6 1 208V-1Ø0 5.9 SEE SCHEM.SEE SCHEM. MSZ-GEO6NA

1 208V-1Ø5.9 SEE SCHEM.

1 208V-1Ø5.9 SEE SCHEM.

6 MBH 7.2 MBH 90 6 0SEE SCHEM. MSZ-GEO6NA

6 MBH 7.2 MBH 90 6 0SEE SCHEM. MSZ-GEO6NA

208V-1ØSEE SCHEM.1MSZ-GEO12NA 12 MBH 13.5 MBH 90 12 0 11.8SEE SCHEM.

SSAC-1A3

SSAC-1A5

SSAC-1A6

208V-1ØSEE SCHEM.1MSZ-GEO9NA 9 MBH 13.5 MBH 90 9 0 8.8

208V-1ØSEE SCHEM.1MSZ-GEO9NA 9 MBH 13.5 MBH 90 9 0 8.8

208V-1ØSEE SCHEM.1MSZ-GEO9NA 9 MBH 13.5 MBH 90 9 0 8.8

SEE SCHEM.

SEE SCHEM.

SEE SCHEM.

SSAC-2A1

SSAC-2A2

SSAC-2A5

SSAC-2A6

208V-1ØSEE SCHEM.1MSZ-GEO9NA 9 MBH 13.5 MBH 90 9 0 8.8

208V-1ØSEE SCHEM.1MSZ-GEO9NA 9 MBH 13.5 MBH 90 9 0 8.8

SEE SCHEM.

SEE SCHEM.

SSAC-2A3

SSAC-2A4

VOLTAGE

ELECTRICAL DATA

ELECTRIC UNIT HEATER SCHEDULE

1. PROVIDE DISCONNECT

NOTES:

EHUH-1

SYMBOL CFMMODEL

AMPS

FAT °FKW MBH NOTES

(BASED ON QMARK)

350 3MUA-03-81 208/1/60
10.2

14.5 190

EHUH-2 350 5MUA-05-81 208/1/60
17.07

24 190

1.  FURNISH WITH HANGING KIT, BACKDRAFT DAMPER, BULBS, AND FV-WCS31-W SWITCH, WIRED BY ELECTRICAL CONT.

2. PROVIDE ALUMINUM ROOF JACK WITH BACKDRAFT DAMPERS

CEILING

EXHAUST FAN SCHEDULE

CEF-1

NOTES:

BATHROOM
FV-11VQL6

SYMBOL AREA SERVED MODEL TYPE

23 WATTS

90

1/4"
115/1/60 1,2

NOTES

MOTOR DATA

POWER

CFM ESP

(IN)

(BASED ON PANASONIC)

VOLTAGE

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7

1,2,3,4,5,6,7
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SEISMIC RESTRAINT NOTE

A. GENERAL: IT IS THE INTENT OF THIS SEISMIC SPECIFICATION TO KEEP ALL ELECTRIAL BUILDING SYSTEM COMPONENTS IN

PLACE DURING A SEISMIC EVENT. ALL ELECTRICAL SYSTEMS MUST BE INSTALLED IN STRICT ACCORDANCE WITH SEISMIC

CODES, COMPONENT MANUFACTURER'S AND BUILDING CONSTRUCTION STANDARDS.  WHENEVER A CONFLICT OCCURS

BETWEEN THE MANUFACTURER'S OR CONSTRUCTION STANDARDS, THE MOST STRINGENT SHALL APPLY.

B. THIS CONTRACTOR SHALL ENGAGE A PROFESSIONAL STRUCTURAL ENGINEER REGISTERED IN THE JURISDICTION OF

THIS PROJECT TO REVIEW THE ENTIRE INSTALLATION TO DETERMINE ALL SEISMIC RESTRAINT REQUIREMENTS AND

METHODS.  CONTRACTOR SHALL SUBMIT A REPORT OUTLINING THE STRUCTURAL ENGINEER'S REVIEW AS WELL AS

SEISMIC RESTRAINT SHOP DRAWINGS AND SUPPORTING CALCULATIONS PREPARED BY THE PROFESSIONAL STRUCTURAL

ENGINEER FOR REVIEW BY THE ARCHITECT.

C. SEISMIC RESTRAINTS SHALL BE DESIGNED IN ACCORDANCE WITH SEISMIC FORCE LEVELS AS DETAILED IN THE

APPLICABLE BUILDING CODE.

1. ALL EQUIPMENT, CONDUIT AND PULL BOXES SHALL BE ADEQUATELY RESTRAINED TO RESIST SEISMIC FORCES.

RESTRAINT DEVICES SHALL BE DESIGNED AND SELECTED TO MEET SEISMIC REQUIREMENTS AS DEFINED IN THE LATEST

ISSUE OF THE BOCA NATIONAL BUILDING CODE IN ACCORDANCE WITH THE APPLICABLE SEISMIC ZONE.

2. ANCHOR BOLT CALCULATORS, SIGNED AND STAMPED BY A REGISTERED PROFESSIONAL ENGINEER, SHALL BE

SUBMITTED SHOWING ADEQUACY OF THE BOLT SIZING AND TYPE.  STAMPED CALCULATIONS SHALL ALSO BE FURNISHED

FOR ANCHORS ON RESTRAINT DEVICES, CABLES, ISOLATORS AND RIGIDLY MOUNTED EQUIPMENT.

TYPICAL ELECTRICAL NOTES

FURNISH LABOR, MATERIALS, EQUIPMENT AND SERVICES NECESSARY FOR THE PROPER AND

COMPLETE INSTALLATION OF ALL ELECTRIC WORK SHOWN ON THE DRAWINGS AND HEREIN

SPECIFIED.

OBTAIN AND PAY FOR ALL REQUIRED PERMITS AND INSPECTIONS.

ALL BRANCH CIRCUITS RATED AT 120 VOLTS, 20 AMPERES EXCEEDING 75 FEET SHALL BE

MINIMUM #10 AWG.

ALL WORK SEQUENCES SHALL BE COORDINATED WITH THE ARCHITECT AND SHALL BE

COORDINATION WITH OTHER BUILDING TRADES AND ARCHITECTS BUILDING SCHEDULES.

THE ELECTRICAL CONTRACTOR SHALL CLEAN AT THE END OF EACH DAY ALL AREAS WORKED

IN. EMPTY BOXES, RUBBISH, AND OTHER CONSTRUCTION MATERIALS OF NO USE SHALL BE

REMOVED FROM THE BUILDING.

MATERIALS AND WORKMANSHIP SHALL BE THE BEST OF THEIR RESPECTIVE KIND AND IN FULL

ACCORDANCE WITH THE MOST MODERN ELECTRICAL CONSTRUCTION STANDARDS. ALL

MATERIAL SHALL BE NEW, UNLESS OTHERWISE NOTED AND FREE OF ANY DEFECTS.

ALL ELECTRICAL INSTALLATIONS AND GROUNDING SHALL BE IN STRICT ACCORDANCE WITH THE

LATEST REQUIREMENTS OF THE LOCAL, STATE AND NATIONAL CODES.

ALL ITEMS NOT SHOWN ON THE DRAWINGS OR CALLED FOR IN THE SPECIFICATIONS, BUT

WHICH ARE NECESSARY TO MAKE A COMPLETE ELECTRICAL INSTALLATION, SHALL BE

FURNISHED AND INSTALLED AS PART OF THIS PROJECT.

7.

6.

8.

3.

2.

1.

4.

5.

SINGLE POLE SWITCH; "a" INDICATES LIGHTING FIXTURES CONTROLLED.

FUSED DISCONNECT SWITCH. 60/50 INDICATES FRAME SIZE/FUSE SIZE IN THAT

ORDER. STARTERS FOR HVAC EQUIPMENT BY MECHANICAL CONTRACTOR.

GROUND.

42" AFF

DUPLEX CONVENIENCE OUTLET; 125 VOLT, 20 AMPERE, U-SLOT GROUNDING

TYPE. (SUBSCRIPT "2" INDICATES CIRCUIT NUMBER)

DUPLEX CONVENIENCE OUTLET; 125 VOLT, 20 AMPERE, U-SLOT GROUNDING

TYPE. (SUBSCRIPT "2" INDICATES CIRCUIT NUMBER)

JUNCTION BOX; SIZE AS REQUIRED PER CODE.

TEL./DATA OUTLET; PROVIDE 3/4"C. W/ PULL STRING FROM OUTLET TO ABOVE

DROP CEILING & HOMERUN CABLE TO TERMINATION POINT.

DATA OUTLET; PROVIDE 3/4"C. W/ PULL STRING FROM OUTLET TO ABOVE DROP

CEILING & HOMERUN CABLE TO TERMINATION POINT.

PANELBOARD SURFACE MOUNTED; 120Y/208V, 1-PHASE, 3-WIRE. REFER TO

"BRANCH CIRCUIT PANELBOARD SCHEDULES" ON PLANS FOR APPLICABLE

INFORMATION.

HOMERUN TO PANELBOARD (LOADCENTER); "A" INDICATES PANEL, "1,3"

INDICATES CIRCUIT NUMBERS. REFER TO "TYPICAL CIRCUITING DETAIL" ON

PLANS.  NOTE: ALSO INDICATED AS A/1,3.

TELEPHONE OUTLET; PROVIDE 3/4"C. W/ PULL STRING FROM OUTLET TO ABOVE

DROP CEILING & HOMERUN CABLE TO TERMINATION POINT.

MOTOR

MOUNT 6'-6" AFF

TO TOP BREAKER.

18" A.F.F.

18" A.F.F.

18" A.F.F.

43" A.F.F.

7" ABV COUNTERTOP

(KITCHEN ISLAND;

MOUNT HORIZONTALLY)

18" A.F.F.

ELECTRICAL SYMBOL LEGEND

SYMBOL DESCRIPTION MOUNTING

THREE-WAY SWITCH; "a" INDICATES LIGHTING FIXTURES CONTROLLED.
42" AFF

48" AFF

PROVIDE A WALL MOUNTED MOTION SENSOR MANUFACTURED BY "WATT

STOPPER", CAT. #DT-200/DT-205 SERIES OR (APPROVED EQUAL)

PROVIDE A WALL MOUNTED MOTION SENSOR MANUFACTURED BY "WATT

STOPPER", CAT. #W500A. OR (APPROVED EQUAL). PROVIDE WITH REQ'D.

POWER PACK LISTED BELOW. INSTALL ONE WALL SENSOR / POWER PACK ON

EACH FLOOR / LANDING IN EACH STAIRWELL. FIELD VERIFY EXACT WIRING

REQT'S.

MOUNT TO

FIXTURE / MTG.

J-BOX.

PROVIDE A REMOTE POWER PACK FOR WALL MOUNTED MOTION SENSOR

MANUFACTURED BY "WATT STOPPER", CAT. #B120E-P. OR (APPROVED EQUAL).

PROVIDE POWER PACK FOR EACH WALL SENSOR EACH FLOOR / LANDING IN

EACH STAIRWELL. FIELD VERIFY EXACT WIRING REQT'S.

QUADRAPLEX CONVENIENCE OUTLET; 125 VOLT, 20 AMPERE, U-SLOT

GROUNDING TYPE WITH GROUND FAULT PROTECTION. (SUBSCRIPT "2")
18" A.F.F.

PANELBOARD FLUSH MOUNTED; 120Y/208V, 1-PHASE, 3-WIRE. REFER TO "BRANCH

CIRCUIT PANELBOARD SCHEDULES" ON PLANS FOR APPLICABLE INFORMATION.

FLUSH MOUNTED PANELS SHALL BE SET IN 6" (MIN.) STUD WALLS.

MOUNT 6'-6" AFF

TO TOP BREAKER.

CONTACTOR; REFER TO PLANS FOR RATINGS.

DUPLEX CONVENIENCE OUTLET; 125 VOLT, 20 AMPERE, U-SLOT GROUNDING

TYPE WITH GROUND FAULT PROTECTION. (SUBSCRIPT "2" INDICATES CIRCUIT

NUMBER, "WP" INDICATES WEATHER PROOF WITH "WHILE-IN-USE COVER")

DUPLEX CONVENIENCE OUTLET; 125 VOLT, 20 AMPERE, U-SLOT GROUNDING

TYPE WITH GROUND FAULT PROTECTION. (SUBSCRIPT "2" INDICATES CIRCUIT

NUMBER, "WP" INDICATES WEATHER PROOF WITH "WHILE-IN-USE" COVER)

REFER TO

ARCHITECTURAL

DWGS

EMERGENCY BURNER SWITCH, SLATER CAT. No. 730 BR WITH RED FACEPLATE

MARKED "BURNER EMERGENCY SWITCH". PROVIDE A CLEAR PROTECTIVE

COVER. REFER TO DETAIL ON DWG E4.3.

72" AFF

FIRE-O-MATIC SWITCH MOUNTED OVER BURNER. REFER TO DETAIL ON THIS

DRAWING.

ELECTRIC DOOR STRIKE: VON DUBRIN 5100 TYPE-F1.  COORDINATE

INSTALLATION OF ALL ASSOCIATED EQUIPMENT WITH ARCHITECTURAL

DRAWINGS.

REFER TO

ARCHITECTURAL

DRAWINGS

MOTOR RATED TOGGLE SWITCH WITH THERMAL OVERLOADS.

42" AFF

SPECIAL NEMA CONFIGUATION OUTLET; VERIFY NEMA TYPE WITH EQUIPMENT

TO BE SERVED.

18" A.F.F.

18" A.F.F.

43" A.F.F.

7" ABV COUNTERTOP

(KITCHEN ISLAND;

MOUNT HORIZONTALLY)

CABLE TELEVISION OUTLET. 18" A.F.F.

LIGHTING TIME CLOCK

NOT TO SCALE

TYPICAL CIRCUITING DETAIL

2.  BRANCH CIRCUIT WIRING MAY NOT BE GRAPHICALLY SHOWN ON DRAWINGS AND MAY     BE SHOWN

BY CIRCUIT NUMBERS BESIDE FIXTURES, DEVICES AND EQUIPMENT. PROVIDE COMPLETE WIRING

SYSTEM WHETHER OR NOT SHOWN GRAPHICALLY. WIRING  IS SHOWN BY CONDUIT RUNS ON DRAWINGS

WHERE SPECIFIC ROUTING IS REQUIRED OR FOR OTHER SPECIAL REASONS. ONLY ROOMS WITH

MULTIPLE SWITCHING HAVE "SWITCH CONTROL LETTERS" ASSIGNED. PROVIDE THHN CONDUCTORS IN

AREAS  WITH HIGH AMBIENT TEMPERATURES SUCH AS BOILER ROOMS, INCINERATOR ROOMS,

MECHANICAL EQUIPMENT ROOMS ETC., FOR SIZES LARGER THAN NO. 10 AWG.

1.  DRAWINGS ARE DIAGRAMMATIC AND INDICATE GENERAL ARRANGEMENT OF SYSTEMS     AND WORK

INCLUDED IN CONTRACT.  INFORMATION AND COMPONENTS SHOWN ON RISER DIAGRAMS BUT NOT ON

PLANS, AND VICE VERSA, SHALL APPLY OR SHALL BE PROVIDED AS THOUGH EXPRESSLY REQUIRED ON

BOTH.  IT IS NOT INTENDED THAT EVERY JUNCTION BOX, OFFSET, FITTING OR COMPONENT BE SPECIFIED

OR SHOWN ON DRAWINGS; HOWEVER, CONTRACT DOCUMENTS REQUIRE PROVISION OF ALL

COMPONENTS AND MATERIALS NECESSARY FOR COMPLETE AND OPERATIONAL ELECTRICAL

INSTALLATION, WHETHER OR NOT INDICATED OR SPECIFIED.

NOTES:

SWITCH DESIGNATION

3a

C

CIRCUIT DESIGNATION

FIXTURE TYPE

INDICATES BREAKER

REQUIREMENTS.

(i.e. 20 AMP, 1-POLE)

E.C. SHALL PULL CIRCUIT FROM

PANEL INDICATED

DESIGNATION INDICATES

QUANTITY OF CIRCUITS REQUIRED

(NOT ACTUAL CIRCUIT NUMBER)

2 3

20A/1P

"???"

SUBMIT SIX (6) COPIES FOR REVIEW AND APPROVAL OF THE FOLLOWING SHOP DRAWINGS: LIGHTING FIXTURES, WIRING

DEVICES, RACEWAY, POKE-THRU DEVICES AND BUILDING WIRE & CABLE.

RECEPTACLES, LIGHT FIXTURES, AND POWER ITEMS BRANCH CIRCUIT WIRING MAY NOT BE SHOWN BUT SHALL BE

PROVIDED AS REQUIRED. MINIMUM WIRING SHALL BE 2#12 PLUS 1#12GROUND IN 3/4"C. NO MORE THAN THREE PHASES

MAY BE COMBINED IN A SINGLE HOMERUN AND EACH PHASE SHALL BE PROVIDED WITH AN INDIVIDUAL NEUTRAL.

ALL SUPPORTS AND ANCHORS SHALL BE DESIGNED AND INSTALLED PER REQUIREMENTS FOR THE SEISMIC

CLASSIFICATIONS AS OUTLINED IN THE APPLICABLE BUILDING CODE. SITE LOCATION AND PREVAILING ORIENTATION

SHALL BE TAKEN INTO ACCOUNT IN THE DESIGN.

ALL CONDUITS SHALL CONTAIN A GREEN SAFETY GROUND WIRE. BOND ALL PANELS, CABINETS, ENCLOSURES, CONDUITS,

ETC., AS REQUIRED PER CODE.

GENERAL ELECTRICAL SPECIFICATIONS

ALL BRANCH CIRCUITS RATED AT 120 VOLTS, 20 AMPERES EXCEEDING 75 FEET SHALL BE MINIMUM #10 AWG.

ALL WORK SEQUENCES SHALL BE COORDINATED WITH THE ARCHITECT AND SHALL BE COORDINATION WITH OTHER

BUILDING TRADES AND ARCHITECTS BUILDING SCHEDULES.

THE ELECTRICAL CONTRACTOR SHALL CLEAN AT THE END OF EACH DAY ALL AREAS WORKED IN. EMPTY BOXES, RUBBISH,

AND OTHER CONSTRUCTION MATERIALS OF NO USE SHALL BE REMOVED FROM THE BUILDING.

MATERIALS AND WORKMANSHIP SHALL BE THE BEST OF THEIR RESPECTIVE KIND AND IN FULL ACCORDANCE WITH THE

MOST MODERN ELECTRICAL CONSTRUCTION STANDARDS. ALL MATERIAL SHALL BE NEW, UNLESS OTHERWISE NOTED

AND FREE OF ANY DEFECTS.

ALL ELECTRICAL INSTALLATIONS AND GROUNDING SHALL BE IN STRICT ACCORDANCE WITH THE LATEST REQUIREMENTS

OF THE LOCAL, STATE AND NATIONAL CODES.

ALL ITEMS NOT SHOWN ON THE DRAWINGS OR CALLED FOR IN THE SPECIFICATIONS, BUT WHICH ARE NECESSARY TO

MAKE A COMPLETE ELECTRICAL INSTALLATION, SHALL BE FURNISHED AND INSTALLED AS PART OF THIS PROJECT.

FURNISH LABOR, MATERIALS, EQUIPMENT AND SERVICES NECESSARY FOR THE PROPER AND COMPLETE INSTALLATION

OF ALL ELECTRIC WORK SHOWN ON THE DRAWINGS AND HEREIN SPECIFIED. REFER TO THE TENANT'S LEASE

INFORMATION FOR SPECIFIC REQUIREMENTS. THE TENANT'S LEASE INFORMATION SHALL SUPERCEDE THIS

SPECIFICATIONS WHERE A CONFLICT OCCURS BETWEEN THE TWO.

OBTAIN AND PAY FOR ALL REQUIRED PERMITS AND INSPECTIONS.

ALL EQUIPMENT AND INSTALLATION OF ELECTRICAL EQUIPMENT SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR

FROM DATE OF FINAL ACCEPTANCE.

FURNISH AND INSTALL TEMPORARY POWER AS REQUIRED TO OPERATE TOOLS AND LIGHTING. PROVIDE PANELS AND

LIGHTING FIXTURES FOR CONSTRUCTION AS NEEDED.

THE ELECTRICAL CONTRACTOR (E.C.) SHALL INSPECT THE SITE, PRIOR TO SUBMITTING HIS BID, AND SHALL INVESTIGATE

ALL CONDITIONS UNDER WHICH THIS WORK SHALL BE PREFORMED. FAILURE TO INSPECT EXISTING CONDITIONS OR TO

FULLY UNDERSTAND THE WORK WHICH REQUIRED SHALL NOT EXCUSE THE E.C. FROM HIS OBLIGATIONS TO SUPPLY AND

INSTALL THE WORK IN ACCORDANCE WITH THE SPECIFICATIONS AND THE DRAWINGS AND UNDER ALL SITE CONDITIONS

AS THEY EXIST.

BRANCH CIRCUITS ADDED TO ANY EXISTING PANELBOARDS SHALL ALSO INCLUDE THE CIRCUIT BREAKER DIRECTORY TO

BE UPDATED. IF NO DIRECTORY EXISTS THAN ONE SHALL BE PROVIDED INDICATING THE NEW CIRCUITS ADDED.

WIRE AND CABLE FOR BRANCH CIRCUITS SHALL BE TYPE THWN/THHN, INSULATED FOR 600VOLTS, RATED AT 75°C

MINIMUM AND UL LISTED FOR BUILDING WIRE USE. WIRE SIZE SHALL BE A MINUMUM OF #12 AWG SOLID. ALL

CONDUCTORS SHALL BE COPPER. ALL WIRING SHALL BE CONCEALED AND INSTALLED IN RACEWAY. RACEWAYS SHALL BE

E.M.T. WITH STEEL SET SCREW FITTINGS. METAL-CLAD CABLE TYPE MC CABLE MAY BE USED IN AREAS WHERE

APPROVED BY THE LOCAL WIRING INSPECTOR.

FIRE ALARM SYSTEM WIRING SHALL BE CONCEALED AND INSTALLED IN RACEWAY. RACEWAYS SHALL BE E.M.T. WITH

STEEL SET SCREW FITTINGS WITH INSULATED THROAT. FIRE ALARM METAL-CLAD CABLE TYPE MC CABLE MAY BE USED IN

AREAS WHERE APPROVED BY THE LOCAL WIRING INSPECTOR. THE MINIMUM WIRE SIZE FOR FIRE ALARM WIRING SHALL

BE #14 AWG. ALL SPLICES SHALL BE MADE ON SCREW TYPE TERMINAL STRIPS. WIRE NUTS SHALL NOT BE USED.

T-TAPPING OF FIRE ALARM WIRING SHALL NOT BE ALLOWED.

THE PLANS DEPICT THE LOCATION OF ALL FIXTURE AND EQUIPMENT AND ARE INTENDED TO INDICATE THE GENERAL

SCOPE OF WORK, LAYOUT AND QUALITY OF WORKMANSHIP. THEY ARE NOT INTENDED FOR THE PURPOSE OF EXECUTION

OF THE WORK, BUT THE CONTRACTOR SHALL UNDERSTAND THAT SUCH DETAILS ARE PART OF THE WORK.

RED PAINTED TERMINAL CABINETS AND BOXES WITH LOCKABLE COVERS SHALL BE PROVIDED AT ALL JUNCTION POINTS

FOR FIRE ALARM SYSTEM WIRING.

THE ELECTRICAL CONTRACTOR SHALL CAREFULLY VERIFY ALL MEASUREMENTS AT THE SITE AND DETERMINE THE EXACT

LOCATION OF ALL CHASES AND OPENINGS REQUIRED BY THIS WORK AND SHALL PROVIDE ALL SLEEVES, INSERTS, AND

HANGERS REQUIRED.

ALL CUTTING, PATCHING AND FIRESTOPPING FOR ELECTRICAL INSTALLATIONS SHALL BE THE RESPONSIBILITY OF THE

ELECTRICAL CONTRACTOR.

PROVIDE CONDUIT SLEEVES FILLED WITH AN APPROVED FIRE RESISTANT MATERIAL WHERE FIRE RATED WALLS, FLOORS

OR CEILINGS ARE PENETRATED. APPROVED WATERTIGHT CONDUIT SLEEVES SHALL BE PROVIDED WHERE WALLS ARE

PENETRATED EITHER ENTERING OR LEAVING THE BUILDING.

ADDITIONAL JUNCTION BOXES BEYOND THOSE SHOWN ON THE DRAWINGS SHALL BE PROVIDED AS NECESSARY FOR ALL

ELECTRICAL INSTALLATIONS.

12.

19.

18.

20.

21.

22.

23.

24.

13.

14.

15.

16.

17.

5.

6.

7.

8.

9.

10.

11.

1.

2.

3.

4.

INTERCOM SYSTEM PROVIDE BACKBOX & 3/4" CONDUIT W/PULL STRING TO

ABOVE CEILING. MIRCOM K-SERIES INTERCOM SYSTEM #IC-51-3 VANDAL

RESISTANT STATION. COORDINATE INSTALLATION OF ALL ASSOCIATED

EQUIPMENT WITH ARCHITECTURAL DRAWINGS.

E100

BASEMENT PLAN

SCALE:

DATE:

JOB #:

© 2014 UNION STUDIO
ARCHITECTURE & COMMUNITY DESIGN
THESE DOCUMENTS HAVE BEEN PREPARED SPECIFICALLY
FOR
THEY ARE NOT SUITABLE FOR USE ON OTHER PROJECTS
OR IN OTHER LOCATIONS WITHOUT THE APPROVAL AND
PARTICIPATION OF UNION STUDIO.
REPRODUCTION IS PROHIBITED.

OWNER:

D

1

C

B

A

2 3 4 5

D

C

B

A

1 2 3 4 5

As indicated

February 19, 2016

15 -3300

90% DESIGN

DEVELOPEMENT

REVISION SCHEDULE

ISSUE DATE

141 Industrial Highway Slatersville, RI 02876
Tel (401) 765-7659        Fax (401) 765-2984

NGINEERING     ESIGN    ERVICES



CRAWLSPACE
002

BASEMENT
001

1

HP

20/1

120V.

TEL. TERM.

BACKBOARD

3

HP

20/1

OFFICE 1
103

MEETING ROOM 1
105

OFFICE 2
104

BATH
108

BATH
107

HALL
101

HALL
102

MEETING ROOM 2
106

IT
 C

LO
SE

T
10

9

HALL
100

NEW PORCH
113

WP

WP

WP

HP

25

HP

17

120V

20/1

120V

20/1

HP

21

120V

20/1

HP

13
120V

20/1

HP

11
120V

20/1

HP

9
120V

20/1

HP

5
120V

20/1

HP

15
120V

20/1

HP

7
120V

20/1

SSACC

2

SSACC

1A

SSACC

1B

SSAC

1B2

SSAC

1B1

CEF

1

SSAC

1A1

SSAC

1A4

SSAC

1A2

SSAC

1A3

SSAC

1A5

1A6

1A1

CEF

1

M

MAIN SERVICE

DISCONNECT

SWITCH AND

UTILITY METERS.

O

/

H

O

/

H

HP

27

120V

20/1

HP

23

120V

20/1

HP

19

120V

20/1

WP

HP/27

SCALE:

DATE:

JOB #:

© 2014 UNION STUDIO
ARCHITECTURE & COMMUNITY DESIGN
THESE DOCUMENTS HAVE BEEN PREPARED SPECIFICALLY
FOR
THEY ARE NOT SUITABLE FOR USE ON OTHER PROJECTS
OR IN OTHER LOCATIONS WITHOUT THE APPROVAL AND
PARTICIPATION OF UNION STUDIO.
REPRODUCTION IS PROHIBITED.

OWNER:

D

1

C

B

A

2 3 4 5

D

C

B

A

1 2 3 4 5

As indicated

February 19, 2016

15 -3300

90% DESIGN

DEVELOPEMENT

REVISION SCHEDULE

ISSUE DATE

141 Industrial Highway Slatersville, RI 02876
Tel (401) 765-7659        Fax (401) 765-2984

NGINEERING     ESIGN    ERVICES

E200

BASEMENT & FIRST

FLOOR POWER

PLAN

SCALE:  1/4" = 1'-0"E200
1 BASEMENT POWER PLAN

SCALE:  1/4" = 1'-0"E200
2 FIRST FLOOR POWER PLAN
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SCALE:  1/4" = 1'-0"E300
2 FIRST FLOOR LIGHTING PLAN
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MTD MOUNTED

F.A. NOTIFICATION APPLIANCE

CIRCUIT EXPANDER PANEL

NOTES FOR ALUMINUM EQUIPMENT

1.  THESE DRAWINGS ARE BASED ON THE USE OF COPPER IN CONDUCTORS, TRANSFORMER WINDINGS,

SWITCHBOARDS, DISTRIBUTION PANELBOARDS, BRANCH CIRCUIT PANELBOARDS, LOAD CENTERS, DISCONNECT

SWITCHES & CIRCUIT BREAKERS.

2. ALTHOUGH PERMITTED BY CODE, THIS OFFICE DOES NOT RECOMMEND THE USE OF ALUMINUM ELECTRICAL

EQUIPMENT.

3.  USE OF ALUMINUM CONDUCTORS, TRANSFORMERS WITH ALUMINUM WINDINGS AND SWITCHBOARDS,

DISTRIBUTION PANELBOARDS, BRANCH CIRCUIT PANELBOARDS, LOAD CENTERS, DISCONNECT SWITCHES &

CIRCUIT BREAKERS  WITH ALUMINUM BUSS IS AT THE DISCRETION & DECISION OF THE OWNER.

4. IT SHALL BE THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR TO DETERMINE ALL CONDUCTOR AND

CONDUIT SIZES, PER NEC, SHOULD ALUMINUM BE USED.

5. IF ALUMINUM EQUIPMENT IS USED IN ANY OF THE ELECTRICAL COMPONENTS OF ITEM "3" ABOVE, THE

FOLLOWING PROCEDURE SHALL BE FOLLOWED:

a. INSTALLATION SHALL BE IN ACCORDANCE WITH IEEE STD. 241-1990, PARAGRAPH 8.7.2

b. WHEN CUTTING CABLE, AVOID NICKING THE STRANDS.

c. UNPLATED CONTACT SURFACES SHALL BE CLEANED WITH WIREBRUSH, STEEL WOOL, EMERY CLOTH OR

SIMILAR ABRASIVE TOOL OR MATERIAL.

d. PLATED SURFACES SHALL BE CLEANED WITH AN APPROVED SOLVENT.

e. APPLY JOINT COMPOUND TO THE CONDUCTOR IF THE CONNECTOR DOES NOT ALREADY HAVE IT.

f.  USE ONLY CONNECTORS SPECIFICALLY TESTED AND APPROVED FOR USE ON ALUMINUM CONDUCTORS.

g.  REFER TO ANSI/UL486B-1982.

h.  ON MECHANICAL CONNECTORS, TIGHTEN THE CONNECTOR WITH A SCREWDRIVER OR WRENCH TO THE

REQUIRED TORQUE.  REMOVE EXCESS COMPOUND.

i.  ON COMPRESSION CONNECTORS, CRIMP THE CONNECTOR USING THE PROPER TOOL AND DIE. REMOVE

EXCESS COMPOUND.

j.  ALWAYS USE JOINT COMPOUND THAT IS COMPATIBLE WITH THE INSULATION AND AS RECOMMENDED BY

THE MANUFACTURER.

k.  WHEN MAKING AN ALUMINUM-TO-COPPER CONNECTION THAT IS EXPOSED TO MOISTURE, PLACE THE

ALUMINUM CONDUCTOR ABOVE THE COPPER.  IF THERE IS NO EXPOSURE TO MOISTURE, THE RELATIVE

POSITION OF THE TWO METALS IS NOT IMPORTANT.

i.  WHEN USING INSULATED CONDUCTORS OUTDOORS, EXTEND THE CONDUCTOR INSULATION OR

COVERING AS CLOSE TO THE CONNECTOR AS POSSIBLE TO MINIMIZE WEATHERING THE JOINT.

OUTDOOR  JOINTS SHALL BE COMPLETELY PROTECTED BY TAPE OR OTHER MEANS. WHEN OUTDOOR

JOINTS ARE COVERED OR PROTECTED, THE PROTECTION SHALL COMPLETELY EXCLUDE MOISTURE.

400-AMPERE / 2-POLE CIRCUIT BREAKER.

(NOT USED)

e. E.C. SHALL PROVIDE ALL LABOR & MATERIAL REQUIRED BY NATIONAL GRID ELECTRIC CO. FOR UTILITY CO. METERING.

b. PRIMARY CONDUIT WITH PULL WIRE BY E.C.

NEW UTILITY COMPANY POLE TRANSFORMERS. COORDINATE ALL REQUIREMENT'S WITH THE LOCAL ELECTRIC COMPANY

REPRESENTATIVE. REFER TO TYPICAL NOTES BELOW:

c. PRIMARY CABLE AND CONNECTIONS BY UTIILITY COMPANY.

a. TRANSFORMER FURNISHED AND INSTALLED BY UTILITY COMPANY.

d. SECONDARY CABLE & CONNECTIONS AT TRANSFORMER BY E.C. WITH UTILITY COMPANY SUPERVISION.

MAIN CIRCUIT BREAKER CUTLER HAMMER 3MCB NEMA 3R MAIN SERVICE MODULE. (RATED FOR 400 AMPS, 208Y/120V, 1Ø.,

PROVIDE A 400 AMP, 2-POLE MAIN SERVICE BREAKER.)

150-AMPERE / 2-POLE CIRCUIT BREAKER

GROUNDING, BONDING AND COPPER GROUNDING ELECTRODE SYSTEM PER NEC 250 AS ADOPTED BY AUTHORITY HAVING

JURISDICTION. WHEN BUILDING DOMESTIC WATER SERVICE PIPE IS NON-METALLIC PROVIDE 'UFER' GROUND IN BUILDING

FOUNDATION HAVING DIRECT CONTACT WITH EARTH.

150-AMPERE / 2-POLE CIRCUIT BREAKER. (HOUSE PANEL "HP")

POWER RISER NOTES

SCALE: NONE

PANEL

"HP"

400A

POWER RISER DIAGRAM

400A

M

400A

NOTES

1.     3/4' X 8'-0" X 8'-0" MAIN TELEPHONE PLYWOOD BACKBOARD. FURNISHED AND INSTALLED BY THE

GENERAL CONTRACTOR.

2.     THE ELECTRICAL CONTRACTOR WIRE SHALL WIRE TELEPHONE OUTLET TO THE DWELLING UNIT

TELEPHONE NETWORK INTERFACE UNIT LOCATED IN DWELLING UNIT CLOSET.

3.     THE ELECTRICAL CONTRACTOR SHALL WIRE DWELLING UNIT TELEPHONE NETWORK INTERFACE UNIT TO

TELEPHONE BACKBOARD BASMENT.

4.     E.C. SHALL COORD. TELEPHONE WIRING / HEAD-END EQUIPMENT REQUIREMENT'S WITH LOCAL UTILITY

REPRESENTATIVE. (TYPICAL)

5.     E.C. SHALL COORD. CABLE TELEVISION WIRING / HEAD-END EQUIPMENT REQUIREMENT'S WITH LOCAL UTILITY

REPRESENTATIVE. (TYPICAL)

6.     THE ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL SLEEVES REQUIRED FOR THE

INSTALLATION OF THE BUILDING TELEPHONE SYSTEM.  THE ELECTRICAL CONTRACTOR SHALL BE

RESPONSIBLE FOR FIRE PROOFING ALL SLEEVES.

7.     THE GENERAL CONTRACTOR SHALL FURNISH AND INSTALL 3/4" X 4'-0" X 8'-0" CABLE TELEVISION SYSTEM

PLYWOOD BACKBOARD FOR CABLE TELEVISION EQUIPMENT.  THE GENERAL CONTRACTOR SHALL

FURNISH AND INSTALL THE TELEVISION PLYWOOD BACKBOARD.

8.     THE ELECTRICAL CONTRACTOR SHALL FURNISH AND INSTALL CABLE TELEVISION SYSTEM SYSTEM

SPLITTER AND CABLE TELEVISION SYSTEM DISTRIBUTION. CABLE SHALL MEET THE REQUIREMENTS OF

THE LOCAL CABLE TELEVISION SUPPLIER. FINAL TERMINATING SHALL BE BY THE LOCAL CABLE

TELEVISION SYSTEM SUPPLIER.

9.     THE ELECTRICAL CONTRACTOR SHALL FURNISH AND INSTALL CABLE TELEVISION SYSTEM WIRING

BETWEEN THE DWELLING UNIT CABLE TELEVISION SPLITTER CABLE SHALL MEET THE REQUIREMENTS

OF THE LOCAL CABLE TELEVISION SYSTEM SUPPLIER FINAL CONNECTION SHALL BE BY THE LOCAL

TELEVISION  SYSTEM SUPPLIER.

10.   THE ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL SLEEVES REQUIRED FOR THE

INSTALLATION OF THE "CATV" SYSTEM.  THE ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR

FIRE PROOFING ALL SLEEVES.

11.   THE ELECTRICAL CONTRACTOR SHALL WIRE TO THE BUILDING MAIN TELEPHONE PLYWOOD BACKBOARD

WITH CAT. 5E CABLE IN 3/4" CONDUIT.

12.   THE TELEVISION SYSTEM CABLING SHALL BE CAT. 5E CABLE UNLESS OTHERWISE NOTED ON THE

DRAWING.

PROVIDE A NEW NEMA 3R,

WEATHERHEAD AT BUILDING

FOR NEW OVERHEAD

ELECTRIC SERVICE.

PROVIDE A NEW

OVERHEAD ELECTRIC

SERVICE RATED FOR 400

AMP, 120/240 VOLT,

1-PHASE, WITH

CONDUCTORS

CONSISTING OF:

3#500kcmil + 1/0 GND. IN

3-1/2" CONDUIT.

NEMA

MECHANICAL EQUIPMENT ELECTRICAL CONNECTION SCHEDULE

EQUIPMENT CHARACTERISTICS

DESCRPITION

ITEM No.

XXX

#

LOCATION

FREQ.PHVOLTS

FEEDER & CONDUITCIRCUIT

(KW) / HP FLA

(HACR TYPE)

BREAKER

CIRCUIT

SIZE POLESFUSE

DISCONNECT SWITCH

MANUAL MOTOR CONTROLLER

COORDINATE WITH HVAC CONTRACTOR & DRAWINGS FOR EXACT LOCATIONS OF ALL MECHANICAL EQUIPMENT PRIOR TO INSTALLING ELECTRICAL COMPONENTS.

COORDINATE WITH PLUMBING CONTRACTOR & DRAWINGS FOR EXACT LOCATIONS OF ALL PLUMBING EQUIPMENT PRIOR TO INSTALLING ELECTRICAL COMPONENTS.

ALL DISCONNECTING MEANS SHALL BE SUPPLIED AND INSTALLED BY THE ELECTRICAL CONTRACTOR.

ALL STARTERS, VFD'S ETC. SHALL BE SUPPLIED AND INSTALLED BY THE MECHANICAL CONTRACTOR. ELECTRICAL CONTRACTOR SHALL WIRE ALL HVAC EQUIPMENT.

ALL HVAC CONTROL WIRING SHALL BE PROVIDED BY OTHERS.

1.

2.

3.

4.

5.

REMARKS

SSACC-1A

CONDENSING

UNIT

208
HP/2,4

50A/2P 2#6 + 1#10 GND. IN 3/4" C. 60 50 2 3R

PROVIDE "WP" DISCONNECT SWITCH

WITH FUSING AS INDICATED.

SEE PLANS 1 60 - 42 -

208 40A/2P 60 40 3R

PROVIDE "WP" DISCONNECT SWITCH

WITH FUSING AS INDICATED.

SEE PLANS 60 - -

-

CEF-1 120 15A/1P - - - -SEE PLANS 1 60

-

EXHAUST FAN

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

-

-

-

-

-

-

-

HP/14

2#8 + 1#10 GND. IN 3/4" C.

2#12 + 1#12 GND. IN 3/4" C.

29

-

PANEL

"LP"

150A

SSACC-1B

CONDENSING

UNIT

HP/6,8
21

SSACC-2

CONDENSING

UNIT

208
HP/10,12

50A/2P 2#6 + 1#10 GND. IN 3/4" C. 60 50 2 3R

PROVIDE "WP" DISCONNECT SWITCH

WITH FUSING AS INDICATED.

SEE PLANS 1 60 - 42

SSAC-1A1 HEAT PUMP 208
HP/16,18

20A/2PSEE PLANS 1 60 - 1

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

-

SSAC-1A2 HEAT PUMP 208
HP/16,18

20A/2PSEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

SSAC-1A3 HEAT PUMP 208
HP/16,18

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

SSAC-1A4 HEAT PUMP 208
HP/16,18

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

SSAC-1A5 HEAT PUMP 208
HP/16,18

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

SSAC-1A6 HEAT PUMP 208
HP/16,18

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

20A/2P

20A/2P

20A/2P

20A/2P

2#12 + 1#12 GND. IN 3/4" C.

2#12 + 1#12 GND. IN 3/4" C.

2#12 + 1#12 GND. IN 3/4" C.

2#12 + 1#12 GND. IN 3/4" C.

2#12 + 1#12 GND. IN 3/4" C.

2#12 + 1#12 GND. IN 3/4" C.

-

-

-

-

-

-

-

-

SSAC-2A1 HEAT PUMP 208
HP/20,22

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

20A/2P 2#12 + 1#12 GND. IN 3/4" C.

SSAC-2A2 HEAT PUMP 208
HP/20,22

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

20A/2P 2#12 + 1#12 GND. IN 3/4" C.

SSAC-2A3 HEAT PUMP 208
HP/20,22

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

20A/2P 2#12 + 1#12 GND. IN 3/4" C.

SSAC-2A4 HEAT PUMP 208
HP/20,22

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

20A/2P 2#12 + 1#12 GND. IN 3/4" C.

SSAC-2A5 HEAT PUMP 208
HP/20,22

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

20A/2P 2#12 + 1#12 GND. IN 3/4" C.

SSAC-2A6 HEAT PUMP 208
HP/20,22

SEE PLANS 1 60 -

- - - -

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

20A/2P 2#12 + 1#12 GND. IN 3/4" C.

EHUH-1 208 20A/2P - - - -SEE PLANS 1 60

UNIT HEATER

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

-

HP/24,26
2#12 + 1#12 GND. IN 3/4" C.14.5

1

1

1

1

1

1

1

1

1

1

1

EHUH-2 208 30A/2P - - - -SEE PLANS 1 60

UNIT HEATER

PROVIDE MOTOR RATED TOGGLE

SWITCH WITH THERMAL OVERLOADS.

-

HP/28,30
2#12 + 1#12 GND. IN 3/4" C.24

E400
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ALL EXTERIOR LIGHTING SHALL BE

CONTROLLED VIA PHOTOCELL

"ON", TIMECLOCK "OFF". (TYPICAL)

REFER TO DETAIL ON THIS DWG.

T

T

OUTDOOR POLE LIGHT9

1

120

U

16124BKT27
EXTERIOR BOLLARD FIXTURE

BOLLARD

3.8

1

120

LED

KICHLER

P5455-(COLOR)-30K-9

POLE

LED

WESTPORT

GRADE

PLAN VIEW

5/8" x 10'-0" LONG

COPPERWELD

GROUND ROD.

PVC CONDUIT

STEEL TO PVC ADAPTER

TYPICAL POLE BASE DETAIL

4#4 RODS

2"

ANCHOR BOLTS - SIZE

AND QTY. TO MATCH

POLE PROVIDED

GALVANIZED RIGID

STEEL CONDUIT

24" MIN.

3'-0"

24" DIAMETER

CONCRETE BASE.

BOND

4'-6"

POLE

CHAMFER

BASE COVER

HANDHOLE WITH

COVER.

2'-0"

BOLT CIRCLE TO

MATCH POLE

PROVIDED.

POLE BASE AS

REQUIRED

TYPE MANUFACTURER

EXTERIOR LIGHTING FIXTURE SCHEDULE

CATALOG No. MOUNTING

QUANTITYWATTAGE

LAMPING

TYPE

VOLT. DESCRIPTION / REMARKS

1. ALL FLUORESCENT LAMPS AND BALLASTS SHALL COMPLY WITH NATIONAL GRID SUPER T8 INCENTATIVE.

2. ALL PENDANT MOUNTED LIGHTING FIXTURES SHALL BE COORDINATED CEILING HEIGHTS AND ARCHITECT FOR PROPER HEIGHT OF THE BOTTOM OF THE FIXTURES

CBA = COLOR TO BE SELECTED BY ARCHITECT (THE ELECTRICAL CONTRACTOR SHALL VERIFY COLOR & FINISH WITH ARCHITECT PRIOR TO SUBMITTAL OF SHOP DRAWINGS.

NOTES:

CC = CUSTOM COLOR TO BE SELECTED BY ARCHITECT (THE ELECTRICAL CONTRACTOR SHALL VERIFY CUSTOM COLOR & FINISH WITH ARCHITECT PRIOR TO SUBMITTAL OF

         SHOP DRAWINGS.

SEE PAVEMENT SECTION

(BY OTHERS)

6" MIN.

NOTE:

CONDUITS UNDER ROADWAYS

AND PARKING AREAS SHALL BE

CONCRETE ENCASED.

CONDUIT TRENCH DETAIL

LOAM AREA

CAUTION TAPE

6" COMPACTED

LOAM & SEED.

SAND BEDDING.

(SEE NOTE)

ELEC. CONDUIT

UNDISTURBED

SOIL

COMPACTED

GRAVEL BACKFILL

6" - 12"

3'-0" MIN.

NOT TO SCALE

PAVED AREA

SUB-BASE

BASE

12" MIN.

36" OR CODE (WHICH

EVER IS GREATER)

SITE LIGHTING / POWER / SECURITY

3. ALL LIGHTING FIXTURES SHALL BE PROVIDED WITH MATCHING KELVIN TEMPERATURE OF (3500K.)

NOT TO SCALE

CONTROL DIAGRAM 

EXTERIOR LIGHTING

4-POLE, 600VOLT, 30AMP

LIGHTING CONTACTOR; SQUARE

"D" TYPE "L SERIES" OR EQUAL.

PHOTOCELL TORK #2100 SERIES

MOUNTED AT HIGHEST POINT ON

NORTH SIDE OF BUILDING. ORIENT

TO SENSE SKY LIGHT AND NOT

PARKING AREA LIGHTING.

TIME

CLOCK

PC

C

TIMECLOCK TORK #7000 ZL

SERIES; ON PERIOD CONTROLLED

BY PHOTOCELL AND OFF PERIOD

CONTROLLED BY TIMECLOCK.

32

HP

120v.

20/1

PANEL: HP

CIRCUIT #: 34

PANEL: HP

CIRCUIT #: 36

SITE LTG.

PANELHP

CIRCUIT #: 40

PORCH LTG.

SITE LTG.

SPARE

E500

SITE LIGHTING,

SCHEDULES AND

DETAILS

SCALE:

DATE:

JOB #:
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NOTE:

THIS DETAIL INDICATES

CENTERLINE FOR FIRE

ALARM/PULL STATION

SWITCHES AND RECEPTACLES.

HOWEVER THIS SAME

CENTERLINE PRINCIPLE SHALL

BE FOR ALL GROUP MTD.

ELECTRICAL DEVICES. IF FIRE

ALARM IS ON SAME SIDE OF

DOOR AS SWITCHES, PULL

STATION SHALL BE

HORIZONTALLY SEPARATED BY

A MINIMUM OF 18". THIS

ELEVATION IS A GENERAL

ARRANGEMENT OF OF

DEVICES.  ARCHITECT PLANS

TAKE PRECEDENCE FOR EXACT

LOCATIONS.

PROVIDE PENDANT WHERE

DROP CEILING OR STRUCTURE

EXCEEDS 8'-6".

FIRE ALARM PULL STATION

RECEPTACLE

FINISHED FLOOR

80"

18"

42"

LIGHT

SWITCHES

48" 48"

8'-6"

FIRE ALARM AUDIO VISUAL

ALARM

EXIT

EQ EQ

NOT TO SCALE

MOUNTING HEIGHT DETAIL

EMERGENCY BATTERY UNIT.

MOUNT 8'-6" OR 6" FROM

CEILING IF CEILING HEIGHT

IS LESS THAN 8'-6".

TYPICAL FIRE STOPPING NOTES

GENERAL:  FIRE STOPPING SHALL BE PROVIDED BY THIS CONTRACTOR FOR ALL FLOOR, CEILING

AND FIRE RATED WALL  PENETRATIONS FOR CONDUIT,  SLEEVES AND/OR CABLING AS REQUIRED

BY JOB CONDITIONS.

THE CONTRACTOR SHALL PROVIDE A FIRE STOP SYSTEM IN ACCORDANCE WITH THE FOLLOWING:

THE SYSTEM SHALL CONSIST OF A WATERBASED SEALANT AND SUITABLE DAMMING

MATERIALS (WHERE REQUIRED) AND BE INSTALLED PER  MANUFACTURER'S REQUIREMENTS.

THE SEALANT SUPPLIED SHALL BE A TWO STAGED INTUMESCENT AND CAPABLE OF

EXPANDING UP TO 8 TIMES  ITS ORIGINAL VOLUME.

THE SEALANT SUPPLIED SHALL CONTAIN NO ASBESTOS, NO FIBERGLASS, AND NO SOLVENTS

NOT CORROSIVE  MINERAL SALTS OF ANY KIND.

THE SEALANT SHALL FORM A SURFACE CAPABLE OF BEING SANDED AND PAINTED TO MATCH

SURROUNDING  SURFACES AND SHALL BE IMPERVIOUS  TO WATER WHEN DRY.

THE FIRE STOP SYSTEM SHALL BE TESTED TO THE TIME/TEMPERATURE REQUIREMENTS OF

ASTM E119 AND  SHALL BE UL1479 (ASTM E814)  AND CLASSIFIED FOR UP TO 3 HOURS.

THE FIRE STOP SEALANT SHALL BE SPECSEAL SEALANT AS MANUFACTURED BY SPECIFIED

TECHNOLOGIES, INC. OR  APPROVED EQUAL.

SPECIAL CARE SHALL BE TAKEN WITH ELECTRICAL SYSTEMS NOT TO COMPROMISE ANY OF

THE BUILDING FIRE PARTITIONS, FLOORS, WALLS OR MEMBRANES.  PROVIDE ALL

FIRESTOPPING REQUIRED TO COMPLY WITH THE BUILDING CODE, THE ELECTRICAL CODE AND

THE UL LISTING OF EACH ASSEMBLY.  COORDINATE LOCATIONS AND TYPES OF MEMBRANES

WITH ARCHITECT.

1.

2.

3.

4.

5.

6.

7.

A.

B.

TYPICAL EMERGENCY LIGHTING

1. E.C. SHALL PROVIDE CIRCUIT BREAKER "LOCK-ON" DEVICE

FOR ALL CIRCUITS TO EMERGENCY BATTERY UNITS (EBU).

(TYPICAL)

2. DETAIL IS TYPICAL TO ALL DRAWINGS, UON.

CONNECTION DETAIL

NOTES:

TIE INTO 120V CIRCUIT

OF ROOM/AREA BEING

SERVED.

NOT TO SCALE

EBU FURNISHING DC

POWER TO REMOTE

HEADS. (TYPICAL)

DC POWER 2#10-3/4"C MIN.

(TYPICAL)

E

WP

R

120VAC

X

DESCRIPTION

EMERGENCY LIGHTING SYMBOL LEGEND

SYMBOL MOUNTING

DUAL EMERGENCY WEATHER PROOF LIGHTING FIXTURE 6-WATTS / 6-VOLTS

FOR EACH LAMP.  EQUAL TO LSI INDUSTRIES, CAT. #CSL-ACEM-DB-CT.

WP

RH

WALL

EBU

SINGLE FACE LED LIGHTED EXIT SIGN WITH EMERGENCY LIGHTING HEADS,

BATTERY BACK-UP & SPARE CAPACITY FOR REMOTE LIGHTING HEADS. EQUAL

TO LITHONIA, CAT. #LHQM-S-W-3-G-120/277-HO. PROVIDE ARROWS WHERE

INDICATED ON PLANS.

EMERGENCY BATTERY UNIT LIGHTING FIXTURE. EQUAL TO LITHONIA, CAT.

#ELM2-SD

WALL

WALL

SPRINKLER SYSTEM TAMPER SWITCH BY OTHERS.

CONTRACTOR SHALL PROVIDE MONITOR MODULE

TO TIE INTO FIRE ALARM SYSTEM. COORD. TIE-IN.

SPRINKLER SYSTEM FLOW SWITCH BY OTHERS.

CONTRACTOR SHALL PROVIDE MONITOR MODULE

TO TIE INTO FIRE ALARM SYSTEM. COORD. TIE-IN.

FIRE ALARM SYSTEM, SMOKE DETECTOR.

FIRE ALARM LEGEND

FIRE ALARM SYSTEM, FIXED TEMPERATURE HEAT

DETECTOR, SUB-SCRIPT INDICATES TEMPERATURE

RATING. (SUITABLE FOR 50'-0" "ON CENTER" MOUNTING)

FIRE ALARM CONTROL MODULE.

190°

FT

SPRINKLER SYSTEM PRESSURE SWITCH BY

OTHERS. CONTRACTOR SHALL PROVIDE MONITOR

MODULE TO TIE INTO FIRE ALARM SYSTEM. COORD.

TIE-IN.

FIRE ALARM SYSTEM MINI HORN. ALL STROBES SHALL

BE SYNCHRONIZED AND COMPLY WITH ADA.

FIRE ALARM SYSTEM, PULL STATION DEVICE.

FIRE ALARM SYSTEM, RADIO-BOX. PROVIDE ALL

REQUIRED ACCESSORIES, ANTENNA, CABLE, ETC.

FIRE ALARM SYSTEM, HORN/STROBE DEVICE,

SUB-SCRIPT INDICATES CANDELA RATING.

FIRE ALARM SYSTEM, WEATHER-PROOF KNOX BOX.

FIRE ALARM SYSTEM CONTROL PANEL.

FIRE ALARM SYSTEM, RELAY.

FIRE ALARM MONITOR MODULE.

WP

60cd

FIRE ALARM SYSTEM STROBE. SUB-SCRIPT INDICATES

CANDELA RATING.

15/75cd

LS100

LIFE SAFETY:

NOTES, DETAILS

AND SCHEDULES
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001

X

15cd

135°

135°

135°

135°

30cd
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U

X

OFFICE 1
103

MEETING ROOM 1
105

OFFICE 2
104

BATH
108

BATH
107

HALL
101
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102

MEETING ROOM 2
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IT
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9
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100

EXIST. PORCH
112

NEW PORCH
113

X

X

X

X

X

X

X

15cd

15cd

15cd15cd

15cd

15cd

15cd

15cd 15cd

WP

RH

WP

RH

WP

RH

WP

RH

WP

RH

EBUEBU

E
B

U

135°

135°

135°

135°

135°

LS101

BASEMENT & FIRST

FLOOR LIFE

SAFETY PLAN

SCALE:  1/4" = 1'-0"E200
1 BASEMENT PLAN

SCALE:

DATE:
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SCALE:  1/4" = 1'-0"E200
2 FIRST FLOOR PLAN



OFFICE
203OFFICE

204

OFFICE
201

STORAGE
205

HALL
200

OFFICE
202

X

15cd

E
B

U

X

X

CLG.

MTD.

15cd

EBU

135°

135°

135°

15cd

FIRE ALARM RISER NOTES

PROVIDE FIRE ALARM ISOLATION MODULE AT THE BEGINNING AND END OF EACH LOOP OF INITIATING

DEVICES. ALSO PROVIDE FIRE ALARM ISOLATION MODULE AT A MAXIMUM OF EVERY 25 DEVICES ON

LOOP.

PROVIDE 20 AMP CIRCUIT (2#12 + 1#12 GND. IN 3/4"C.) FROM SPARE BREAKER IN LOCAL 120/208V PANEL

FOR EACH NEW NAC PANEL. PROVIDE BREAKER LOCK-ON DEVICE.

GROUND NEW NOTIFICATION APPLIANCE CIRCUIT EXTENDER PANEL, PER LATEST EDITION OF

NATIONAL ELECTRICAL CODE.

PROVIDE A FIRE ALARM SYSTEM MONITOR MODULE TO MONITOR THE SPRINKLER SYSTEM FLOW

AND/OR TAMPER SWITCH. NEW FIRE ALARM SYSTEM SHALL BE ACTIVATED UPON SPRINKLER SYSTEM

ACTIVATION. THIS CONTRACTOR SHALL FIELD VERIFY EXACT LINE / LOW VOLTAGE WIRING AND

EQUIPMENT REQUIRED TO THIS REQUIREMENT.

NOTES:

NEW FIRE ALARM SYSTEM AND ASSOCIATED EQUIPMENT DESIGN

HAS BEEN BASED AROUND EDWARDS SYSTEM TECHNOLOGY,

INC. (EST). CONTRACTOR SHALL CONTACT AND COORDINATE

WITH LOCAL MANUFACTURER'S REPRESENTATIVE, FOR ALL

SPECIFIC INSTALLATION AND EQUIPMENT INFORMATION

REQUIRED. (OR EQUAL) FIRE ALARM SYSTEM SHALL BE

APPROVED DURING SUBMITTAL REVIEW.

REFER TO FLOOR PLANS FOR EXACT NUMBER OF FIRE ALARM

DEVICES.

NOTES:

CONTRACTOR SHALL PROVIDE ADDITIONAL POWER SUPPLIES IN FIRE

ALARM CONTROL PANEL AS REQUIRED AS WELL AS NEW NOTIFICATION

EXTENDER PANELS (NAC), TO PROVIDE POWER FOR ALL NOTIFICATION

DEVICES. COORDINATE REQUIRED EQUIPMENT WITH LOCAL

MANUFACTURER'S REPRESENTATIVE. (TYPICAL)

CONTRACTOR SHALL ACQUIRE ACTUAL DEVICE COUNTS FROM FLOOR

PLANS, NOT THIS RISER. THIS RISER DIAGRAM IS FOR WIRING INTENT

PURPOSES ONLY.

ONE-LINE DIAGRAM

NOT TO SCALE

CONTRACTOR SHALL PROVIDE

ADDITIONAL POWER SUPPLIES IN FIRE

ALARM CONTROL PANEL AS

REQUIRED, TO PROVIDE POWER FOR

ALL NOTIFICATION DEVICES.

(TYPICAL)

PROVIDE NEW WEATHER-PROOF

"RED" BEACON & KNOX-BOX ON THE

EXTERIOR OF THE BUILDING. COORD.

EXACT LOCATION WITH LOCAL FIRE

DEPARTMENT.

120V

EDWARDS

SYSTEM

TECHNOLOGY

(OR EQUAL)

(FACP)

FIRE ALARM SYSTEM

BATTERY

20/1

42

HP

135°

1
5

c
d

1
5

c
d

1
5

c
d

1
5

c
d

1
5

c
d

1
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1
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c
d

1
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c
d

3
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d

135° 135° 135° 135° 135°

135° 135°

1
5

c
d

LS102

SECOND FLOOR

LIFE SAFETY  PLAN

SCALE:  1/4" = 1'-0"E201
1 SECOND FLOOR PLAN

SCALE:

DATE:
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P100

PLUMBING

BASEMENT PLAN

SCALE:  1/4" = 1'-0"P100
1 PLUMBING: BASEMENT PLAN

TYPEMANUFACTURER

SYMBOL

DESCRIPTION MODEL

FIXTURE

MANUFACTURER

PLUMBING FIXTURE SCHEDULE

SIZE

FITTING

TYPE
SUPPLY

TRAP

CARRIER
REMARKS

P-1

P-2

AMERICAN STANDARD
MADERA 3043.001

SELTRONIC BATTERY

POWERED SENSOR

TYPE

INTEGRAL

AMERICAN STANDARD COMMERCIAL GRADE WHITE SEAT

WITH OPEN FRONT. PATIENT/PUBLIC TOILET ROOMS

-

AMERICAN

STANDARD

WALL HUNG

FLUSH VALVE

1.6GAL/FLUSH

P-3

FIXTURES TO COMPLY WITH ADA CRITERIA

INSTALL SILICONE SEALANT WHERE FIXTURES MEET COUNTER TOP, WALLS AND FLOOR.

NOTE: MANUFACTURERS AND MODEL NUMBERS LISTED IN SCHEDULE ARE A "BASIS OF

            DESIGN" ONLY. MANUFACTURERS OF EQUAL QUALITY WILL BE ACCEPTABLE.

ADA  TWO

COMPARTMENT

SINK

SELF RIMMING
ELKAY

ADA WATER

CLOSET

1"CW SUPPLY TO

FLUSH VALVE

ZURN, JAY R.

SMITH OR

JOSAM

ADA

LAVATORY

AMERICAN STANDARD
LUCERNE 3056.015

WALL HUNG  SINGLE

HOLE

20"X18"

SELTRONIC BATTERY

POWERED SENSOR

TYPE

1/2"CW&HW

SUPPLIES WITH

STOPS, LOOSE KEY

1 1/2"x 1 1/2"CAST

BRASS P-TRAP W/

CO PLUG-CP.

WALL

BRACKET

MOUNT AT ADA HEIGHT. INCLUDE TRU-BRO PIPE

INSULATION KIT AND RIGID GRID STRAINER

CHICAGO FAUCETS

MANUAL TYPE

786-GN2FCCP 8"

CENTERS

1/2"CW&HW

SUPPLIES WITH

STOPS, LOOSE KEY

1 1/2"x 1 1/2"CAST

BRASS P-TRAP W/

CO PLUG-CP.

AMERICAN

STANDARD

LR3322
22"X33"
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MANUFACTURER

& MODEL

EWH-1

SYMBOL

STORAGE

GALS

DEG RISE  GPH

RECOVERY

ELEMENTS

NUMBER

KW

ELECTRICAL

V PH

TEMP

SETTING

ELECTRIC WATER HEATER SCHEDULE

NOTE:  PROVIDE HUBBARD "QUICK STAND" SUSPENDED WATER HEATER PLATFORM FOR EWH-1.

20

80°15 1 3

208 1
120°

DEL-20

A.O. SMITH

DRIP PAN

3/4"  HW SUPPLY

PROVIDE METAL

W/ FULL SIZE

DISCHARGE

PRESSURE AND

RELIEF VALVE

TEMPERATURE

THERMOMETER

HOSE BIBB

DRAIN VALVE

EXPANSION TANK

VACUUM RELIEF VALVE

UNION (TYPICAL)

(COORD. LOCATION W/ ARCH.)

FSS-1ZMS CONTROLLER 

FIRST SMART SENSOR MODEL

110 VOLT POWER

SUPPLY (BY E.C.)

SVA75NPT SOLENOID VALVE

FIRST SMART MODEL SVC-

FIRST SMART FSS

HWSR SENSOR

3/4"  CW SUPPLY
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Portsmouth

Youth Substance Abuse 

Needs Assessment 
SY2015-16 

Portsmouth Prevention Coalition
October 20, 2016

Prepared by John Mattson Consulting



Table 1.0 – Response Rates for RISS

Portsmouth RISS Respondents by Grade Compared to Total Enrollment

7th 8th Other
MS 

TOTAL
9th 10th 11th 12th

HS 
TOTAL

TOTAL 
ALL

Number of 
Respondents

148 161 1 310 165 160 190 165 680 990

Student 
Population

185 210 NA 395 205 197 243 221 866 1261

Rate of 
Return

80.0% 76.7% NA 78.2% 80.5% 81.2% 78.2% 74.7% 78.5% 78.4%

The  RISS survey was administered last spring at both the middle and high 

schools in grades 7-12. The return rates were very strong in both schools.  This 

allowed the RISS results to be compared to previous Health and Wellness 

surveys conducted in 2013 and 2014.



Demographic Data Points

ZIP CODE RESPONSES

 80.9% (801) of respondents were 02871   

(Portsmouth)

 8.6% (85) were from 02837 (Little Compton). 

 The distribution of the responses was excellent across 

grade. No survey response bias favoring one grade over 

another.

 The remaining respondents were from a variety of other 

zip codes or no zip code. It was clear that some students 

did not know their zip codes.



Lifetime Use Rate Trends
 Lifetime Use tends to increase in tandem with grade level for all 

substances. “Lifetime use” suggest that a student has had at least 
once in their life tried a substance.

 Alcohol is the most likely “used” substance, with marijuana being 
the second most likely “used” substance. Prescription drug use was 
relatively low for all grade levels. Synthetic marijuana use was also 
negligible.

 Lifetime tobacco use was very low compared to other substances, 
up to 10th grade. However, use of “vaping” devises, E-cigarettes and 
other Nicotine Delivery Systems (NDSs) has increased dramatically, 
according to key informants and students in all three focus groups. 
Tobacco use may be on the increase again.



Age of Onset
 15.1% of high school students have smoked all or part 

of at least one cigarette during their lifetime.

 Cigarette/tobacco use age of onset seems to be highest 
between 14-17 years old (59.8% for HS students).  This 
is up from former years, when reported onset was most 
likely between ages 12 and 14.

 49.5% of all high school students reported having at 
least had one alcoholic drink in their lifetime. 

 Age of onset for alcohol use is most likely between the 
ages of 14-17 years old, though a subgroup (14.8%) of 
early onset drinkers report having their first drinks at 
age 12 or younger.  Research suggests that early onset 
drinkers have a higher propensity for binge drinking, 
long-term alcohol use and alcoholism.



Age of Onset
 34.4% of high school students reported having tried 

marijuana at least once in their lifetime. 

 Age of onset for marijuana use is most likely to 
occur at ages 14 or 15, or during 8th or 9th grades.

 Approximately 20% of high school student who use 
marijuana reporting first use at age 13 or younger.

 3.7% of students reported using an inhalant at least 
once. Age of onset for inhalants is bifurcated:  40% 
of those who use inhalants reported starting at age 
10 or younger, while 44.5% reported use between 14-
17 years of age. It may be that older students link 
“vaping” to being an “inhalant.”



Last 30-Day Use by Substance for Portsmouth MS

Portsmouth MS Past 30-Day Use Trends Data  (2014 HW and 2016 RISS)

Grade Grade 7 Grade 8 MS Total

Substance 
2014 2016 Change 2014 2016 Change 2014 2016 Change

Tobacco
2.4% 0.7% -1.7% 1.7% 1.9% 0.20% 3.8% 1.6% -2.2%

Alcohol
10.4% 0.7% -9.7% 21.1% 4.3% -16.8% 15.6% 2.6% -13.0%

Marijuana
6.8% 0.7% -6.1% 14.3% 5.0% -9.3% 10.5% 2.9% -7.6%

RX Drugs
3.0% 1.4% -1.6% 4.5% 1.9% -2.6% 2.2% 1.6% -0.6%

Active use is measured in terms of “Past 30-Day Use.” At the middle school, 

reported substance use rates over the past two years have declined 

dramatically for all substances, with the sole exception of 8th grade use 

of tobacco, which remained relatively stable. 



Last 30-Day Use by Substance

Portsmouth HS Past 30-Day Use Trends Data (2014 HW and 2016 RISS)

Grade

Grade 9 Grade 10 Grade 11 Grade 12 HS Total

Substance 
2014 2016 Change 2014 2016 Change 2014 2016 Change 2014 2016 Change 2014 2016 Change

Tobacco

1.2% 1.2% 0.0% 6.3% 6.2% -0.1% 8.1% 6.8% -1.3% 5.9% 7.9% 2.0% 5.1% 5.6% 0.5%

Alcohol
23.6% 8.5% -15.1% 36.1% 26.9% -9.8% 53.9% 27.9% -26.0% 62.2% 36.0% -26.2% 42.5% 25.1% -17.4

Marijuana

16.4% 7.9% -8.5% 23.8% 28.3% 4.5% 43.0% 27.4% -15.6% 43.7% 28.0% -15.7% 30.7% 23.2% -6.8%

RX Drugs

4.3% 3.7% -0.8% 7.0% 2.5% -4.5% 19.0% 3.7% -15.3% 12.6% 4.3% -8.3% 7.7% 3.4% -4.3%

Dramatic drops were reported in use rates for alcohol, marijuana and prescription 

drugs over the past two years at the high school for all grades. Tobacco use 

slightly increase (+2.0%) in grade 12, and marijuana use was up by 4.5% for 

grade 10 students. Overall, high school alcohol use was down 17.4%, marijuana 

use down 6.8% and RX drug use down 4.3%



Past 30-Day Use: TOBACCO

Past 30-Day Use by Grade - Tobacco
Grade 7 8 9 10 11 12

Smoke all 
or part of a 

cigar
0.7% 0.6% 2.4% 7.5% 7.9% 11.9%

Use Dip or 
Snuff

0.7% 0.6% 1.8% 6.2% 4.2% 7.3%

Smoke all 
or part of a 

cigarette
0.7% 1.9% 1.2% 6.2% 6.8% 7.9%

Tobacco use is negligible at middle school but increases around 10th grade 

for all forms of tobacco listed above. The 12th grade students are the most 

likely grade cohort to smoke.



Past 30-Day Use: ALCOHOL

Past 30-Day Use by Grade - Alcohol

Grade 7 8 9 10 11 12

Drink 1+ 
drinks

0.7% 4.3% 8.5% 26.9% 27.9% 36.0%

Drink 5 or 
more at one 

time
0.7% 1.2% 3.7% 12.5% 16.3% 21.3%

Ride in a car 
with driver

who was 
drinking

10.1% 9.9% 11.0% 8.1% 10.0% 10.4%

Alcohol use and binge use (5 or more drinks at one sitting) increase in 10th grade 

most noticeably. An equal number of students across grades (around 10%) 

reported having ridden in a car with a driver who has been drinking.



Past 30-Day Use: 

MARIJUANA

Past 30-Day Use by Grade - Marijuana

Grade 7 8 9 10 11 12

Use marijuana 
at least once

0.7% 5.0% 7.9% 28.3% 23.4% 28.0%

Use synthetic  
marijuana at 

least once
0.0% 0.6% 2.4% 1.2% 0.5% 1.8%

Drive after 
using 

marijuana
0.0% 1.2% 6.1% 6.6% 15.8% 22.6%

There is a noticeable jump in reported marijuana use from grades 9 to grade 10. 

Synthetic marijuana use is not favored by any students, though there is a slight 

bump in 9th grade.  15.8% of 11th and 22.6% of 12th grade students reported 

driving after using marijuana.



Past 30-Day Use: 

PRESCRIPTION AND OTHER DRUGS

Past 30-Day Use by Grade :  Prescription and Other Drugs

Grade 7 8 9 10 11 12

Use OTC 
medicine for 

other purposes
0.7% 0.6% 1.2% 1.2% 1.1% 3.7%

Use RX medicine 
not prescribed to 

you
1.4% 1.9% 3.7% 2.5% 3.7% 4.3%

Use inhalants 0.7% 0.6% 1.2% 0.0% 1.6% 1.8%

Use of prescription drugs is relatively low but it does double in high school. Use of 

OTC medicine  tripled in 12th grade to 3.7% in comparison to other high school 

grades. Reported inhalant use is also very low.



Last 30-Day Use Comparison Two-Year

Portsmouth MS and HS

Cumulative  Comparison of Past 30-Day Use

Middle School High School

Substance 2014 2016 Change 2014 2016 Change

Tobacco 3.8% 1.6% -2.2% 5.1% 5.6% 0.5%

Alcohol 15.6% 2.6% -13.0% 42.5% 25.1% -17.5%

Marijuana 10.5% 2.9% -7.6% 30.7% 23.2% -6.8%

RX Drugs 2.2% 1.6% -0.6% 9.3% 3.5% -4.3%

Overall substance use rates in Portsmouth middle and high schools. 

Both schools were down significantly for alcohol.  Marijuana use dropped 

more at the middle school and slightly, but not significantly, at the high school. 

Tobacco use was up very slightly at the high school. Prescription drug use 

was down at the high school but about the same at the middle school.



Middle School Non Users by Substance 

2014 and 2016
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High School Non Users by Substance 

2014 and 2016

0%

10%

20%

30%

40%

50%

60%

70%

80%

90%

100%

Cigarettes Alcohol Marijuana RX Drugs

PHS Non-Use of Substances 
School Year 2014  /  2016



Overall Past 30-Days Users 

by Substance
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Overall significant decreases in alcohol, prescription drug use and marijuana 

use were reported over the past 4 years for all grades. There was a slight

increase in tobacco use



Last 30-Day Use by Substance

HIGHLIGHTS

 Reported alcohol use dropped by 13% at the middle 
school and by 17.5% at the high school.

 Marijuana use dropped by 7.6% at the middle 
school and by 6.8 % at the high school.

 Prescription drug use dropped by 4.3% at the high 
school and by 0.6% in the middle school .  

 Tobacco use dropped by 2.2% at the middle school 
but increased by 0.5% at the high school.



Percentage Change Over 4 Years                          
by Grade Cohort

2013 2014 2016

9th 10th 12th
% Change

Tobacco 5.3% 6.3% 7.9% 2.6%

Alcohol 19.5% 36.1% 36.0% 16.5%

Marijuana 14.3% 23.8% 28.0% 13.7%

RX Drugs 10.1% 7.0% 4.3% -5.8%

Class of 2016

Last  year’s graduating class demonstrated a lower level of use for RX drugs 

over time, with significant increases in alcohol and marijuana use from their

freshman year until the point the took the RISS.



Percentage Change Over 4 Years                          
by Grade Cohort

2013 2014 2016

8th 9th 11th % Change

Tobacco 1.1% 1.2% 6.8% 5.7%

Alcohol 12.2% 23.6% 27.9% 15.7%

Marijuana 6.7% 16.4% 27.4% 20.7%

RX Drugs 2.8% 4.3% 3.7% 1.1%

Class of 2017

This year’s graduating class showed some increase in tobacco use (+5.7%) 

and significant increases in marijuana use and alcohol use

Since the time they were in 8th grade. Note that marijuana and alcohol use 

rates increased most in 9th grade but are lower than the previous year.



Percentage Change Over 4 Years                  
by Grade Cohort

2013 2014 2016

7th 8th 10th % Change

Substance

Tobacco 0.0% 1.7% 6.2% 6.2%

Alcohol 9.3% 21.1% 26.9% 17.6%

Marijuana 4.6% 14.3% 28.3% 23.7%

RX Drugs 1.2% 4.5% 2.5% 1.3%

Class of 2018

The Class of 2018 had a 4.5%  rise in tobacco use during the past two 

Years, and a greater rise in marijuana use than in alcohol use, though both 

were higher in 8th grade than the other classes we reviewed.



Perception of Risk of Harm

 Student perception of moderate or great harm or risk for 
cigarette use was over 80% at all grade levels.

 Binge drinking (5 or more drinks once or twice a week) was 
perceived as a moderate or great risk by over 70% of all 
students at all grades.

 The lowest perception for moderate/great risk or harm was 
for marijuana use (46.8%) recorded at the high school for 
using marijuana once or twice a week.

 Use of OTC Drugs, Prescription drugs and other illegal 
drugs were all perceived as moderate/great harm or risk at 
over 80%



Perception of Risk Four-Year Trend

Significant changes were noted in perception of risk of harm for all substances.  Alcohol 

increased by 10.2 % while cigarette use dropped by 9.1%. Prescription drug use dropped 

by 6.1% and marijuana use fell by 4.8%.  It is curious that perception of risk or harm for 

alcohol rose sharply while for marijuana it continued to decline. This is across all 6 

grades that participated in the survey.
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Perception of Parental & Peer Disapproval

 Overall, perception of parent disapproval rates remained 

very high and stable for all substances, but show some 

decline for older students for alcohol and marijuana use.

 Peer disapproval on the other hand was high for tobacco, 

alcohol and prescription drug use, but fell to 42% for 

marijuana use.



Peer Disapproval 

 Over the four year period, peer disapproval decreased 

at the high school significantly for marijuana, from 

64.3% in 2013 to 48.0% in 2016 which increases 

sharply as students progress in grade.

 Peer disapproval for cigarette smoking dropped by 

7.7%, though it was still at 73%

 Student perceive that their peers disapprove of them 

using tobacco (73%), drinking alcohol (70%) or using 

prescription drugs (84%) than they do with using 

marijuana (48%



Peer Disapproval Four-Year Trend
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Student reported the most change in peer disapproval, dropping for 

marijuana use by 16.3% and for cigarette smoking by 7.7%



Comparison of Perception of Use and 

Actual (Last 30-Day) Use

 Perceived use is much greater than reported use in all 

cases.

 Alcohol has the closest alignment between reported, 

past 30 day, and perceived use; still there is a greater 

than 50 percentage point difference between reported 

use and perceived use.

 The gap between reported and perceived use remains 

consistent within and between years and locations.



Focus Groups
 A total of 5 focus groups were facilitated.  Three were with 

students in grades 8, 9/10, and 11. The total number of 
students involved was 30, There were 14 in one group at the 
middle school and 16 in the two groups at the high school. 
Active letters of consent were sent home wit hall 
participants, and all participant information will be held in 
confidence and kept anonymous. Groups were very vocal 
and willing to share.

 Two parent groups were held, one at the PMS and one in 
Little Compton with parents of students who attended high 
school in Portsmouth. A total of 13 parent were involved.  
Their identities and responses will also be kept anonymous.



Student Focus Group Results

1. Students tended to agree across groups that cigarette use 

was very unpopular, but that “vaping,” e-cigarettes and use 

of other nicotine delivery systems (NDS) has become very 

popular.

2. Alcohol was still perceived as the most likely substance of 

choice for many students, but marijuana was reported as 

just as often used. Students estimated that somewhere 

between 40 and 80% of their peers use alcohol and 

marijuana on a monthly basis.

3. Prescription drug use was viewed as mostly done by those 

who were heavy into drugs, though some female students 

mentioned use of Adderall for weight loss, and others to 

use for study purposes.



Student Focus Group Results

4.  Students perceived much greater risk or harm for those who 
were users of tobacco, prescription drugs and alcohol 
than they did for using marijuana. Many reported that their 
peers are most likely to use marijuana, since “they know it is 
safe” and that  there are no consequences for use. “It’s almost 
legal.”

5. Access to marijuana was perceived as much easier by 
older students than to alcohol, while younger students 
tended to find it easier to get alcohol or prescription drugs 
than marijuana.

6. Use of illegal drugs like heroin and cocaine were 
mentioned, as well as hallucinogens like mushrooms and 
LSD by older students. However, they pointed out that this 
was in very small numbers.



Student Focus Group Results

7. Students at the high school in all three groups agreed that 
the situation with substances in the PHS was “much better” 
since the School Resource Officer had been regularly 
present. They spoke about past issues with the senior class 
of 2015 having a lot of different substance issues and how 
this impacted the school.

8. Middle school students had a much lower understanding of 
substance use issues and shared mostly hearsay from 
older siblings or friends.

9. All groups agreed that parents would disapprove of any 
substance use (“They would kill me”) while peers are more 
likely to be much more tolerant, even when they do not use. 
But it was mentioned that in every clique there was at least 
one or two individuals who would use or try substances, 
and would influence others to do so.



Parent Focus Group Results

1. Parents in both groups seemed to believe that alcohol 

and marijuana use starts in the middle schools (in 

Portsmouth as well as in Little Compton)

2. They were in agreement that alcohol and marijuana 

were the two predominant drugs of choice used at the 

high school.

3. Parents thought that athletes and kids who had home 

problems were the most likely users of substances.



Parent Focus Group Results

4. Most parents agreed that while some parents knew about 

what was going on, many were in denial or just ignored the 

situation. A few times parties with parents present and even 

participating, were mentioned. This especially related to 

proms, graduation and birthdays.

5. Most parents felt that there was not enough being done at 

the schools, but they did not know about the school 

policies, the School Resource Officer or the Student 

Assistance Counselors.

6. Parents thought that the laws were strong enough but were 

not being enforced properly.



Parent Focus Group Results

7. Parents demonstrated across groups very limited 

knowledge of what resources were available to 

address substance use in the community. However, all 

of them knew about the PPC and many were familiar 

with Project Purple.

8. Parents suggested that more education, more 

activities for students who did not get involved, and 

more contact to families in need were the most 

effective ways to address youth substance abuse.



Key Informant Interviews

Key informant interviews were held during the spring with 

7 local leaders: 2 school-based officials, 2 law 

enforcement professionals, 1 medical professional, 1 local 

community leader and 1 faith-based person.

Each interview lasted for 45 minutes to one hour.   Special 

questionnaires and protocol were designed to match the 

knowledge and experience of the person by role. Notes 

were taken by hand and not recorded mechanically, and 

all participants will remain anonymous.



Key Informant Interview Results

1. School-based personnel shared that there was little 
substance use occurring in the school, but that they were 
aware from anecdotal evidence that substances were being 
used by students before and after school, especially alcohol 
and marijuana. Tobacco was not perceived as an issue, but 
“vaping” was. Some use of Adderall use for dieting and 
study and Xanax for stress relief were mentioned

2. Marijuana use was detected in school usually by teachers 
noticing different behavior or by an adult noticing a distinct 
smell emanating from a student. Between 20- 30% of 
students who use marijuana were described as “regular 
users.”



Key Informant Interview Results

3. KIs perceived that some athletes, those youth with little or 

no after-school activities, and kids in the alternative learning 

program were perceived as most likely substance users, 

though it was also considered to be an issue “across all 

groups”

4. Girls were thought as more likely to use pills, while boys 

more likely to use marijuana. Both genders were equally 

likely to use alcohol.

5. A medical provider identified two groups: white upper class 

and blue collar kids who are most likely groups to use 

alcohol. Students with familial and personal issues were 

considered more likely to use prescription drugs.



Key Informant Interview Results

6. Law enforcement officers agreed that alcohol and 
marijuana were the most likely substances to be    
used by students, with some Adderall, Ritalin or Xanax 
use also present.

7. KIs felt that underage drinking was being monitored 
well, but that it was a dilemma for police  to enforce 
the marijuana laws due to the nature of the criminal 
justice system, the limited consequences and the 
current law’s structure.

8. Marijuana laws are viewed by police as “like a joke.” 
Some KIs believe that parents need to be held 
accountable under the law for the behavior of their 
children.



Key Informant Interview Results

9. Strong belief that the presence of the SRO at the 

school has made a major difference in how the 

students behave in school and how they relate to law 

enforcement.

10.Access to alcohol and marijuana often from older 

siblings and friends, and from stranger. Marijuana is 

considered much easier to access than anything else. 

It is “everywhere and anywhere.”

11. A local official cited the need to better support the 

financing of prevention efforts in the community, as 

well as to consider ordinances that would limit the sale 

of marijuana if it is legalized.



ANY QUESTIONS???



John Mattson Consulting
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Providence RI 02906
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